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PART | (GETTING STARTED)

IntroducingNewTek Rlay3PIt ¢ connectons andregistration, atop-leveloverview of primaryeatures,
anda handson tour to get you started.







1 ABOUT THIS MANUAL

] Hate reading manuals? If so, you are part of the majority. Estimates are
that between 60 and 97% of the human race concur. Most prefer to jump
right in, maybe asking a friend for occasional help — and who can blame
them?

This manual attempts to tell you what you need to know in a friendly,
concise way, while also providing a deeper reference section you can turn
to when you really need specifics.

Even if you hate reading, please take a moment to peruse at least this section, which explains the manual’s
organization. You may find you can escape with a minimum of reading. (Or, if you are a devout reader,
you can be the hero others turn to for expert advice.)

Part | — Getting Started introduction to NewTek 3Play 3P1 — connecting devices (cameras,
monitors, etc.) and registration, ending up with the Live Production Walkthrough — a brisk jog
through fundamentals, about 16 pages (if you’re a quick study, this may provide all you need).

Part Il— Referencechapters in this section cover every arcane detail related to using 3Play (for
those who need it, and those who just like to know everything).

Part Ill— Appendicesleads off with a handy section titled “How do I ...?“, a helpful question and
answer section with its own brief index. When you have a specific need, you may well find a quick
answer here, along with cross references to more detailed information when appropriate.
Appendix B lists shortcut keys. Part lll is also home to a comprehensive keyword index.






2 INTRODUCTION

] Thank you for purchasing this NewTek 3Play®. This system is a member of
the NewTek family of live video production systems and software, and
enjoys a proud heritage. A bona fide video pioneer, NewTek is justifiably
proud of its record of innovation, ongoing commitment to excellence and
superb product support.

This chapter provides a quick tour of the major components of your
NewTek 3Play system.

2.1 OVERVIEW

NewTek 3Play® is a multi-channel high
definition video device supporting
simultaneous recording, display and
smooth slow motion replay of up to four
audio and video sources .

3Play’s outputs include both traditional

HD-SDI and industry leading NDI™

(Network Device Interface) IP output for two fully independent video channels (designated Channels A
and B) to external video systems.

Alternatively, the two primary outputs support a ‘video switcher style’ program-preview workflow,
complete with transitions, and even overlays. Too, 3Play supports selectively publishing data to internal
and external file storage, ftp and social media platforms on the fly.

Realtime A/V output at a given moment may consist of any combination of the following:

l. Livevideo — direct pass-through of an input source
Il.  Delayedvideo — output running somewhat behind live input
lll.  CLIP LISTplayback of a timed segments of captured (or imported) media
V. PLAY LISTplayback of a prepared playlist that may include clips or other imported media and
transitions.

Hint: OutputtingLive,Delayed CLIRor PlayList sourcesdoesnot interruptcaptureof live sources

Delayed CLIP LIS3nd PLAY LIS/Adeo streams can also be played back at variable speeds. 3PLAy 3P1
provides output in popular up to 1080/p60, along with 720p and SD video formats.



2.2 RECORDING, MARKING AND EVENTS

Recording is intrinsic to NewTek 3Play. Pressing RE@n the Control Surfacéor clicking the Recordbutton
in the titlebar on the Replay Desktgmctivates continuous capture of all configured sources.

Typically, each recorded stream comprises output from a different camera angle. (Input sources not
configured for recording can be viewed as reference and output live, but are not available for replay.)

Note:When timecode for a session being recorded reaches 24:00:00.00, a new recording is automatically
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Configuration to avoid problems when necessasge Sectiof.3.

2.2.1 WHAT IS AN EVENT?

The 3Play operator uses the supplied external Control Surfacé mark events Each event entry appears
in the CLIP LIShodule on the Replay Desktops a single row of clips, and is identified in the left-most
column of the row by an Event IDhumber.

Eventscan be thought of as timed segments of the recorded video, created by setting In and Out points
as a live production progresses. Newly-marked eventsare successively added to the CLIP LISfor
convenient recall. The (In and Qut) timecode values for an event are digital pointers identifying the first
and last frames of a specific portion of the recorded footage.

Thus an eventis not merely a clip. Think of it as a synchronized ‘time slice’ across all recorded video
streams (or ‘angles’, if you like). You can recall and display any clipfrom an eventinstantly. This involves
sending the stream from a specific camera to one of the system outputs.

Tip: Two different clips fromane or moresvens can be displayed simultaneously usihg two outputs.

3Play normally captures a complete, uninterrupted record of your production. The events listed in the
CLIP LISImply isolate segments in this vast volume of stored information. Add and remove eventsfreely
with no fear of losing recorded material. You can even add, remove or reorganize eventsduring recording,
or long after your session ends.

2.3 NEWTEK 3PLAY CONTROL SURFACE

A dedicated NewTek 3Play external Control Surface (Figure 1) provides primary operational control — see
Chapter 8. (Text editing and other supplementary control is supported using the keyboard.)
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Figurel

Note: If the Control Surfacés not available for any reason, its core functions can be accesiegl
keyboard shortcuts.

2.4 STARTUP SCREEN

The Startup Screeappears when you power up your NewTek 3Play. This area offers initial configuration
options along with system management tools.

Figure2

The Home pagef the Startup Scree(Figure 2 allows you to define and open sessionsessentially custom
presets for individual productions or other purposes. If you re-open a Sessioron some later occasion, all
of its assets and settings are remembered.

After creating a sessionor opening an existing one), you are taken to the Sessionpage Here you can
launch the ReplayDesktop or perhaps choose to Import Mediafor your session



2.5 REPLAY DESKTOP

3Play’s live production features are all available from its unique ReplayDeskt@. The various features,
controls and modules on the Replay Desktopre essentially laid out in horizontal bands, as seen below.
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9 The uppermost area is the Dashboarg which displays important session information, and
provides quick access to key features, including Record Grah and various menus.

9 Just below the titlebar are desktop monitors showing 3Play’s video input and output streams. This
region of the Replay Desktoplso provides some very special features just below the primary
output monitors as follows:

-00.00.16.02 18.56.08.12
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Figure4

0 AChannelnfopane immediately beneath each output monitor lists important data about
the video source displayed on that channel (Figure 4).



NEZ B34 Fumble W50 Recover
Figure5

0 Some very important features occupy prime visual real estate in small panes just beneath
the Channelnfo displays.

A large, high-visibility field at left in this zone is referred to as the FastCliftoolbar (Figure 5).
0 Selecting a data field in the CLIP LISdr PLAY LISshaps its content (whether a Memo
entry, Event IDor time value) into the dataviewwindow in this pane. This value can then

be modified by keyboard or Control Surfaceperations.

o Dataviewcontent can also be used as criteria for the nearby Go Toand Searchfeatures
(and corresponding Control Surfaceuttons).

Figure6

0 Also beneath the monitors are and Transport(Play Stop etc.) and Transitioncontrols
(Figure 6).

9 The spreadsheet-like CLIP LISJcentrally located (Figure 3). Its multiple tabs (including the Search
results tab) and columns help you identify, locate, manage and replay the huge amount of audio-
visual data 3Play captures.

9 Just below is the PLAY LISFigure 3). Here you can create and control more complex sequences
such as highlight reels. These can include imported graphic, animation and video elements, as
well as music and full color Animation Storeransitions.

Hint: Theoptional Single Pane mode combines the CLIP LIST and PLAY LIShepbs@tapable of
displaying many more events at oncee Sectiob.4.2).

9 The Tagspane at the very bottom of the Replay DesktofFigure 3) makes entering values and
comments splendidly quick and convenient.

2.6 FEATURES

Here's a brief overview of just someof 3Play’s key features:




2.6.1

PHYSICAL

9 Rugged 2RU or 3RU rack-mount case ensures robust and reliable performance in fixed or mobile
installations.
1 The 3RU model 3Play 3P1 also provides redundant power supplies.
9 Massive storage capacity (e.g., a 3TB drive holds approximately 75 hours of 1080i).
2.6.2 MULTI-TIER FAILSAFE

3Play’s ‘Always on Air’ features provide multi-tiered redundant failsafe mechanisms in both hardware and

software. To name just a few:

1 Multiple software failsafe systems continually monitor and safeguard the live performance. Any
recoverable software error conditions are quickly and unobtrusively dealt with.

When enabled, video pass-through (see Section 7.1.2) ensures that as long there is AC power,
audio and video from the highest numbered input is routed to Output lin a case of catastrophic
software condition.

9 Comprehensive integrated system restore feature. Operators can quickly and easily restore to
factory defaults, or create a custom restore image on another drive and either restore from that
drive or use the backup drive to boot from if a complete hard drive failure ever occurs.

2.6.3 INPUT, OUTPUT & CAPTURE

9 All audio and video, monitoring and network connectors are easily accessible from the rear for
convenient installation in industry standard 19” rack-mount configurations. (Note, some 3Play
Mini connections are front mounted).

9 Most audio and video connectors are industry standard (XLR or BNC as appropriate), ensuring
broad compatibility and secure, locked connections. (Mini connectors vary).

9 Supply external audio via analog, SDI Embedded or NDI™ IP connection.

9 Balanced XLR and %” (6.35mm) audio connectors where supplied.

9 Multiple simultaneous SDI and analog output connections.

1 Record up to four live video sources to internal or external media.

9 Capture and play back 16:9 and 4:3 formats in both HD and SD sessions.

9 Output HD sessions as SD (4:3 or 16:9) and HD simultaneously from HD sessions.

9 Play list module supports inserting pre-recorded video, sound and imagery into your live
productions.

9 Send both primary outputs (A and B) across your network to any NewTek or other production
system, software or device supporting NDI, leaving the SDI outputs free for other purposes.

9 Use one SDI output for program output, another as preview, and switch sources with colorful

Animation Storeransitions.



9 Display highlight reels with colorful transitions, bumpers and audio bed using either output
channel.

 Send supplemental video output to projection systems or secondary monitors at session
resolutions up to 1920x1080/p60.

| 2.6.4 MONITORING

-00.00.16.02 18.56.08.12

Figure7

By default, the ReplayDesktopincludes two large output monitors at right, labeled Aand B. The area at
left shows input monitors as appropriate for the number of sources you have configured for recording.
For example, four input monitor viewports are displayed when operating in 4 channel mode.

Tip: The displayconfiguration foro t £ keeéadRddaryMultiview outputis governed by controls found in

the Output Configuration panel.

éCHANNEL INFO AND CONTROLS

The region of the Replay Desktojust below the primary output monitors also provides some very special
features. First, data pertinent to the current video source for each output is displayed in a Channelnfo
area immediately below (Figure 8) the corresponding viewport.

-00.00.16.02 18.56.08.12
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Figure8

Tip: Normally, the selected Channel Delegate button on the Control Surface determines whichcch
A or B¢ CS operations are currently governing. Note that you can also delegate a channel using t
mouse, by clicking the Channel Info abeaeatheither the A or B monitor.

annel
he

A control group located beneath the output monitors hosts Transition Transpat (Play Stop etc.) and
DSKDownstream Key, or ‘overlay’) controls.



 FASTCLIP TOOLS

NEZ B34 Fumble W50 Recover

Figure9

You’ll find additional and very important features occupying prime visual real estate just beneath the
monitor area (Figure 5). A large, high-visibility window at left in this zone is referred to as the FastClip
dataview

Selecting a data field in the CLIP LISdr PLAY LIShaps its content (whether a Memoentry, Event IDor
time value) into the dataview This value can then be modified by keyboard or Control Surfaceperations.
Keyboard and Control Surfacentries can also be used as criteria for the nearby Go D and SearcHeatures
(and corresponding Control Surfaceuttons).

 MULTIVIEW

3Play’s Multiview output commonly serves supplemental control room monitoring needs. External
Multiview Workspaces offer many alternatives, including numerous multi-bridge layouts, overlays and
Event Clocks. The Multiview layout output is configured using the Workspacesnenu in the Dashboardt
the top of the Desktop(see Section 6.4.2 for a more thorough discussion).

2.6.5 VIDEO PROCESSING
Input Proc Ampallow you to adjust the video signal to harmonize color balance for all sources.

9 Separate controls are provided for Brightness, Contrast, Haed Saturationfor each video source,
along with White Balanceand U and V Offset

2.6.6 RECORDING

Apart from live throughput, virtually all replay output features depends on recorded data.

RECORD 00:00:16:08

Figurel0

9 The Recordouttonis located in the titlebar above the output monitors.
9 Valuable information about the recording and remaining space is displayed nearby.
9 Recording can also be enabled from the NewTek 3Play Gontrol Surface



2.6.7 BOOKMARKS

3Play’s timecode bookmark system is almost too easy to use. There are a maximum of ten bookmarks.
Simply press BOOK MARG#n the CS to set bookmarks in your footage (REGnust be enabled). Press SHIFT

+ BOOK MARig¢peatedly to jump sequentially back through the markers you’ve set (3Play will switch to
Delayedblayback mode).

|2.6.8 THE CLIP LIST

Figurell

Synchronized segments of the recorded data from all cameras are identified as individual eventsby setting

in and out points. Each marked eventoccupies one row in the spreadsheet-like CLIP LISTErentscan be
rearranged and re-trimmed in the CLIP LIST

The different sources (or ‘angles’) available for each event(see Section 2.2.1) are presented as labeled
columns (Figure 12).

NEZ B34 Fumble W50 Recover

Fig ul

Small clip monitorsabove each column (Figure 13) make it easy to follow the action and select the angle
offering the best view of events.



Figurel3

The ‘angle’ columns beneath are actually Memo columns, and allow you to enter comments, tags, and
other metadata that, with the Searchfeature, can help you quickly locate specific views for playback,
inclusion in playlists, etc.

The CLIP LISSffers an unlimited number of tabbed pages to help you manage your recorded content. In
addition, the CLIP LISTpports the import of media clips as well as still images for various purposes (the
PLAY LIST also supports imported files).

2.6.9 THE PLAY LIST

Figureld

Individual clipsfrom eventsappearing in the CLIP LISBn be added to the PLAY LISiEne below (as can
other items imported using the Add Mediabutton).

The PLAY LISiays all entries in sequence from top to bottom, with optional transitions between clips.
Like the CLIP LISthe PLAY LISBne offers multiple tabbed pages, supports clip re-ordering, comments,
trimming, and numerous other features.

| 2.6.10 PROGRAM TRANSITIONS

We mentioned Transitions earlier (under
Monitoring), but 3Play’s powerful transition system

Figurel5 merits a heading of its own.



3Play output can employ spectacular high-end transitions,
including Animation Storeeffects that include full color
embedded overlays, in several ways.

PLAY LISdompositions, such as highlight reels, support
transitions between clips, each with adjustable timing and
even accompanying transitional audio effects. Unlike many

replay systems, 3Play does not tie up two different outputs ;
to do this. Figurel6

Further, 3Play even supports a ‘program-preview’, or ‘video switcher’ style workflow. The latter approach
allows you use 3Play’s powerful effects system to transition between the sources displayed on Outputs A
and B (see Chapter 14, Transitions).

In this (program-preview) scenario, Channel Btands in for the traditional program output, while Channel
A serves as preview. This enables some unique production possibilities — such as an Auto between two
PLAY LISdompositions during playback — something often only possible when system architecture
includes a downstream switcher.

|2.6.11 TEXT, TAGS AND MORE

Figurel?7

A Tagsbar is situated at the bottom of the Replay DesktofFigure 17). Dragging this divider bar upward
reveals tabbed panes containing rows of numbered cells. Text ‘tags’ (e.g., player names, notable play
types, adjectives, etc.) entered into these cells can be quickly inserted into Memofields for selected clips,
and can even be used as Searchrriteria.

Figurel8

The Tagsmodule inserts its output into the easily legible TextBox discussed earlier (Figure 9), just like
other textual input. (All text input is displayed in this box, whether it originates from the number pad on
the Control Surfacegr from the keyboard.)

Tip:Whenthe TAG button on th€ontrol Surfaces lit, number pad entries are automatically translate
to the corresponding tag entrieBor example, ifrigurel8, the Tagspane lists player namesyping
anmé 2 yseridd V2408 extBox. Pressingmter then pustesthis entryinto the Memo field
for the selectedlip(s).

=




2.6.12 PUBLISH

Though a relative newcomer, social media has carved an important niche for itself in the realms of video
production and broadcasting. 3Play can publish both still images and trimmed, commented clips from
CLIP LISoF PLAY LISEges to popular public sites, along with traditional production storage. Media can
even be published while events are still underway, while live capture continues uninterrupted.

2.6.13 MACROS

Record simple or complex combinations of operations as macros, then assign these to internal and
external trigger events to be executed at will. 3Play’s Macro Configuratiorpanel provides numerous
management features, such as folders, rename, clone, and hotkey and control panel assignment, as well
as Import and Export(share macros with other 3Play users). Macros can be flexibly stored as part of a
session or as part of the global macro configuration available in all sessions. You can also open macros in
the integrated editor and tweak them to perfection.



3 SETTING UP

————— This chapter explains how to properly connect power, external control
devices, monitors and audio visual sources to your NewTek 3Play® system.

It also reviews registration for warranty purposes and technical support.
After completing this short section, you’ll be all set to continue into the
Walkthrough chapter that follows it.

To begin, let’s review ‘what came in the box’:
1
1
1
1
1

3.1 COMMAND AND CONTROL

3Play 3P1™ and Control Surface
A/C power cable(s) and 6’ USB cable
NewTek mouse and keyboard
Registration reminder card

BNC removal tool

1. Connect an external computer monitor to one of the monitor connection ports (HDMI, Display,
or DVI) on 3Play’s backplate (use an adapter if necessary).

Note: The useinterfacerequires aminimumscreen resolution 01600 x 1050

2. Connect the mouse and keyboard to USB ports on 3Play.

3. Connect the power cord(s) from the A/C connection(s) on 3Play’s backplate to an external power
receptacle (see Tipbelow).
Turn on the computer monitor.

5. Press the Powerswitch located behind 3Play’s hinged faceplate.



At this point, the blue ring around the power button
illuminates. (If this does not happen, check your
connections and retry).

Though not a requirement, we do strongly recommend
that you connect 3Play using an uninterruptable power
supply (UPS), as for any ‘mission critical’ system.
Likewise, consider A/C “power conditioning”,
especially in situations where local power is unreliable
or ‘noisy’.

Surge protection is especially important in some
locales. Power conditioners can reduce wear on
3Play’s power supplies and other electronics, and
provide a further measure of protection from surges,
spikes, lightning and high voltage.

3.2 REGISTRATION

On launch, 3Play will display an End User License
Agreementdialog. If you accept this agreement, the
Registrationdialog shown in Figure 19 provides the
unique Product IDyou need to register your system.

A word about UPS devices:

‘Modified sine wave’ UPS devices are
popular due to low manufacturing costs.
However, such units should generally be
viewed as being of low quality and possibly
inadequate to fully protect the system from
abnormal power events.

For a modest added cost, you can obtain a
"pure sine wave" UPS. These units can be
relied on to supply very clean power,
eliminating potential problems, and we
highly recommend them for use in
environments where reliability is absolutely
critical.

If necessary, enter the unique Serial Numbeand Product ICfor your system.

’ Note that 3Play’s video output will show a watermark until the
e o e T system is registered and unlocked using the registration code.

Tip: Serial number stickers are affixgide thesystenf a
hinged front panellf you cannot locate the serial number, cg

NCNO-AYAJAN3Y-291111

b S ¢ ¢ €4s@rier Support Desk (open seven days a week

Figurel9

You can register and obtain your registration code either by
telephone, or online (directly from 3Play or from another
system connected to the Internet) as described next.

3.2.1 ONLINE REGISTRATION

If you have connected your 3Play to the Internet, simply click the button under Step 3 in the registration

dialog. This will take you to NewTek’s website, where you will find further directions.

~—



Tip:More information orconnecing to a networkcan be foundn Section3.10.

Otherwise, you can visit the registration webpage from another system with Internet access. In either
case, after registering on the website, transfer the registration codeprovided into the field at Step 4 of
the Registratiordialog

TipolL G Q& + @SNE 3 2RefstrdtichSotle ThRcouNIBan2 iNFery hady if you ever ne
to restore the3Playsoftware toitsast KA LILJISR &l 0 S adherienticBeds taRtey Q (i
Internet.

3.2.2 REGISTERING BY TELEPHONE

NewTek’s Customer Support desk can also handle registration requests by telephone, if that is more
convenient (when opportunity permits, you should still visit the website as discussed above, in order to
gain access to software updates).

Please have your ProductID (from the Registration dialog mentioned earlier) handy when you call. The
phone numbers for Customer Service follow:

1 Telephone:

0 (US)1-800-862-7837

0 (Outside US) +1-210-370-8452
9 Fax:210-370-8001
 Email: cs@newtek.com

3.3 INPUT CONNECTIONS

3.3.1 CONNECT A/V SOURCES

External audio and video sources are connected to the appropriate inputs on 3Play’s backplate.

Figure20- 2RU Model




Analog audio inputs: 4

Analog audio outputsA, B, and*Phones jack
SDI Video Inputs-# and Genlock input.

SDI Video Outputs-# and Tally connector
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Note: The Phones outpwaignal follows Aux, the active control channel delegateor B.

As desired, connect any local SDI video sources to one of the BNC connectors in the SDI INsection. We
will discuss NDI® (Network Device Interface) a/v source connections later.

Note that SD video sources with embedded audio do not necessarily require separate audio connections.

3.3.2 GENLOCK CONNECTION

The Genlockinput on 3Play’s backplate is for connection of a ‘house sync’ or reference signafoften a
‘black burst’ signal intended specifically for this purpose). Many studios use this method to synchronize
equipment in the video chain. Genlocking is commonplace in higher-end production environments, and
genlock connections are usually found on professional gear.

If your equipment allows you to do so, you should genlock 3Play andall cameras you configure as sources
for it (see your camera manual for details). To do so, supply the reference signal from the ‘house sync
generator’ to 3Play’s Genlockinput connector.

3.3.3 TIMECODE CONNECTION

3Play supports external linear timecode (LTC). Connect the cable from your timecode generator to analog
Audio In3 or one of the motherboard audio input connectors. External timecode is enabled and
configured in the Replay Desktofsee Section 7.3).

3.4 OUTPUT CONNECTIONS
Next we’ll discuss the audio and video output connectors along with relevant settings. We'll start with

video output, not only so you can view your results, but because some aspects are best considered before
even beginning a 3Play session.

3.4.1 A/V OUTPUT

3Play provides multiple video and audio output connection options, and very flexible ways to display of
your live and recorded video streams. In addition, the A and B channel outputs, ‘clean’ versions of these
(i.e., without overlays), and all connected video sources are available on your network as NDI outputs.

Beyond this, the graphics card outputs supports Multiview options in addition to the connection displaying
the user interface (the number of ports provided for this purpose varies by model).



Notes: Multiview options and layouts are found in the Workspaces menu (located in the Dashboar

best results, configure the Multiview Output to the native teon of the external display (monitor or
projector) connected to it.

|3.4.2 CONNECTING DEVICES

As mentioned earlier, the VIDEO OUdection on 3Play’s backplate provides four BNC connectors. These
represent:

1. Channel Alabeled 1 in the VIDEO OUgroup)
2. Channel Blabeled 2 in the VIDEO OUgroup)
3. Clean Output A
4. Clean Output B

The output connectors provide either SD or HD video output, according to the format specified for the
current session.

1. Connect downstream video devices to the SDI output connectors in the VIDEO OUdection.

2. Connect 3Play’s audio outputs:

d). For

a. Analog audio- Connect external audio devices to the connectors in the AUDIO OUT

section.

b. Digital audio— A separate digital audio connection is not necessary for SDI output with
embedded audio. Digital audio is also carried over the network output along with NDI
video outputs.

3.5 STARTING A SESSION

If 3Play is not already running, power it up now to reveal the Startup Screerilf 3Play is running, and is in
the Replay Desktopr another area of the interface, you may need to use the File menu Exit item, or click
the Backarrow at upper-left in the Session Pag® return to the Home Pagg

The Startup Screemonsists of two similar screens — the Home page and Sessiorpage Among other
things, the Homepageis where you choose basic 3Play session settings (see Section 5.1 for a discussion
of sessions).



3.5.1 THE HOME PAGE

Help

Utilities

Shutdown

Create Session

Figure21

When no previously created sessions exist, the icon ring dominating the Homepage defaults to New,
inviting you to create a new session.

A link labeled Session Namie shown at the top of the right-hand pane when Newis selected on the icon
ring (Figure 21). Click in this field to modify the default name 3Play supplies using the keyboard. (The
default name is the current date.)

éSTORAGE VOLUMES AND SESSION VOLUME

Qualified 3Play storage volumes or volumes connected to 3Play are listed at right for each input pair. Use
the drop-down menus to different input pairs.

The hard drives assigned here can be thought of as comprising a ‘drive set’ for the session. The Session
Volumemenu allows you to designate the primary member of the session drive set (see Section 5.2.1 for

more detail).

Output Resolution

1080 720 SD

O 1080/59.94i ® 720p @ 430i
@ 1080/59.94p @ 720/2997p @ 430i (4:3)

@ 1080/29.97p @ 720/24p
® 1080/24p

Create Session

Figure22



Tip: The Storage Volume configuration tools are designed to encourage you to record no more than two
live inputs to any single volume.

éVIDEO STANDARD AND RESOLUTION

For multi-standard models only, set the Video Standards appropriate for your locale. For the moment,
let’s choose 1080i for Output Resolutior(even if the cameras you plan to connect are SD 4:3), then click
the CreateSessioltink below.

Note: 3Play supports a variety of optional sessmmfiguratiors for live production. You can choose
between several HD (High Definition) and SD (Standard Definition) formats. SD options include 4:3 and
16:9 (widescreen) image aspect forrmia Multistandard models permit you to select between video
standards for your localeNSTC, or PAL.

Also please note that certain output selecti@is080/25p, 1080/29.97p, and 1080/23.98are actually
transmitted in PsF (progressive segmented frafoefat, for compatibility with a wider number of
popular monitors.

3.5.2 THE SESSION PAGE

Clicking CreateSessiomn the Homepage will advance you to the Sessiopage Since our intention at this
stage is simply to configure our connections (done in 3Play’s Replay Desktgpgo ahead and click Start
SessionThis launches the Replay Desktgpvhich is the ‘live production area’ where you will spend most
of your time while working with 3Play.

3.5.3 THE REPLAY DESKTOP

Figure23


http://thesaurus.reference.com/browse/configuration

Initially, as you have yet to configure input devices or add content, the Replay Desktomvill look a bit
barren (Figure 23). We had a brief glimpse at the Replay Desktopack in section 2.5 (and we’ll examine
it more closely in Chapter 4, Live Production Walkthrough), but after a quick look around let’s continue to
configure your input and output connections.

3.6 CONFIGURE VIDEO OUTPUTS

3Play provides complete video input monitoring right on the Replay DesktafThis allows you to operate
without even connecting downstream video monitors or devices if you wish.

Often, however, you will likely connect external devices to the VIDEO OUdonnectors on 3Play’s backplate
(see Section 3.4). Connect to SDlconnections as appropriate, or you might connect across your network
to downstream NDI-enabled systems or software.

STOP -00.00.00.00 00.00.00.00

T-BAR: 0% ¥

Figure24

Move your mouse pointer over the Output Configurationbutton, identified by gear icons (as shown in
Figure 24) located at right below each output monitor (A or B). Click here to open Output Configuration

Output Configuration

The tabs in this panel are labeled OutputA, Band
Genlock& Failsafe (See Section 7.1 for more
detail on the Output Configuratiomanel.)

Output A Output B Genlock & Failsafe

Output B

Name Audio Volume

B
3.6.1 AUX

Enable Reverse Key

3Play 3P1 has an additional output, not shown in
the Output configuration panelThe Auxoutput
displays the video source designated by the
Channel Delegatactive on the Control Surfacet
the moment.

Lumnak i

Color 84 130 ¥

Spill Suppression

Tolerance 269 %

3.6.2 MULTIVIEW

Multiview options and layouts are found in the Figure2s
Workspacesmenu (located in the Dashboard

For best results, configure the Multiview Outputto the native resolution of the external display(s)
connected to it. See Section 6.4.2 for details of the Workspacesnenu.



3.7 CONFIGURE GENL@CRAILSAFE
1. Click the Genlock& Failsafetab in the Output Configuratiomanel.

2. The default Reference Typia the Genlocksettings group is SD (Blevel) as this is currently the
most common reference signal type. However, if you supply an HD reference signal to the
Genlock input, you may want to change the setting to HD (Trlevel)

Output Configuration

Output A Qutput B Genlock & Failsafe

Reference Type
Horizontal Position 0.00 % HD (Tri-Ls

Phase A

Center Frequency

Value 0

Failsafe

A/ Passthrough

Figure26

3. With the aid of downstream Waveformand Vector Scopesdjust 3Play’s Horizontaland Vertical
Positionand Phasesettings.

Again, ideally the cameras themselves as well as 3Play should be genlocked. If cameras are not genlocked
to the same reference signal as 3Play, a TBC (Time Base Correction) operation is automatically applied.
Time base correction may drop or insert frames as necessary to maintain sync, a less desirable approach.

Note: For a deeper explanation of genlocking, please see S&clidh

3.8 CONFIGURE VIDEO INPUT

Let’s continue by configuring the video sources you connected earlier (Section 3.3):

1. With the Replay Desktoppen, roll your mouse into the footer below any input monitor.
2. Notice that a Configure buttor{gearicon) appears at right below the input monitor as you do so.




Camera 1 Configuration
Input Settings Color Balance

Video

Source Mame

Local (Input 1) Camera 1

Format

501 Auto

¥ Frame-Sync

Audic
Source
Follow Video Source

Format

Line

Figure27

Click the Configuration buttor{gear) for Cameral to open a settings panel (Figure 27).

Click the Input Settinggab.

Click the Connectiormypemenu to reveal a listing of various options.

The Format menu will usually auto-detect the correct setting, but you can make a manual
selection here for the video source you plan to connect to this input if auto-detect is unsuccessful.

o v kuw

At this point you should be able to view the (configured) sources on their respective monitors. Before
closing the Configurationpanel, let’s continue to configure the related audio source.

3.9 CONFIGURE AUDIO

The Audiocontrol group in the lower part of the Configurationpanel has Input Typeand Gaincontrol
features for the external audio source in the same input group as the current video input.

Audic

Source

Follow Video Source

Format

Line

Figure28



The upper menu permits you to choose a different audio input to be captured with the video clip for this
camera. You can also disable audio for this input using the switch provided. Input Typeoptions are
displayed as appropriate for the Sourceselected above.

Note: Analog levels conform to SMPTELB®. The maximum input/output level is +24 dBu, nominal
input level +4 dB (-(20dBFS), and the sample ratel&kHz.

The Gainslider defaults to 0dB on first launch. After adding audio sources, slowly adjust the slider to
achieve an appropriate signal level (use the VU meters in the titlebar above the monitor as an aid.)

Tip:Most numeric controls in on the Replay Desktop can be reset to their defaults using Shift + double
click on the control knob.

3.10 NETWORKING

Here is the basic procedure involved in connecting to a network:

1. Connect a suitable cable from one of the ETHERNET port on 3Play’s backplate to your external
network.

2. (If necessary) — close the Replay Desktgplick the Backarrow to return to the Home Page

3. Click Shutdown then select Exit to Windowsat right to access the operating system’s own
desktop.

4. Right-click on the My Computeicon, and select Properties

5. Scroll down in the right hand pane of the Systempanel that opens to find the Computer name,
domain and workgroupsettings area.

6. Click the Change Settinglink at right.

7. Click the Computer Nameab of the System Propertigganel that opens.

8. Click the Changébutton, and enter the name of your local workgroup, as provided by your system
administrator.

9. Close the OKbutton.

10. Close the Systentontrol panel.

11. At this point, the network connection should be functional. If further help connecting is required,
please consult your system administrator.

The next section (Chapter 4, Live Production Walkthrough) will guide you through your first experience
using 3Play.






4 LIVE PRODUCTIOMALKHROUGH

] This chapter provides a quick hands-on tour of the major components and
functions of your NewTek 3Play®. In a very short time, these basics will be
second nature to you.

More detailed reference material on all aspects of 3Play follows in Part Il
(Reference).

Having made the essential external connections in the previous section, let’s start your first 3Play®
session, and skim through some important fundamentals:

Session configuration and launch
Monitoring and related features
Recording and marking events
Playing clips

Working with metadata

= =4 =4 4 -4 4

Creating a highlight reel.
4.1 CREATING A SESSION

We ran through the basics of starting new sessionsand configuring devices back in sections 3.5 through
3.7. (If you need to review this information, go ahead and do so now. We'll look at these items individually
again later in Part Il (Reference), too.)

New Session

Open Session

Help

Utilities

Shutdown

Figure29

1. On the Startup >Home pageclick the New Sessionlink at left (Figure 29), and configure a new
1080i session. Name it “Practice Session” (without quotation marks).



Session Name

Enter Session Name

Template

Empty Session
Storage Volumes
Input Primary
1,2 Local Drive (C\)
3,4 Local Drive (D:\)
Session Volume

(D)

Video Standard
Figure30—3RU model shown
2. As part of the session setup process, assign different camera pairs to individual drives, under

Storage Volumes
3. The Startup >Sessiompagewill appear when you click the CreateSessiottink at right.

Clips
Stills
Sound & Music

Import Media

Start Session

Figure31

(Glance around this screen, which provides some useful session asset management tools, but we’re going
to press on to other features right now.)

4. To move on, click Start SessiofFigure 31) to launch the Replay Desktop.



4.2 THE REPLAY DESKTOP

Figure32

5. At this point, you should see the (unpopulated) Replay Desktop see Figure 32.

Camera 1 Canfigurstion 6. We discussed configuring input and

Input Settings Colo

output connections and devices for new
sessions back in sections:

3.3 (Input Connections)

3.6 (Configure Video Outputs)
3.6.2 (Multiview)

3.9 (Configure Audio).
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Review these points if necessary, and set
up your connections (we’re assuming at
least 3 cameras are connected as we
continue).

Figure33

4.3 CHANNEL AND SOURCE DELEGATES

7. Press Aon the Control Surfaceo set the current Channel Delegate

Note: See Sectidhl(Dual ChanneReplay T2 NJ RSiGFAfa 2F otfl @Qa

8. Press LIVEo set the Source Delegatesee Section 8.3.

9. Hold down the ANGLBbutton, push 3 on the number pad, and release the ANGLEbutton to
delegate the live source from 3Play’s input 3 to Channe/A



10. Push B on the Control Surface to change the Channel Delegate to B.

11. Press LIVEagain, to set the SourceDelegatefor Channel B ¢ note that outputs have independent
Source Delegates

12. Hold down ANGLEgain and push 1 to delegate input 1to ChanneB.
4.4 RECORD

13. Watching Channel Bpush the STOPbutton on the Control SurfaceHmmm, that didn’t seem to
work. Let’s try something else.

14. Pull the T-Barto about the middle of its stroke. Still watching Channel B See anything happen?
No. Nothing happened. Why did playback ignore our Control Surfaceperations and continue at
normal speed?

This is because we did not first enable recording. Stopping (or jogging) the Speef a LIVEsource
would automatically kick playback into Delayedblayback - if it could However, this requires 3Play
to be recording

Let’s try all of those steps again, after enabling recording. Remember that Speedfor Channel Bis still set
to around 50% (Channel As still be at the default speed, 100%)

15. Press the red RE(Record) button on the Control Surface, to enable capture.

Notice that the Recordbutton on the ReplayDesktoplights up, and a nearby time counter starts keeping
track of the total video recorded in the current session.

Also, a new ‘single-frame’ duration event row was added to the CLIP LISWith memo entries indicating
that recording was started (this even is referred to as a “record event”).

Note: Recording Esoinitiated automaticallyif you pres®itherINor OUT To end recording, hold

SHIFdown while pressing REC.

16. Press STOR- note that video playback on Channel Bs arrested (Channel As unaffected, and
continues playing).

17. Press PLAY Playback on Channel Besumes in Delayedblayback mode, at 1/2 normal speed.

Tip In this state, theChannelnfo pane below the monitor for Chani&ha 59 [ ! , 95¢ | 0

5

timecode field will falprogressively further and further behihive, thanks to the slow motion playback

speed TheChannel Info panalso shows thactiveSpeed valuas a percentage

Std ¢K



18. Press the T-Barto the top (100%) setting. Notice that the ‘behind live’ time display locks, since
output (though Delayednot LIVEis no longer falling further behind.

4.5 MARKING EVENTS
With recording enabled, continuous capture of inputs configured for recording when creating the session

(in Startup is taking place. (Notice that the CLIP LIShows an event row in its tabular pane that tells you
when recording commenced.)

4.5.1 TWO -BUTTON MARKING

19. Push the INbutton, which is how you set an In Pointfor a new event. Note that when you do this,
a new event row is added to the CLIP LIST

This new event can be referred to as an ‘incomplete’ event, because it has an In Pointbut no Out Point

20. Keep an eye on the In Pointcolumn for this incomplete event, and push IN again. Notice that the
In Pointupdates when you do this.

21. Complete the current event in the CLIP LISy pressing the OUTbutton on the Control Surface

Note that the event now has both an In Pointand an Out Poinfand the (calculated) Durationfor the event
is also now shown.

22. Roll the mouse pointer over the
Dashboardand click the Optionsmenu

Options Macros Workspaces

that appears. Select the menu item One Button Marking »  38ec
labeled One Button MarkingThis lets you change Still Image Duration » v 458ec k
the default duration value for this handy feature. Out Point Padding »  5Sec
(The default setting is fine for our current purposes, Clip List Previews b Sec
but we wanted you to note this useful item.) 7 Sec
Tally From TnCaster 8 Sec
Tip: Below the One Button Marking menu, notice the Out EESTERE=RTE 9 Sec

Point Paddingetting The defaultsettingA a WLY TAYAUSQ X
possibly just a bit optimisti@unless you have exceptional longevity and a bottomless
hard drive, but handy nonetheless whegou want playback to continue past the end
point of clips you play, rather than stop when the Out Point is reached.

|4.5.2 ONE-BUTTON MARKING

23. Finish marking any incomplete event, if necessary, by pressing OUT

Figure34



24. Wait for a few more seconds to elapse, and then press OUTonly — without pressing IN first.

25. Repeat this step several times, allowing a few moments to pass between repetitions.

Notice that — even though you haven’t pressed IN first — new ‘complete’ events have been added to the
CLIP LISTs expected, the duration for each of these new events is four seconds. The Out Pointwas set
when you pressed OUT, and a suitable In Pointis assigned as required.

4.6 LIST NAVIGATION

26. Pressthe |t (Previou$button on the Control Surface
Nothing happens. This is because you are still in LIVEmode.

27. Press the CLIP LISburce Delegate button. A bright border is added to the CLIP LISWodule, and
the background of the Channelnfo pane under the (B) monitor changes from green (representing
LIVEto blue (CLIP LIST

28. Now that the CLIP LIS delegated to Channel Bpress the |t (Previougbutton again. You'll see
that the view on the current output updates to show the prior event (the row above in the CLIP
LIST, and the blue highlight in the CLIP LISThoves to the Memo column of a clip in that event
row.

29. Press U | (Next) to return to the original event.

30. Let’s try something slightly different. Find (or create, using IN/OUT) a clip that is at least 15
seconds long. Keep an eye on the output monitor as you perform the next steps.

31. Pressu (PLAYto initiate playback, wait just onesecond- then press |t (Previoug
Did you notice what happened?

9 Playback of the current clips was interrupted
1 The playhead jumped back to the same angle of the previous event row
9 Playback resumed from the first frame of that prior event

Let’s repeat this now, but with one slight change:

32. Perform steps 31 and 32 again, but this wait five seconds or so before pressing the |t (Previou¥
button.

This produced a different outcome:

9 Playback of the current clip was interrupted



9 The playhead jumped back to the first frame of the current clip
9 Playback resumed

Tip: Simply tapping thief (Previousputton during play in this manngrovides ave¥ dza S ¥ dzf | W[ S Q¢

GKFG F3FAYQ FdzyOlGAzy

Keep an eye on the CLIP LIST for this next bit:

33. Press STOP Try out the left, right and up down arrow keys. The thing to notice here is that the
video shown on the corresponding channel’s output monitor updates immediately as you
navigate around in the CLIPS LI$dr PLAY LISHor that matter).

Let’s vary the above in one respect:
34. Navigate to a clip, and press PLAY.

35. Now try using the arrow keys to move around in the list.

Tip: If currently delegated source is LIVE, use of the arrow keys normally returns you to either the|CLIP
LIST or PLAY LIST, whichever you used last. édpifrggu marked a clip since switching to Live
passthrough, control always goes back to the CLIP LIST selection when you use the arrow keys, providing
another way to quickly return to the most recent clip.

Notice that the blue selection highlight moves from cell to cell as it did before, but the red ‘play indicator’
remains on the currently row in the Event IDxolumn at left. The clip shown on output does not update as
a result of selection operations during playback.

This is a deliberate design feature, allowing you to perform commenting and other clip management
chores without interrupting playback.

Note: You can even use the keyboard or mouse to edit PLAY LIST entries without interrupting a CLIP LIST
angle playback, and vice versa. However, changimoigce delegates using ti IP LIST or PLAY LIST
buttons on theControl Surfacepdatesthe source on outputnmediatelyc whether playback was
underwayat the timeor not

4.7 MEMOS AND TAGGING

36. Delegate the CLIP LISIF necessary.

37. Observe that some rows probably contain “record events” (see Section 4.4) from prior
experimentation. Navigate to an event with no Memaofield entries, and select a Memocell.



38. Use the keyboard to type “touchdown” (without quotes). Observe that your text entries appear
immediately in the FastClip dataviewSection 2.6.4), but are not immediately added to the
selected Memocell (Section 2.6.8).

39. Press the ENTERey on the Control Surfacdor keyboard). Note that this pushes your input
(touchdown) into the currently highlighted Memofield.

Let’s do this again, with a twist:

40. With the same Memoentry selected, type “field goal”. Your new entry will replace the previous
content of the dataview but to this point, the
existing Memo (“touchdown”) is not modified.

The FastClip dataview:
41. This time, hold down SHIFTbefore pushing the

ENTERbutton on the Control Surface(or | The dataview displays cached textual
keyboard). data. Think of it as a simple ‘box’. You

put ‘stuff’ in the box. Afterward, you ‘do
The use of SHIFwith ENTERroduced a different result.

Rather than merely replacing the current Memoentry with

things’ with the box contents.

the new value from the dataview into the only, it pushed | What makes this ‘box’ special is that
“field goal” into all Memocells for the current event row. there are so many ways to quickly and
easily put ‘stuff’ into it; and so very
many different and useful ‘things’ you
can do with its content afterward.

The SHIRdIlus ENTERombination supports one other very
useful outcome, too:

42. Hold down SHIFT, and use the Arrow keys to multi- For full details, please see Sections

select several Memo cells (whether in the same 2.6.4,8.14, 815, 11.3.1, 11.3.2, 11.3.3

event rows or not). and Chapter 13

43, Type “foul” into the dataview then hold SHIFT
down and punch ENTER Note that all selected
cells are updated.

Let’s try one more trick while we’re at it (you’ll discover
many more as you come to fully appreciate the FastClipvorkflow).

44. Select a single Memo cell that already has content. The value from the Memois automatically
snapped into the dataview

Figure35

45, Now, punch ENTERControl Surfacer keyboard), then look at what happened in the dataview



In this case, rather than merely updating the Memo field with its own existing value, pressing ENTERid
something special in this case. The text entry cursor in the dataviewautomatically jumpedexactly one
space to the right of the current Memofield value (Figure 35). This is the perfect place for it to go when
you want to quickly append something to the existing entry — say, a player name, or other metadata.

46. To finish up, type “smith”, and then punch ENTERb update the selected Memo.

Tip: You can set thgataviewtol KA & WNBF Reé G2 | LIWISYRQ adladS ole
surface or mouse, or by pressing F2 on the keyboard.

Of course, thoughtful use of Memocell entries (along with SEARGHiscussed shortly) make it easy to find
specific clips for playback, PLAY LISreparation, Publishingor other clip management purposes.

4.7.1 TAGGING CLIPS

Let’s see how 3PLAY’s TAGSnodule makes Memocell entries even faster.

Figure36

“Tags” are predefined text entries, prepared in tabs of the TAGSnodule, located across the bottom of
Replay Desktap

47. If it’s not already displayed, hold down SHIFTwvhile pushing TAG®n the Control Surface

Tip: SHIFT + TAGS toggles the minimize/restore control of the TAGS pane. Se&33bapi#details
on the TAGS pane. Sectidh3discussesther ways to display or hide it.

CONFIGURING TAGS

By default, the TAGSane in new sessions has 3 tabs, labeled as shown in Figure 36. Assuming you have
not already configured some tags, the tabbed tables in the TAGSane will be empty, but for one item —
the first cell in all TAGSabs contains the entry “SKIP”, and is locked.

Let’s add a just a few sample tags to work with.

48. Click the Edit Tag®utton, and click the tab labeled TEAM.

Lidzy O

Tip: Navigate TAGS pane tabs using the Control Surface by holding down SHIFT when pressing either of

the TAB buttons.




49. Click cell just to the right of the SKIP entry. Type “home” (without quotes) on the keyboard
50. Press ENTER the cursor will automatically advance to the next cell and await further input.
51. Type “visitors”.

At this point, the entries in your first TAGSab should resemble Figure 36. Let’s add some entries to the
other default tab, and then stop to review what we’ve accomplished.

52. Press SHIFplus the TABRIGH button to show the next TAGSab (named PLAYER by default).

53. Enter “Baker” into the first empty cell (at row:column coordinates 0:2), and “Smith” into the cell
at coordinates 0:3.

54. Continue adding text values to the PLAYER tab cells until first two rows are full.

55. Press SHIFF TAB RIGHdgain, advancing to the third tab. Add “touchdown” to the 0:1 cell, and
“foul” to the cell at 0:2.

56. Add more values to this tab if you like, and then turn off the Edit Tag®utton.

| USING TAGS
Having prepared some tags, let’s try this feature out.
57. Use SHIFF TABas required to select the first TAGS pane tab (TEAM).
58. Make sure the Auto Advancéutton (at right in the TAGS pane titlebar) is turned on.
59. Enable the TAG®utton on the Control Surfacelelegating the number pad to tag mode.
60. Activate recording.

61. Push OUTon the Control Surface add a new event to the CLIP LIST

f SYyidNxRSa Ay (GKS FTANBRG ¢!
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case, just the column number.

62. Press the number “1” on the Control Surfacaumber pad (don’t press ENTERust yet).

Observe, first, that the text value “home” has been added to the FastCliglataview This is the value from
the 0:1 cell in the TAGS pane. Also, notice that the TAGSpane’s Auto Advanceeature automatically
presented the next tab (PLAYBERand awaits further input.



Let’s add some more metadata to complete our Memoentry for this clip.
63. Enter “03” using the number pad — again, do not press ENTER
64. Now enter “02”, using the number pad.

The dataviewshould now show the value “home smith foul”. By entering just 5 digits, we have formed a
little metadata ‘sentence’. (Of course your working TAGS entries could be more or less complex, and
diverse.)

65. Push ENTERo complete the tagging operation. (Remember that SHIFT + ENTRRuld have
pushed the value shown in the dataviewwindow to all angles for the current event.)

Tip: Tagging works whether the TAGS pane is displayed or hidfienused tag numbers quickly
become second naturand of course it can be useful to match tag coordinates with player numiaus

will soon be writingt @moiresof a ReplayArtiste using nothing but tags.

4.8 SEARCH AND GO TO

Let’s experiment briefly with SEARCEhd GO TO

66. Tag or otherwise add comments to the Memo cells for a few different clips in different events.
Use different entries for some clips, but matching entries for others. In one or two cases, add

67. Navigate to a Memofield — its current value is snapped into the dataview
68. Push SEARCH

The current dataview value serves as criteria for the search. Immediately, all events which have at least
one clip with a matching Memoentry are displayed in the Search Resultab.
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located in a Memo cell for a clip, the entire eveall angles- is displayed in Search Results. See Chg
13for full detals.

A broad search criteria value can be useful at times, but may produce more results than you wish. For
example:

69. Add Memofields for clips in different events with the following entries:
a. home smith tackle
b. visitor smith foul

c. smithers
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70. Search for “smith” (without quotes). All three events with the entries above in their Memocells
will appear in Search Results

71. TABback to the original CLIPS LIS3b, and use the keyboard to replace the current dataview
value with “smith foul” — but this time, do include quotation marks as shown.

This time you will get a single match in Search ResultSEARCHteats text enclosed in quotes (single or
double) as one search element. Note that the search algorithm is very literal; in the example above, “foul
smith” would not have produced a single match.

Let’s try one more thing (again, much more on these topics can be found in Chapter 13).
72. Perform a search (your choice!) that produces a number of matches.

Now, in a real working session, you might have many tabs full of marked and commented clips. A quick,
broad search will often produce numerous matches. Your eye quickly picks out that special one you are
interested in, but you’d like to find its actual CLIPS LIST location, for other management operations.

73. Navigate to the event row you’re after in Search Resultshen punch GO TO

That one event is immediately highlighted in its original CLIP LIS&b, ready for further manipulation.

Tip: GO TO normally takes CLIP ID numbers as input. Alternatively, with a timecode entry in the
dataview, push SHIFT + GO TO. This engages Delayed playback mode, and jumps the playhead
immediately to the specified timecode.

4.9 TRIMMING EVENTS

74. Use the Arrowkeys to navigate the CLIP LISElection highlight into the In Pointfor an event.

Normally, jogging through clips with the JOGwheel is bounded by the In Pointand of the selected event.
What if you want to move outside those limits to re-trim a clip?

75. Hold down SHIFTwhile jogging. This lets you move into ‘uncharted territory’. Watch the current
timecode valuén the Channel Infgane as you do so.

76. With SHIFEtill depressed, press INto update the set In Pointfor the event.

Tip: The same method allows you to edit the Out Point. Alterniggiyeu can drag left or right wittihe
mouse over a numeric fieldr use direct text entry to modify the valurethe dataview andthen press
ENTER to complete the update




4.10 MANAGING EVENTS

77. With the mouse, drag either the Event IDtolumn entry or the Memofield for any clip in an event
up or down and release it, to re-order the events in the CLIP LIST

78. Test the use of COPYSHIFT + COPY (PASRE&EPUBLISkb remove events or PLAY LITips, or
move them between tabbed panes.

Tip: You can also use standard shortcut keys (Ctrl + x, Ctrl + ¢, and Ctrl + v) to manage clipsliak right
Event ID oMemo fields to show a menu with Cut, Copy, Paste, Audio Level and Add to Publish Queue
options

4.11 PREPARING A PLAY LIST

4.11.1 ADDING CLIPS

79. Select the Memofield for a clip in the CLIP LIS3@nd then press ADDTOPLAY LISh the Control
Surface(A single clip is added to the PLAY LIST.)

80. Select the CLIP I2ell for an event instead of a Memg, and press ADD TO PLAY LI&Tips from all
camera angles for the event are added to the PLAY LIST.)

81. Hold down SHIF;Tand use the arrow keys to multi-select several clips by highlighting their Memo
fields. Press ADD TOPLAY LISTAIll selected are added to the PLAY LIST.)

82. Using the mouse, drag the Event IC¥ield for an event row onto the PLAY LISBne. (Clips from all
camera angles for the event are added to the PLAY LIST in order.)

4.11.2 EDITING AND PLAYBACK

83. Use the controls in the Audiocolumns of the PLAY LIS® adjust audio levels for the clips.

84. Click a cell in the Transitioncolumn, and choose a different transition from the palette that pops
up.
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the + sign button that appears to see the Me&irowser, which will let pick another transition to replace
the current palette entry.




85. Roll the Jog Wheeto move through the PLAY LISEquence, and watch the output monitor. As
play moves from the Out Pointof one clip to the In Pointof the next, note that the red ‘currently
playing’ highlight in the Clip IDcolumn at left tracks the current playback position.

86. Click the Music Traclkswitch in the PLAY LIST titlebar, and then select Browse from the nearby
drop-down menu to select a music file.

87. Click the gear button to the right of the music menu to access the music volume control, and press
Play and notice that playback commences from the current position.

4.11.3 SPEED CONTROL

You can set Speedndependently for each clip in the PLAY LISih similar fashion to setting audio levels.
But you can also make interactive speed adjustments even during playback.

88. Press Play and then adjust the T-Bar while watching the output monitor, and the speed
percentage readout in Channel info

T-Barand the setting for each PLAY LISTip in its Speectolumn combine to produce the actual playback
rate. For example, if the clip’s Speedn the PLAY LISdble is 50%, and the T-Baris also at 50%, the actual
playback rate will be 25%. Note that the Channel infalisplay only reflects the current T-Bar position.

Tip: Note that although the maximum Speed you can set using presets oiBaei$200%, but thePLAY]
LISTcontrol let you set Speed all the way up to 400%.

4.12 RENDERING A PLAY LIST

89. Click the Export to CLIP LIST button in the PLAY LIST titlebar.

Selecting this item ultimately melts the entire PLAY LIST project down to a new clip and adds it to the CLIP
LIST

Note: Rendere®LAY LISTlike othelCLIP LI&entries, can be exported (to various popular file format
or asis) using the Export feature intheS LIt | @ 5 S &1 (i @skéThaptbib.a Ko 2 I NR

90. As we've reached the end of our introductory walkthrough, press SHIFF RE®o stop recording.
91. Then select Exitin the Filemenu to return to the Sessiomage in Startup
92. Press the large ‘arrow icon’ at upper left to return to the Home paggthen click the Shutdowricon

93. Select Shutdown3Playto power the unit down.



PART Il (REFERENCE)

A thorough examination of the various aspectyaifrNewTek 3PlagPt Bvery button, menu item,
feature and ontrol is considered in thgectionso you can takéull advantage of your system.







5 THESTARTUP SCREEN

The Startup Screeis the gateway to your NewTek 3Play® functionality, and
also home to sessiormanagement and system maintenance features.

Icons on the ring at left in the Startup Screeprovide access to numerous
functions. We'll discuss each of these in the pages that follow, but first —a
review of the concept of sessions.

The Startup Screemppears whenever you launch NewTek 3Play®. From here, you create, configure,
manage and launch 3Play sessions by making selections from the icon ring.

Figure37

Your intention may be to participate in a live production, or perform asset management functions within
an existing session. In either case, let’s consider a fundamental concept — the session What is a session,
and why are sessions both important and valuable to you?

5.1 INTRODUCTION TO SESSIONS

Whenever you work with your 3Play system, you provide certain information about the production
environment:

What broadcast standard is used in your locale? Is it PAL, common in Europe among other places,
or perhaps NTSC, standard throughout North American regions?

9 Are your cameras or other live sources HD, SD or a mixture of both?



 How are cameras connected (are you using component or SDI connections, or a combination of
several types)?

As you continue, you may make other adjustments relevant to your current production requirements:

1 You might calibrate your cameras individually using the Proc Ampettings in the Input Configuration
panels.

9 Perhaps you will also use DisplayProc Ampso adjust output color characteristics.

What are your output device connection preferences? For example, will you send video from
Channel A to a local reference monitor using component cabling, or perhaps another connection
type? Will you connect a downstream switcher to Channel B using HD-SDI? What external audio
connections and adjustments are required?

9 You might create PLAY LI$Eges of clips and other content, along with pages full of recorded events
in the CLIP LIST

The list of adjustments, activities and assets involved in a specific production goes on, but the main point
to grasp here is that the sessiorentails of all of the above, collectively. Assuming you do not deliberately
delete the session, all of your media and all of your settings are ready for immediate recall.

When you re-open an existing session, it’s just as if you were continuing an earlier event. Thus, if you
return to the same venue another day under basically similar conditions, you can opt to simply re-open
your prior session and be virtually ready to go. (Professional wisdom, of course, calls for testing everything
before actually beginning the event.) Naturally, you can store multiple sessions and load any session
freely. This greatly simplifies business models that involve regular trips to several venues, a number of
similar consecutive events, or different users with their own specific needs.

5.2 THE HOME PAGE

Figure38

Having discussed sessions, let’s go on to consider how you create them, and choose which one to work
on when you have several to choose from. This and a few other top level functions are found in the 3Play’s
Home page



This is the first thing you encounter on launching 3Play.
Figure 40 shows the Home pagemenu.

When you click a link in the menu (such as New or
Oper), the right-hand pane of the Homepageupdates
to provide options related to your selection.

For example, the first thing you will generally do is
create a session(In anticipation of this action, the New
link is automatically pre-selected on launch.) This
results in the corresponding session options pane being
displayed, as shown in Figure 40.

New Session

Open Session

Help

Utilities

Shutdown

Figure39

5.2.1 NEW (SESSION)

As just mentioned, clicking New populates the pane at
right with related options. Principally, for each session
you must designate (by selecting switches) your local
video standard — select NTSC, or PAL) and session format
—e.g., 1080/60p, or perhaps 1080/60i, etc.

 SESSION NAME

You will see a name entry field above the session options
in the pane at right. Click in this name field to provide a
suitable name using your keyboard.

 TEMPLATE

The Templatedrop-down menu lists all existing sessions
currently available on the system.

Template

Empty Session
Empty Session

D: 2013-01-30

D: 2013-01-31

D: 2013-02-04 LS
D: 2013-02-04 (02)
D: NTSC 1080i Demo

Figure41

Session Name

Ent sion Name

Templa
Empty Session
Storage Volumes
Input Primary
1.2 Lo
34 lo
Session VD‘LHTIE'

(D:)

Video Standard
O NTSC
@ PAL

Output Resolution
720
@ 720p
@ 720/29.97p
@ 720/24p

Create Session

Figure4C

If you select one of the entries, the new session will
retain all custom settings of the source session, but
will not include its CLIP LIS®r PLAY LIShedia
content.



STORAGE VOLUMES

Storage Volumes

Input Primary
1,2 Local Drive (C:\)
3,4 Local Drive (D:\)
Session Volume

(D)

Figure42

Beneath this you will notice a control group labeled Storage Volumesin this section, you will assign one
or more storage devices to be used for replay clips you will record, and other assets associated with the
session.

Tip: The titlebar of the Home page has Bjectbutton to allow you to disconnect and remove storage

media.

Suitable hard drives added to a removable drive bay or otherwise connected are listed in the Drives
column. 3Play attempts to make an appropriate initial guess at how best to distribute the drives it detects,
but you can manually select drives as well.

Again, it is recommended that no more than two sources be assigned to a single volume. If too few drives
are mounted, it will not be possible to assign drives to all camera pairs.

Note: Insome cases.€.,very fast volumes) you can sidestep the restriction above (volume labels a
orange if more than one input pair is assignedpwevermenu rows for inputs are enabled according
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another qualifieddrive must be detected before you can configure the second camera pairdBd4)p

re

K

oncevenli K2 dz3 K & 2 dz RtheeQradrivef)l y (2 dza S

Use the drop-down menus under Inputsto assign drives for recording camera pairs listed in the same row.

 SESSION VOLUME

Figure43
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You could think of the Session Volumas storing all of the ‘non-a/v data’ required by a session, including
input settings, metadata, etc. Normally, the actual a/v files will be located on multiple drives, but the
Session Volumgou choose in this menu can be considered the ‘master’, and must be mounted to open
(or re-open) a session.

éVIDEO STANDARD AND RESOLUTION

The format of video output by 3Play varies according to the session type. The session settings also affect
capture. For example, if your session format is SD 4:3, this is the format normally captured by the Record
function, even when the input Connection Typenight be HD to accommodate a specific camera; the
converse is also true. The frame is scaled and cropped as required to properly match the session setting,
regardless of input type.

Video Standard
O NTSC
@ raL

Output Resolution

1080 720 )

© 1080/59.94i ® 720p @ 430i

@ 1080/59.94p @ 720/29.97p @ 430i (4:3)
@ 1080/29.97p @ 720/24p

@ 1080/24p

Figure44

3Play also provides Video Standardptions, allowing you to choose between NTS@r PALfor your session,
according to your local regional requirements. The Resolutionradio button groups allow you to further
configure the recording and output format for the new session.

Note: See Sectiohlfor more information on Video Output configurations

Having made your selections, you would normally click the CreateSessiorbutton at lower right (then
CreateSessiono launch the Replay [Bsktop); but first, let’s explore the features of the Home page bit
more.

5.2.2 OPEN (SESSION)

If there are existing sessions on any currently mounted drive(s), the Home Pagenenu will default to the
Openlink (Figure 45).




New Session

Open Session

Help

Utilities

Shutdown

Figure45

When Openis selected, the Sessions Ligppears at right. This pane shows all sessions stored on currently
mounted drives. The Session Namend video format for each is listed separately under a header named
for the storage volume they are located on (Figure 46).

Media (D:)
NTSC 1080i Demo 1080/60i

Today's Game 1080/60i

Figure46

Note: Media configured as Readly is not shown for the New or Open (session) features, since the
cannot be used for sessions. However, Redgl meda can be used for import purposes

 CONTEXT MENU

Right-click a session name to open a context menu with two items listed in it: Renameand Delete The
Deletefunction should be used thoughtfully, as it cannot be undone. All content stored in the named
session’s folders on currently mounted drives will be deleted. This will include clips, images and audio

files associated with the session.

Note: Content that is not local to the session but which was used in it is regedelFor example, you
may have added still images to ydRItAY LISdirectly from a USB thuratirive, doing so without
actually importing the files into the session. Those external files will not be deleted.




_OPENING A SESSION

Simply click the desired session name with the mouse to open it immediately). Selecting a session takes
you away from the Homepage to the Sessiorpage Let’s look at the other Home pagefeatures briefly
before we go on to open a session, though.

5.2.3 SHUTDOWN

This menu selection provides Restart 3Play
Shutdown3Play and Exit to Windowdinks in
the right-hand pane. Click a selection to EESNREISNERIMEN
perform the named action in the usual manner. [TV .
(In the case of the Exit to Windowsfunction,
return to the 3Play environment later by Figure47
double-clicking the 3Playdesktop icon.)

Restart 3Play™

5.2.4 UTILITIES

Selecting Utilities from the Home Pagenenu presents a list of functions at right that have to do with the
3Play system.

 REGISTER 3PLAY

Registration is required to remove the watermark from

output, in part to encourage you to register early.

Register 3Play™

Enter Feature Key

Doing so will serve to identify the unit to NewTek as Update 3Play™

. . Defragment All Drives
yours in case of theft, and will also allow you to check for - i
Backup or Restore System

software updates that may have been recently released. St el Trasans

(The steps in the Registration process were outlined back

. . , Figure4s8
in Section 3.2, so we won’t repeat them here.) 1gure

 UPDATE 3PLAY

Periodically, NewTek may provide software updates for your 3Play. Updates can enhance performance,

security or even add useful new features. If the system is connected to the internet, clicking Update3Play
will walk you through the process of checking for new software patches provided by NewTek. This way

you can be sure the very latest version of the software for your system is installed.



Tip:If you wish, you cadownload updates t@anothercomputer connected to thiaternet, then transfer
the downloadediles to3Playusing a network connection or perhaps a USB thdne.

. DEFRAGMENT ALL DRIVES

Over the course of time, storage volumes devoted to audio
and video storage can become fragmented. Eventually, this
can degrade playback performance. Defragmenting corrects
this condition.

You could think of your hard drive as being like a shelf in your
library. As time goes along, the shelf fills with books (data).
Some are large while others are small, just as 3Play session
content may be larger or smaller.

To make room for new additions, you decide to remove books
Figure49 you have finished with from the shelf.

You remove a book here, another there, opening up gaps between the remaining books. This makes some
shelf space available, but does so in the form of gaps separated by the remaining books. Sadly, when you
obtain another large book, it may be too big to fit in any one of the gaps.

A foolish librarian might tear the new book into sections just big enough to fit into the open spaces on the
shelf. This is would obviously be unwise. When you wish to refer to the book later you will lose a lot of
time locating and assembling its sections before you can read it. How much better it would be to slide the
remaining books closer together, combining all the free space first. Unfortunately, computers are ‘foolish
librarians’. They tend to want to fill in all the gaps in their storage areas, even if it means literally shredding
your ‘book’ (in reality large video files from your sessions) into tiny fragments.

Defragmenting the storage volume has the same effect as sliding the books together, resulting in less and
larger gaps. The end result is that 3Play doesn’t have to frantically search in many different places to
assemble the video data you have recorded. This process (defragmentation) can take considerable time,
so it’s not something you want to begin just before an important event.

BACKUP OR RESTORE SYSTEM

A complete system restore function is available in the event of an unforeseen problem. This does not
merely restore the operating system, or other data files. Rather, it restores the system to an ‘as-shipped’
software state. Please refer to Section A.5.6 in Appendix A for full details and usage notes.

5.2.5 HELP

9 Click the 3Play User Guidéenk to open the manual.




9 Click the License Agreemelihk to review the 3Play end user license.
9 Click About 3Playto list version information, credits and acknowledgments.

5.2.6 ADD-ONS

The included Animation Store Creatoadd-on application permits you to create your own custom
Animation Storeransitions (see Chapter 14).

5.3 THE SESSION PAGE

Opening a session from the Homepage (whether using Openor New) takes you to the Session Pagg
providing a new set of options as links at right. The name of the current session is shown in the top-left
corner of the screen (Figure 52). The session is displayed in the form “Home/session nanie

If you wish to leave the current session and return to the Homepage you can click the large Back Arrow
displayed beneath the session name, or the word “Home” in the session name label.

5.3.1 FILE MANAGEMENT

Figure5C

Stills
Sound & Music

Import Media Export Media

Start Session

Figure51

At times you may find it useful to be able to quickly access the various files
associated with the current session. The links at right on the Session page
under the heading Browseprovide access to default session folders.-Clicking
one of these links (or selecting it with the up/down arrow keys and pressing
Enter) opens a system file explorer.

You can use the familiar features and shortcut keystrokes in these windows (Qut, Copy, Paste, Rename,
Deleteand so-on) to manage session assets.



Tip: Of course, you campen several of these folders simultaneously, madgate thesdile windows to
other locations as ell. For example, you might copy files from one sessionaritdder for another.

Several other important features are found here, including Import Mediaas discussed next.

. IMPORT MEDIA

Clicking the Import Medialink opens a custom import panel offering batch import of files for use in 3Play’s
CLIP LISShd PLAY LISIE even allows you to transcode files to appropriate high quality 3Play-friendly file
formats at the same time if you wish.

Import Medids quick processing makes this the fastest and most convenient way to prepare production
assets for a session. Click Addto open a standard system file window, and select (or multi-select) items to
build a list in the Import Mediafile pane.

Importing
Importing
Importing
Importing
Importing

Importing

Importing

Waiting

Figure52




Some highly compressed video files may not be well suited to live playback. Enable switches in the
Transcodeolumn for files you wish to convert to a friendlier format on import. Files can be re-ordered
by dragging their entries up or down with the mouse, or removed from the list by highlighting them and
clicking Remove

Once the batch import list is prepared, click Importto complete the operation.

Files are processed quickly, and are automatically added to Import folders properly located according to
type for easy access in different modules as required during Figure53
live production.

Note: Sectiondl1.1.5 A.4.2and A.4.3discuss other aspects of importing media files.
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6 THEREPLAYESKTOP

The Repay Desktopserves as your production control center. It provides
control over input and output configuration, recording, clip marking, PLAY
LIST preparation and playback, and much more.

This chapter provides a top-level view of the Replay Desktop, with more
detailed information following in subsequent chapters.

The ReplayDesktopis launched by creating (or opening) a session in the Startup Screerthen clicking the
large StartSessiomutton.

6.1 OVERVIEW

The ReplayDeskbp requires a minimum screen resolution of 1600 x 1050.

1 — Dashboard
2 — Monitoring
3 _ Toolbar NEZ B34 Fumble W50 Recover
3 — CLIP LIST
4 — PLAY LIST
5-TAGS
Figure54

The Replay Desktoprovides visual feedback for operations, including monitoring features, clip marking,
and so on. By default, it is divided into six horizontal bands (Figure 54).

These are listed the table presented next, in order from top to bottom.



1 - Dashboard

*Menus (settings and options), quick access to Gral) Recorgland timecode are shown when
the mouse pointer is moved over this area of the screen.

2 - Monitoring J‘

e Input Monitors- monitor all active inputs for the session
¢ Qutput Monitors- large full-time monitors for Output Aand B, with Channel Infdisplays
* (Configurable Multiview display on secondary monitor)

3- Toolbar \

)

 FastClip toolbar displays clip /event data and text input, includes Searchtools
¢ Transitions, Overlaysd Transport playback, program-preview transitions and DSKs

R I

4- CLIP LIST J‘

* Speadsheet style event management; lists marked events as rows with In Point Out Point
and Duration

® Trim, re-order and organize events in renamable tabs

¢ Add unique comments for individual clips (angles)

e Select and play clips

* Integral clip monitorsshow all angles of the current event row simultaenously
e Searchresults tab

—

5-PLAY LIST J

*Add clips and other content to create highlights reels, complete with optional transitions
and music

eExport play lists, including transitions and sounds, as rendered clips

6-TAGS J

» Powerful tagging system; quickly add pre-defined tags to the FastClip datavievor
commenting, Searchand more

6.2 A FEW HINTS

You will find various types of user controls in the Repay Desktop Some examples are shown in the table

below. Several convenience features are associated with these controls.

As you would expect, all slider controls (whether their motion is vertical or horizontal) can be set
to a new value by holding down the left mouse button and dragging in the direction of the control

orientation.

Hold down the keyboard Shiftkey and double-click most controls to reset the associated value to

its factory default.




Numeric field In Point, Out Drag in line with the control
Point, Duration, orientation to raise or lower

Dut Point Crossfade, etc. the current value. Or select
09.39.02.27—

and type, and then press
Enter. (Esc to cancel
changes.)
Numeric Audio Gain, Proc Drag in line with the control’s
slider Amp controls, orientation to raise or lower
the current value.
etc.
Or select and type, and then
press Enter. (Esc to cancel
changes.)
Text field Input and Click the field to activate it,
(dialog) Output and then type.
Configuration
panels
Text field (list) CLIP  LIST — Select field and type, and
Memo then press Enter. (Esc to

cancel changes.)

This is my memo entry ...

Tip: To make very fine adjustments to slider values, hold down the Ctrl key on your keyboard while
dragging with the mouse (this increases accuracy by a factor of 10.)

6.3 CUSTOMIZING THE REPLAY DESKTOP

The ReplayDesktopoffers several convenient provisions for tweaking the user interface to suit your
particular needs.

6.3.1 RENAME

As charming as descriptive names like Camera 1Camera 2nd so on are, we must admit that it’s possible
you might wish to change these default labels to something localized.



Input Settings Color Balanc

Video

Source Mame

Local (Input 1) Camera 1

Figure55

To do so, click the Configurationbutton (gear icon) at right in the monitor titlebar for a given input. The
Input Configuratiorpanels have editable Nametext fields for each source.

|6.3.2 MULTIPLE DISPLAYS AND MONITORING

The Repay Desktopmonitor tabs and Multiview options can be flexibly combined to show what you want
to see, where you want to see it.

Monitor connected to 3Play’s backplane video ports are detected by the operating system, and become
available for configuration the Workspacesnenu accessed on the Dashboardt the top of the Desktop
For example, if you position the mouse pointer over the horizontal CLIP LIST drag bar the mouse pointer
becomes a double-headed arrow. Click and hold the mouse button, and drag the bar all the way to the
top of the screen.

This provides a useful full-screen CLIP LIShd PLAY LIS/Tew, while still being able to monitor input and
output on another Multiview display. Likewise, you can drag the horizontal divider between the CLIP LIST
and PLAY LIST to re-size them to taste. (Feel free to revert to the standard view if you prefer.)

6.4 DASHBOARD TOOLS

0 File Options Macros Workspaces

Figure56

The ReplayDesktopDASHBOARBigure 56) provides useful data. Info displayed when the mouse pointer
is rolled over this area includes:

91 File, Options Macros, and Workspacesgnenus, and ...
i Status messaggSection 6.4.1)

Time Recorded: 0 s
Left On Disk:  1.32TB

EXPORT GRAB RECORD 00:00:16:08 | § g 0dB

Figure57



9 Time Recordednd Left on DisKestimate of room available at current recording rates on the
‘most full’ session volume)

Grabtool and configuration controls

Recordtoggle) and time elapsedince the current recording began

Time(from external timecode input or system clock)and Timecode Configuration

Web(globe) button: view the internal webpage system

=A =4 =4 =

6.4.1 STATUS MESSAGES

An information display is conveniently located at left above
the input monitors. From time to time this bar displays

information pertaining to operations or system status, Figure58
including any cautionary indications. For example, a brief

initialization is required following a system start (or restart) for video playback to stabilize. During this
warm-up period, an initialization countdowris displayed in the Status Bar

Note: Status messages disappear on their own after a little while, but you can manually dismiss them by
clicking the square icon shown to the left of the text message.

|6.4.2 MENUS (FILE, OPTIONS, MACROS, AND WORKSPACES)

Q File Options Macros Workspaces

Figure59

The Reply Deskto DASHBOARMas important menu options at left, discussed individually next.

FILE

9 SharePublish Queue Open the Publish Queug@anel to manage content you wish to upload
(share) or copy to other locations (see Chapter 15 for full details on 3Play’s Publishfeatures).

9 SetPublishDestinations- Pre-configure targets for media assets added to the Publish Queye
whether automatically as a result of settings for the Grabfeature, or manually from the CLIP LIST
or PLAY LISdee Chapter 15 for full details on 3Play’s Publishfeatures).

9 Share Media Folders on Netwoerkach session has unique folders for its media assets.

9 This is where the Import Mediaplaces session content; these folders are easily located from the
Add Mediabrowser in the Replay DesktapYou can enable or disable access to the media folders
related to the active session across the network using this menu item.

1 Eject- Dismount one of the storage volumes in 3Play’s hot-swap drive bays (or another external
volume) preparatory to disconnection or removal.

9 Exit— Leave the Replay Desktopnd return to the Sessioncreen.



_OPTIONS

T

One Button Marking Section 8.10.1 discusses methods you will use to mark (define the in and
out points for) CLIP LIS3vents. The “one button marking” method requires only that you press
the OUTbutton; an In pointis set automatically at a pre-defined earlier time. This menu items
lets you choose the offset used for the automatic In point
Still Image Duratior Choose the default duration applied to still images added to the CLIPor
PLAY LIST
Out Point Padding- This menu item optionally allows play to continue past the actual Out point
for CLIP LIS3vents from a minimum period of five seconds to ‘infinite’ (i.e., until the recorded
file ends or you press STOR
CLIP LISHreviews- This option (not available in 3Play Mini) toggles the display of Clip Monitors
in the area below the CLIPS LI$dbs. Small previews show all recorded angles for the currently
active CLIP LISvent row.
Failsafe Camera Configuratiq If you have enabled A/V Passthrougksee Section 7.1.2) you can
use this menu item to access setup controls for (video) Input4.
Tally from TriCaster When a downstream TriCaster is receiving 3Play’s network output via one
of its own Network Inputs, enable this option to shown red and green on-air tally borders around
3Play viewports (requires TriCaster Advanced Edition).
Single Pane ViewThis powerful option can have a dramatic impact on your replay workflow:

0 Enable Single Pane Vieto collapse the CLIPS LIShd PLAY LIS%nes into one ‘super’

module showing CLIPS LI%dbs at left, and PLAY LISdbs at right.
0 Dragitems from a PLAY LIST onto PLAY LIST or CLIP LIST tabs to copy them to the target.

MACROS

3Play’s extensive Macros system provides a wealth of powerful capabilities. Macros and related tools are

discussed in detail in Chapter 17.

WORKSPACES

Workspaces

Multiview 1 » Cameras

3Play supports multiple multiview monitor
displays (the number varies by model).
Multiview 1is the Replay Desktop.

Multiview 2 » + Cameras / D5SKs Optional layouts for additional Multiview

Multiview Resolution *

Figure60

screens are added to the Workspacesnenu as
supplemental display devices are detected.



The layouts for all Multiview monitors is governed by Workspacepresets. Roll the mouse over the
Dashboard to reveal the Workspacesnenu, and click it. Then select a preset for either any Multiview
using this menu as shown (Figure 62).

Viewports also have further custom options, such as the display of VU meter overlays. See Section 9.1,
Overlay Options for details.

Note: Changing Multiview output options can cause frames to be dropped, so modifications during live
production are discouraged.

DISPLAY SETTINGS

Another item in the Workspacesnenu is Display Color SettingSelect this to open a control panel with
multiple tabs, one for each detected display. The Monitor Resolutiomnenu lets you configure the external
- display device. Select the native resolution of the
Multiview1  Multiview 2 device for best results.

The tabs provide Proc Ampcontrols for the
connected display devices.

These controls directly control graphics the

Brightnes Contrast 100 %

Hue 0° Eromie characteristics of output to each display, and

White Balance [l 255 255 255 provide a great deal of convenience especially for
Advanced

remote displays that would otherwise be difficult

or impossible to access.
Figure61

6.5 GRAB & RECORD

We've discussed Recordcconfiguration back in Section 5.2.1,

and will do so again in Chapter 10. Grab Still Configuration

The Grabfeature is a very convenient tool, especially for use Base Name
in connection with use of the Export features (Chapter 16) '

to upload imagery to popular social media sites, or for 7 Deinter
Je-interiace
immediate display on output. See Section 10.4 for more » -
Add to ort Media

information on Grah

¥ Add to Clip List

Figure62






7 /O CONFIGURATION

NewTek 3Play® provides extensive control over your video signal at both
input and output stages. In addition to basic format connection options for
both audio and video inputs, each video source has its own realtime Proc
Amp.

Other important options include support for supplemental Multiview
monitors, external timecode support, and genlock configuration.

It is very useful to be able to configure each source and also 3Play’s many outputs independently. Source
configuration options ensure that you can match camera inputs to each other, that their signals fall within
legal ranges, and mix and match different types of camera. And display Proc Amp settings allow you to
make adjustments as appropriate to your specific needs.

Let’s begin with a consideration of Output Configurationools.
7.1 OUTPUT CONFIGURATION

To open the Output Configuratiompanel, double-click either
output monitor. Alternatively, roll the mouse pointer over STOP -00.00.00.00 00.00.00.00 B:B
the Configurebutton that appears beneath the lower-right T-BAR: 0% 1%

corner of either monitor and click it — see Figure 65.

Figure63

7.1.1 CHANNEL A AND B

Output Configuration

Output A Output B Genlock & Failsafe
Output B
Name Audio Volume
B 0 dB
Enable Reverse Key

Tolerance

Spill Suppression

Tolerance

Figure64



The Output Configuratiompanel (Figure 64) has several tabbed panes. The first two are labeled OutputA
and B, and contain controls discussed momentarily. The Genlock& Failsafetab is home to important
video timing calibration controls. We'll review it shortly, as well.)

The video format sent to 3Play’s video outputs (SDI or NDI) always matches the session format, which you
choose in the Startupscreen when first creating the session.

Note:chy ot fl &@Qa NBIFN) LI ySts (KS -scarsy éhannes!A(B, aiddP dzLJ O2 vy
instances oAuxrespectively.

 NAME

The Namefield is editable, allowing you to assign a custom name to each output. The name you supply
will appear in the Channel Infpane(Section 2.5) in the Desktopmonitoring section and Multiview display.

 AUDIO VOLUME

The Audio Volumsslider in the Output Configuratiorpanel lets you independently modulate the raw
source sound level before passing it to the corresponding audio output.

Note:, 2 dzQf £ NBOFtf GKIF G {KShahndzRMNS Iy B S@ASHRS 20 MG 2 VAVS GiiK:

connectod NR dzLJa 2y ot t I &Chaneld® 0/ yLE O ySNB 6IKNE SA RSYGpAFASR

ENABLE REVERSE KEY

We’ll discuss this feature in the context of 3Play’s DSK (Downstream Keyer) features in Chapter 15.

7.1.2 GENLOCK & FAILSAFE

The Genlockfeature allows 3Play to ‘lock’ its video output to timing derived from an external reference
signal (house sync, such as ‘black burst’) supplied to its genlock input connector.



Qutput Configuration

Qutput A Qutput B Genlock & Failsafe

v Genlock

Reference Type

Center Frequency

Value

Failsafe

A/V Passthrough

Figure65

This allows 3Play output to be synchronized to other external equipment that is locked to the same
reference. Genlocking is not an absolute requirementin most cases, but is recommended whenever you
have the capability.

Tippda DSyt 201 ¢ NB FISNGE] Aly23 éadd StynNePNE Si2aNI 2 y I £ GA RS 2
GKAOK Ffft26a Iy SEGSNYylIt NBFSNByOS &ardayrt o
The output of video devices connected in this manner is synchronized ébeitence signal, and they
FNBE NBFSNNBR (2 Fa w3aSytz201SRQo®

The 3Play system accepts input from multiple video sources. Miniscule local timing differences between
these may result in tiny delays during downstream switching operations.

Serving the same reference signal to i) the system’s Genlock input and ii) other video devices in the chain
is the best approach, and ensures a match between 3Play system output and any downstream video
devices required to handle both it andany other (genlocked) sources.

VERTICAL POSITION, HORIZONTAL POSITION AND PHASE

: " - Locking all devices to house sync is important, but this alone does not
Vertical Poshon  0.00 %
e en actually ensure a perfect downstream match.

Horizontal Position 0,00 %%

Phase Consider an army marching along: each step the soldiers take occurs at

precisely the same moment, so we could say their timing is

Figure66 .
9 synchronized.
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Even so, problems result if one soldier leads with the left foot while others are on the right. Or perhaps
everyone is evenly spaced and perfectly aligned but for one misfit who ‘tailgates’ the soldier ahead of him
and keeps stepping on his heels.

This is essentially why the Genlocktab provides several settings. The Horizontaland Vertical Position
settings pin the image in the proper space in the frame, and in doing so could be likened to making sure
each marching soldier is in position relative to his fellows (as viewed from above).

The Phasesetting ensures proper color alignment, corresponding to making sure everyone is on the left
or right foot at the same time.

Thus, the Vert PositionHoriz Positiorand Phasesettings allow you to tweak synchronization to arrive at
an optimum match between devices. (Typically, these settings are fine-tuned with the aid of downstream
vectorscope and waveform monitors.) A discussion of these adjustments goes beyond the scope of this
manual, but a quick online search for the keywords “genlock” and “adjust” turns up a number of excellent
references.

REFERENCE TYPE

The ‘bi-level’ reference signal long used for standard definition television is often used for genlocking both
SD and HD installations. However, if you are supplying an HD reference signal to the Genlockinput (and
your other equipment), select the HD (TrHlevel)switch in the Reference Typ#rea of the Genlockab.

Note: Reference Type options do not appear for SD sessions.

CENTER FREQUENCY

Center Frequency

Value 0

Figure67

This setting is applied when a Genlock reference signal is not in use. To adjust the setting, supply color
bars to an input, pass that through to a video output, and then to a downstream vectorscope. The
vectorscope display is completely stable when Center Frequendy properly adjusted.



 FAILSAFE

AN Passthrough

Figure68

3Play’s multi-tiered ‘Always on Air’ hardware and software failsafe systems (see Section 2.6.2) provide
confidence that short of a complete power failure the show will go on.

In some settings, however, more elaborate hardware failsafe systems may be in use. Typically, such
systems take over broadcast duties whenever the output signal fails. In this case or for other reasons,
3Play’s failsafe video passthrough mechanism (which ensures that video output continues even in
catastrophic circumstances) may be redundant, or even preventthe external system from engaging.

For this reason and others, the Failsafesection in Output Configuratiomas a switch that lets you to disable
the A/V passthrough when necessary. By default, A/V Passthroughss off.

Tip:Only use faibafe when a stable vé® source is connected tiee highest numbeBDIvideoconnector
2y otfleQa oFOlLX I YyS

‘7.1.3 MULTIVIEW

Multiview options, layouts and Display Settingsre available from the Workspacesnenu (located in the
Dashboar(l For best results, configure the Multiview output to the native resolution of the external
display (monitor or projector) connected to it. See Section 6.4.2 for details of the Workspacesnenu.

7.2 INPUT CONFIGURATION

The Configure buttor{gear) in the label area below each input
monitor brightens when you roll the mouse pointer over it.
Clicking it opens the Configurationpanel for that source.

Figure69

Alternatively, simply double-click an input monitor to open the corresponding Input Configuratiornpanel.
The upper portion of this panel is devoted to video-related settings, while the lower part holds audio

controls.



7.2.1 INPUT SETTINGS

éVIDEO SOURCE AND FORMAT

Video

Source

ocal (Input 1)

Format

SDI Auto

Figure70

The Input Settingsab in the Input Configurationpanel features a Connection Typmenu at the top. The
available sources listing leads off with Localoptions, representing the hardware SDI input connections on
3Play’s backplane. After this you will see any available NDI® (Network Device Interface) sources on your

network listed.

Formd options offered below the Sourceselector include auto-detection options suitable for most
sources, and manual options that vary with the session video standard, PAL or NTSC.

MName

Camera 1

Hint: Changing from oneideostandard to another requires opening a new sessidhconnected
cameras must conform to theédeostandardof the currentsession.

The Formatoptions provided in an NTSC session are as follows:

1080/59.94p
1080/59.94i
1080/29.97p
1080/29.97PsF
1080/23.98p
1080/23.98 Telecine
720/59.94p
720/29.97p
720/24p

480i (16:9)
480i (4:3)

=4 =4 =4 =4 -8 -8 -8 -8 -8 a9

The Formatoptions provided in a PAL session are as follows:

1080/50p
1080/50i
1080/25p
1080/25PsF

=A =4 =8 =9




T 720/50p

1 720/25p

1 576i(16:9)

T 576i (4:3)
 NAME

The Namefield (next to Connection Typés editable, allowing you to enter a custom name for each input.
The name supplied will appear elsewhere in the user interface, including in the HUD(Heads-Up Display).

. AUDIO SETTINGS

Audio

Source

Follow Video Source

Format

Line

Figure71

Section 3.9 detailed Input Configuratiompanel controls devoted to Audiosetup. Just to review briefly, the
Formatmenu provides options suited to the type of source selected above.

The neighboring Gainslider adds a range of adjustment beyond the basic level established by the Input
Type selection, permitting you to benchmark individual sources. The Mute switch, when enabled,
prevents this particular audio source from being heard at all in captured files or on output.

VU METERS

The audio VUmeters(VU stands for Volume Unit) beside each video input monitor serve several purposes.
At the simplest level, as you record audio with your video (or pass it through to output), the input meters
assure you that audio is arriving at the audio inputs.

Likewise, the output VU metersprovide confidence that you are supplying audio to the outputs. More
importantly, you can monitor audio levels to be sure you are not overdriving the system, which would
result in clipping of the signal.



7.2.2 COLOR BALANCE

. AUTO COLOR

Camera 3 Configuration

Input Settings Color Balance

¥ Auto Color

Multicam

Proc Amp

Brightness Contrast 100 %

Hue 0° Saturation 100 %

White Balance - 255

Figure72

Lighting conditions can change dramatically during many live events, especially those held outdoors.
Adding to this problem, production usually involves multiple cameras and, all too often, these may not
have uniform color characteristics.

Ensuring consistent color when switching from one angle to another, avoiding unwelcome brightness or
color shifts as evening falls or when a cloud obscures the sun briefly can be troublesome, and expensive.

To help you overcome these problems, 3Play’s Input Configuratiorpanel provides Auto Colora unique
feature capable of dynamically adapting the color characteristics of your video sources as lighting
conditions vary. For many productions, simply enabling the Auto Coloswitch is all it takes to produce a
show that looks amazingly consistent.

MULTICAM

By default, each camera with Auto Colorenabled is processed uniquely — without reference to other
sources. Often, though, even greater consistency can be achieved by treating sources in similar
illumination environments as a group. Enable Multicam for several cameras causes Auto Coloto evaluate
and adjust these cameras in unison. You might, for example, enable Multicam for court-side cameras in
an interior sports venue, while treating exterior or studio feeds individually.



LISTEN ONLY

The Listen Onlyswitch allows you to include a source in the Multicam group without adding its own feed
to the group evaluation. Thus a camera trained on Fenway Park’s giant ‘Green Monster’ left-field wall can
be automatically corrected without disproportionately biasing the group evaluation and consequent Auto

Colorcorrection. Alternatively, one might enable Multicam for a number of sources, turning Listen Only

on for all but one camera — effectively making that camera the color reference all other cameras in the
group will follow.

Note: The Proc Amps, discussed next, are downstream of the new Auto Color system. This allow

canProc Amps settings tpplyfurther manualcoloradjustmentsto your individual sources, whether for

fine tuning or to achievad LISOA FA O aGf 221 ¢

. PROC AMP

Proc Ampadjustments can be toggled on and off using the Proc Ampswitch at upper left, or reset by
clicking the Restore Defaultbutton.

Proc Amp

Brightness 0 % Contrast 100 %

Saturation 100 %

White Balance - 255

Advanced

Figure73

. Each Proc Amphas numeric slider controls for:

9 Brightness Adjustment range from -50 to +50 IRE (the default being 0). As reference, the full
luminance range of a video signal can be thought of as ‘100 IRE units’ (named for the Institute of
Radio Engineers) — ignoring minor regional variations.

1 Contrast- Adjustment range from 25 - 400% (default 100%).

 Hue- Adjustment range from -180° to +180°. Adjusts the master color of the video signal from
the attached source, swinging the entire image through the color wheel’s spectrum.
Saturation- Adjustment range from 0-500%. Zero saturation results in a ‘black and white’ picture;
increased saturation results in richer colors. High saturation values can exaggerate the color
portion of the signal.

(You should be aware that over-saturated colors are considered illegal for broadcast transmission,
and may result in display problems on some devices.)

S you to

Note: Proc Amps are very useful. However, keep in mind that, whenever possible, it is best to pe
color adjustments at the source target device.

rform




For example, it is preferable to calibrate a camera's colors at the camera, before sending the sign
the3Playa @ 8 1 SY ® 52Ay3 a2 oAff @AStR KAIKSNI O2f¢
color using controls on dowstream monitors. (ThBisplay Foc Amps can never completely
compensate for a badly calibrated monitor.)

TheProc Anps are egecially useful for occasions when no external options are avai(®umecameras
lack builtin color controls At other times the physical placement of a device can make access
inconvenient).

al to
2 NJ LINB

WHITE BALANCE

To automatically white balance a source, click and hold the mouse button over the Color(eyedropper)
button, and then slide the pointer on the monitor for the corresponding source. Release the mouse
button over a part of the image that should be white.

ADVANCED COLOR GROUP

Green

Brightness 0 %

Contrast 10

Offset O IRE 0 IRE

Figure74

Expand the Advancedontrol group to access more elaborate color controls for individual color channels.
7.3 TIMECODE CONFIGURATION

NewTek 3Play can supply timecode from its internal system clock, or can refer to an external LT(Linear
Timecode) source supplied to 3Play inputs (see Section 3.3.3). This timecode is embedded in video files
captured during the session. A Configurationbutton (gear) beside the Timecodedisplay in the Replay
DesktopDashboardopens the Timecode Configuratiopanel.



7.3.1 PRODUCTION TIME DISPLAY

The control group labeled Production Timéisplayallows you to
enter time values that are specific to the current event. When the
Start switch is lit, the time you set in the numeric field at right is
used to supply the ProductionStart time display in Multiview
screen layouts that include clocks).

Timecode Configuration

Production Time

¥ Start  12:00:00 AM This provides a convenient warning as the time for your event

End nears. In similar fashion, enabling the Endswitch and entering an
appropriate time displays a countdown to the end of the event
(shown once the Starttime is surpassed) when clocks are displayed
on Multiview.

Time

Subtract 12 Hours
None (System Clack) Tip:You can modify time values by clicking them and typing, of by
‘ dragging the mouseoint over themYou can ignore timecode
punctuationwhen entering numbergy typingthe digits using 24
hour notation(for example, teenterp Yan®dnn ! axX LINKBaa o
Ente. 2 aSG GKS GAYS (2 pe¥bBter)ta> & LJ

Offset 00:00

Figure75

7.3.2 TIME

The Timecodecontrol group menu allows you to select between
timecode sources as follows:

Tip: If the LTC source fails, the system automatically reverts to Mone (System Clock
Internal (System Clock) aftermoment or two (an error flash
message is displayed in the Status Bsee Sectiob.4.]). Input 3 (Mic Level)

None (System Clock)

Input 3 (Line Level)
1/8" Mic (Mic Level, Red)

1/8" Line (Line Level, Blue)

Another switch in the Timegroup allows you to optionally Subtract 12

Hoursfrom the actual timecode. This lets you avoid confusion that
. . N . . Figure76
might arise later when sequencing files based on timecode that ‘wraps gure

around’ past midnight.

(Otherwise, for example, a video frame recorded one minute before midnight would be assigned the
timecode 23:59:59.00, while frames recorded one minute or more later would have timecode >
01:00:00.00 — seemingly a lower,i.e., earlier,timecode value.)

Note: 3Play assumes the extal LTC signal matches session frame rate and timecode format. For
example, NTSC 29.97 and 59.97 sessions result isirdrop timecode internally (all others are NDF).
Similarly, in a 24fps session LTC is treated as 24fps.







8 THECONTROBURFACE

] During operation, your principal contact with the NewTek 3Play® system
will normally be though the use of the Control Surface. Using its buttons
and other controls, you can perform the great majority of necessary
functions.

This chapter describes the features of the Control Surface. Further
references to the Control Surface are made in context In subsequent
chapters, as well.

The NewTek 3Play® Control Surface is purpose-

SPIlay

designed to provide responsive and comfortable | oge == s

ae
B

complexity. Its apparent simplicity is no E =
| 1" —J, -

control over all commonly used production
functions of the system, without unnecessary

accident, and makes using your NewTek 3Play
straight forward, powerful, and trouble free.

In the sections that follow, we’ll review the

controls in each group on the Control Surface

First, we should familiarize ourselves with an important concept related to 3Play’s primary output
channelsdesignated Aand B.

Il AydY bSg¢S]1Qa 2LIA2Y latirtufl Cdit®Burfat&lbng with Bhaci@&ven N
creation tools, all delivered via your network to a web browser.

y Of dzR S

8.1 DUAL CHANNEL REPLAY

In many ways, it would not be incorrect to think of your NewTek 3Play system as not just one, but two
conjoined ‘playout’ devices. The system features two fully independent audio/video busses and outputs,
referred to as Channel A&nd Channel B

-00.00.16.02 18.56.08.12 B -00.00.15.03 18.
75% 017-2: W SL B19 Sack W7**

A
005-1: NEZ B34 Fumble W50 Recover

Figure77



Each output channel can function completely independently of
the other; either can be directed at any time to transmit any
available audio/video source, whether live or recorded.

Physically, these two channels are individually supplied to
connectors on the system’s backplate for output to downstream
devices. These comprise Outputl (3Play’s Channel A outpiiand
2 (Channel B During live production, both are represented on
the Replay Desktopy individual output monitors (Figure 77).

Tip:! GKANRZ aLISOAIft 2dzilizi Aa

carried on Output & more about Aux later

8.1.1 CHANNEL DELEGATES

Transport (PLAY STOPR etc.) and many other similar operations
normally affect just one channel. That selection is determined by
the active Channel Delegatiutton on the Control Surface

As you would expect, pushing the Control
Surface button labeled A directs
operations to Channel
pushing B assigns control operations to
Channel B

A Likewise,

Figure78

The color in the Channel Info
area indicates the source
type sent to the channel:
blue for the CLIP LIST, gold
for PLAY LIST, and green for

Live (or Delayed sources.)

It also shows which channel
is delegated; normally, only

the delegated channel
displays a colored
background.

A thin white border marks
the delegated channel in
Link mode (since both panes
are colored - Figure 91).

2 NJ & ! dzE ;

Only one ChannelDelegatecan be selected at a time, and all operations and

input are directed to that channel and its source (certain controls canaffect both

channels when LINKmode is on — see Section 8.4.1).

— e —
S —
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Figure79

Tip:You can also choose the currently delegated channel by clicking the mdirgeGiannel Infarea

beneaththe output monitorfor Channel A oB.

The active Channel Delegatéetermines the following matters:

9 Whatis shown in the CLIRInd PLAY LIS$Enes on the Replay Desktop
9 This includes the selections shown in the CLIRind PLAY LIST tabs
9 The state of various Control Surfacend user interface buttons and settings.



All of these attributes are stored independently for the two Channel Delegates$witching from one
Channel Delegate the other updates the Replay Desktopisplay when appropriate.

Note: Conveniently, supplementaaiv outputs referred to a&\UX (Auxiliaryputputs automatically
updateto show the display for your current Channel Delegaieor B.

8.2 TRANSITIONS (TAKE | AUTO)

3Play’s powerful effects engine provides high end transitions (including powerful Animation Storeffects,
with embedded overlays and sound) in several ways to suit varied requirements. You can even create your
own custom Animation Storeransitions using the included Animation Store Creataidd-on application.

Figure80

These capabilities are so extensive that an entire chapter is devoted to them (see Chapter 14). For now,
we’ll just mention that the Control Surface’s Takeand Autobuttons work just like their familiar namesakes
on a typical video switcher, permitting a ‘direct to display’ program/preview workflow in which Channel
B supplies program output, with Channel Aerving as the preview bus.

Let’s consider 3Play’s Source Delegates next.
8.3 SOURCE DELEGATES

We've seen how the active Channel Delegatdetermines which output channel is controlled, but we’ve
yet to choose a specific audio/video source send to the channel (and control). That’s where the Source
Delegatecomes into play.

Your NewTek 3Play can deliver audio/video output from one of three possible sources:

9 CLIP LISTthe currently selected clip (angle) in the CLIP LIST
i PLAY LISToutput from the PLAY LIST
9 Live-the live (or Delayed signal from one of the system inputs

As mentioned, 3Play’s dual channel design means that, at a given time, a/v data from one of the three
sources above is always assigned to Channel Awhile Channel Bould be carrying something else entirely.
Changing the source for the currently delegate channel simply requires pushing one of the Source
Delegatebuttons.




Figure81

Naturally only one Source Delegatean be active for a given channel at any time. Note that your Source
Delegateselection determines not only the source on the delegated channel, but also the source other
controls affect — whether LIVHvideo from an input), the CLIPS LISFPLAY LIST

Tip:Another way to change the Source Delegate is to click the mouse@itRdISPLAY LIST
However, if you do this when video is playing on output, thec® Delegate does not update. (This is |by

design, and allows you to enter comments or perform other management tasks without interrupting play

if you wish.)

8.3.1 CLIP LIST

While the CLIP LISk delegated, Control Surfacdalong with corresponding keyboard and Desktop
transport control) operations are directed to the CLIP LIST

A gold outline around the CLIP LISbnfirms selection, and the item currently selected in the CLIP LISY
automatically displayed on the delegated output (A or B).

8.3.2 PLAY LIST

While the PLAY LISJelegate button is active, Control Surfac¢along with corresponding keyboard and
Desktoptransport control) operations are directed to the PLAY LIST blue border around the PLAY LIST
module signifies its delegated status and, again, the current selection is automatically displayed on the
delegated channel.

8.3.3 LIVE

Finally, while LIVEs delegated, as you would expect, you control a live source from the system inputs,
and it appears on the delegated channel (Aor B).

In LIVEplayback mode, transport operations (such as STOPJogor playback speed adjustments) can only
be performed when Records enabled. (In such cases, output is actually no longer live, but Delayed In
this case, no Source Delegatieutton is highlighted.)

Tip: When LIVE is delegated, select speitifiatsby pressing number pad buttson the Control
Surface while holding down teNGLButton, orbyusing ANGLE 3 and4 buttons.




8.4 INDEPENDENT STATES

3Play stores the Controland Output Delegatatates for Channel And Bindependently, along with other
important parameters — including the current CLIP LISdr PLAY LISElection state, playhead position,
and so on.

Consider an example:

. Channel Anay be delegated to Clips and playing a certain clip from the CLIP LIST
o Meanwhile, Channel Bmight display the same clip in slow motion, or something else
altogether —really any source, in any state of play.

When you newly select a Channel Delegat@ or B), the Replay Desktogisplay is refreshed to show the
current state for that channel if it is appropriate to do so.

This brings us back to the Linkbutton. You may wonder what effect different controls will have in this
special ‘tandem mode’, and what will be displayed on the Replay Desktoghen it’s in use.

8.4.1 LINK

Enabling LINKdoes not alter the current Channel DelegateRather, the LINK
button toggles a special ‘lock-step’ mode.

In broad terms, Linkmode causes transport control operations (Play Stop
etc.) to occur in tandem. Other operations — such as changing clip selections

— are not linked.

Figure82

For example, when Ais lit along with LINKon the Control Surface or ReplayDesktop

9 The Replay Desktogisplays Channel R dperational state.

9 Pressing Stop or Play affects playback for CLIP LIS@r PLAY LISdources on both channels
simultaneously.

9 Selecting a different clip (or CLIP LISPLAY LISkge) affects the delegated channel only (in this
example, A).

Tip: TheLINKbutton isbehavedike the Caps Lock key on your keyboshainingactive until you press
it again.

Just to repeat it in this context, the Channel Infpane under the currently delegated
channel output monitor is normally shaded to what source is assigned to it. When
LINKis enabled, both panes are shaded, but a white border (Figure 85) is added to 011-2: WSL

denote the delegated channel. Figuress




8.5 RECORD

The REC(Record) button activates capture of a/v data to file(s) on
assigned storage volumes on or off. (The specific sources that are
recorded are configured in Startupwhen creating the session; see Section
10.1, and also 10.3.1).

-

Note that simply pushing RECagain does not disable recording. To | cras W4
prevent accidental interruptions in capture of important events, you must  Figuress
hold down SHIFDbefore pressing RECwhen you wish to stop recording.

Tip:! & F KStLFdzZ NBYAYRSNE I & LISIDAIBIhendddiBe@lg poir
enable 3Play recording.

8.6 TRANSPORT

Let’s circumvent the Play Speedontrol group momentarily in
favor of more fundamental playback controls. The familiar VCR-
style controls in the Transportgroup provide easy to use
transport through your media.

|8.6.1 PREVIOUS

|t  Whenever the playhead is more than three seconds into a
clip, pressing the first button in this row takes you to the In
point.

Otherwise it selects the previous (CLIP LIS PLAY LI$®lip (if Figure8s
playback is underway, play resumes from this point).

Hint: When play is stopped, press SHIFT with PREVIOUS to jilnairst frame of a clip.

8.6.2 STOP

PIRIPress the STOPbutton to end playback (when it is underway). Press STOPagain to jump to the first
frame of the current clip (or double-press Stopduring play to do this).

Tip:With the PLAY LISTelegated pressingSTOR third timejumpsthe Blayheadio the In Pointof the
first clip in thecurrent playist.




8.6.3 PLAY

u Pushing PLAVinitiates playback of the currently selected source —whether a clip in the CLIP LISF PLAY
LISTor a Delayedvideo source. Pressing PLAYwhen a clip has stopped its last frame replays it from the
beginning. When a hewly delegatedource is at 0% speed — whether due to pressing STORF T-Bar use —
the initial T-bar position is ignored when you push PLAYplaybackis initiated at 100%.

Tip: For Live video sourced| transport control operations are invalid wh&ECRecordis disabled, and
will have no effect.

. LOOP

Note that you can press SHIFT + u (Play) to toggle the playback Loopsetting (the loop control in the
playback control group beneath the monitor for output B lights tashows when loop is enabled).

8.6.4 NEXT

u | The Nextbutton makes its appearance at the opposite end of the same row in the Transport Control
group. Pressing Nexttakes you to the next clip in the CLIP LISAr PLAY LISTF playback is underway, it
will continue from this point.

Hint: When play is stopped, press SHIFT with NEXT to jump to the last frame of a clip.

8.6.5 FAST JOG

The FAST JOGutton is a toggle. Press it to turn the feature on, and press it again to disable it. When
enabled, the transport effect of the Jog Wheel{discussed next) is multiplied eight times so that you can
traverse the frames in your media more quickly.

8.6.6 JOG WHEEL

Rotate the Jog Wheeto navigate back and forth through the frames of the current a/v selection.

Tip:Inside Media Browseyoucan scroll through th&ilePaneusing theJogWheel.

Normally, Jogwill stop when you reach the Inor Outpoint for the current clip. To continue to scan outside
these boundaries, hold down SHIFTvhile jogging.



8.7 PLAY SPEED (T-BAR SECTION)

This group contains just two controls, an illuminated T-Bar,
and a button labeled +/-. Adjustments to T-Bar position
progressively modify playback speed, and can also
automatically engage playback when not already in progress.

Since, at a given moment, Channel And B may well be set to

different playback speeds, the T-Barposition may not initially
reflect the correct speed when you change which channel is Figure8e
delegated.

In this case, the speed applied updates as soon as you move the T-Barto (or through) the current speed.
(When a newly delegatedource is at 0% speed — whether due to pressing STORr T-Bar use — the initial
T-bar position is ignored when you push PLAYand playback commences at 100% speed.)

In normal operating mode, the maximum T-Bar position corresponds to 100% playback speed, with 0% at
the opposite extreme of the lever’s travel. Pressing +/- engages a special T-Bar mode to extend the T-
. | MaKgd. Inthis mode, the top and bottom of the lever stroke represent +200% and -200% respectively,
with 0% (playback stopped) in the middle.

8.7.1 ILLUMINATION

The T-Bar lighting serves two purposes. The light color denotes the delegated source it is controlling at
any moment — green for LIVE, blue for the CLIP LIST, and gold for the PLAY LIST. Normally, the light is
brightest at the top of the T-Bar’s stroke, representing 100% playback speed. At the opposite extreme of
T-Bar travel, the light is noticeably dimmed. In +/- operating mode, the light is dimmed at the mid-point,
representing 0% speed (playback stopped).

8.8 LIST SELECTION TOOLS

This group contains 6 navigation buttons that variously permit you
to change the selection in the CLIPS LISFPLAY LISTwhichever
is delegated at the moment. If LIVEs delegated, the button action
is directed to the last list accessed.

Note that changing selectionduring playback does not update what
Figures? is shown on output. (This allows you to perform various clip
management operations without interrupting your outgoing
program streams.)



Tip: The3 and4 buttonsare somewhatsimilar tothe Previous and Next buttofseeSectiorB.6), but
only affect selectioniThey never change what is output during playbhagiso, they allowavigation into
numeric fieldg§Previous and Nexto no).

The two TAB buttons allow you to move forward or back between the different tabbed panes in your CLIP
LISTor PLAY List

Note: See also Secti8rll, ANGLE

8.9 SHIFT

SHIFTis a ‘qualifier’ button, and works much like its keyboard equivalent. When held down while
performing another Control Surfaceperation, it modifies the outcome. Typically SHIFTs used to support
multi-selection, as when used with the 3 and4 buttons. (It also has a special function when used with
the ANGLE button — see Section 8.11.)

8.10 SET | IN/OUT

Marking events is, of course, the core business of NewTek 3Play.
These two simple buttons will see a lot of use. Their roles are not
complicated, but it would be good to review them anyway.

Note: Of course, marking events would be pointless without
recording, so pressing either IN or OUT automatically enables
Figuress Record when necessary.

8.10.1 SET | IN

Pressing the INbutton adds a new event (row) to the CLIP LISThe current timecode supplies the In Point
for the event.

SHIFT + IN

Holding down SHIFwhile pressing IN performs the ‘shifted’ button operation, which is SE as the button
label suggests. This updates the In Pointfor the selected event in the CLIP LIS®r, when the PLAY LIST
displayed, the current clip.

Tip:Use SHIFT + Jog to move into areas before or after the current clip boundaries.




8.10.2 SET | OUT

Naturally, if you have pressed the IN button to create a new event, setting an In Poinf you realize that
you can complete this operation by pressing the OUTbutton. In this case you set the event’s Out Pointto
the current timecode value, and as a natural consequence, establish the Durationfor the event.

Tip:If for some reason you choose to end recording when an event is incompletely maeke@UT
was not pressed an Out Point is supplied automatically.

ONE BUTTON MARKING

You can also add new events to the CLIP LIS#ithout ever pressing MARK IN If no In Pointhas been set
(by pressing IN), pressing the OUTbutton will:

. Create a new event.
Il.  Automatically assign both an In Pointand an Out Pointto it.

By default, the In Pointfor this event is set four seconds before the time when you pressed OUT One
button markingthus permits you to easily create a series of events just by pressing the OUTbutton only
when you observe noteworthy occurrences.

Tip: The default duration fotheseevents can be set to a custom valigngOne Button Marking menu
optionsfoundin the Options menysee Sectiof.4.2).

 SHIFT + OUT

Again, just as for the IN button, press SHIFTin conjunction with OUTto update the Out Pointfor the
current CLIP LISVvent or PLAY LIKTip, using the timecode from the currently displayed frame.

8.11 ANGLE

9 Inthe CLIP LIST, you can use the 3 and4 navigation buttons to change
cameras.

9 In either list, you can hold down the ANGLBEbutton and press the
camera number you want to switch to on the Control Surfacaumber
pad. (For the PLAY LISThis actually updates the current item’s
source clip.

Figure89

Tip:Changing angles this way does mormallyY 2 @S (G KS LJX I & K S htRThig &lows fors
quickreviewof different viewpoints apecificomoment in timelf youdo wishto jump to the In Point of
the clip at the same timehold downSHIFBRlongwith ANGLE when pushitite number pad digit

V24

Of A LJ



The ANGLE button thus also lets you revise the angle for a clip you have added to the PLAY LIST.

8.12 BOOK MARK

Bookmarks are timecode references that are independent of marked In or Out

skip through your recorded video to specific points.

A bookmark is set at the current timecode every time you press the BOOK MAR

Figure9C

button (as long as recording is underway).

The maximum number of bookmarks never exceeds ten, so once the limit is reached, pressing BOOK MARK
again erases the ‘oldest’ bookmark and sets a new one.

Tip:Bookmarks reference th® dzZNNXB yiveQtindcdds WwhEn thidy are set. If recording is not
underway, pressinthe BOOK MARButton has no effect.

Press SHIFT+ BOOK MARKo jump the playhead back to the most nearest prior bookmark. Doing so
enough times will eventually ‘wrap around’ to the most recently set bookmark, and then work backwards
through them again.

8.13 UTILITY BUTTONS

A four-button group located at upper right provides a number of important media management functions,
as described next.

Tip:All of these functions operate on the current selection (clip or event) in the delegated list (i.e., the
Clip orPLAY LI$T Generally they have no effect in Live or Delayed play modes.

Figure9l

8.13.1 CUT/COPY AND PASTE

These familiar functions can be used to arrange and manage the entries in your CLIPand PLAY LISTabs.
Use SHIFWwith the GQOPY/CUButton to apply the CUTfeature. PASTHnsertions generally occur below
the current selection, and the insertion will receive a new Clip ID



Note: The Control Surface CUT/COPY/PASTE features operate on clips and events in the list panes.
Similaroperations in thelataviewdepend orstandardkeyboard shortcuts arontextmenu functions.

8.13.2 PUBLISH

This button sends selected items to the Publish Queu&iscussed in Chapter 15), from whence it can be
further distributed to various destinations, including online streaming and social media sites, as well as
local or ftp storage targets.

Tip:Mediaadded to the Polish Queue may be processed as a batch at a later convenienttime,
immediately,according to thendependentAuto Upload settingfor clips or sill imageslocatedunder
theSetPublisls SadG Ayl GA2ya f10Sf Ay (GKS wSLXlFe 5SafilizLlQa

8.13.3 ADD TO PLAY LIST

Push Add toPLAYISTto insert the currently selected clips from the CLIP LIST to the current PLAY LIST
page. (The operation only proceeds if the Source Delegati set to Clipswhen the button is pressed.)

8.14 TAG, GO TO AND SEARCH

Figure92

The 3Play functions provided by all three buttons in this group are detailed more completely in Chapter
13, TAGS, SEARCH, & More.

Just as a brief introduction, then, when the TAGbutton is lit, CS number pad input is automatically
converted to matching text entries in the cells (and tabs) of the TAGS pane located at the bottom of the
Replay DesktapOtherwise, literal numbers are entered.

The GO Tutton has several functions. As follows:

9 Entering an appropriate number and pressing GO TQakes you to the event row with the matching
ID number in the CLIP LIST

9 Selecting a clip in the Search Resultab of the CLIP LISAnd pushing GO TQumps to the tab
where that clip is actually located.



9 The first digit for GO TQoperations is treated as the tab number (superfluous leading zeros are
ignored). This means that if you have 10 or less CLIP LIS&bs, entering a single digit and pressing
GO TO jumps to the corresponding CLIP LIS&b.

T If SHIFTs pressed with GO TOa ‘go to timecode’ operation is performed.

The SEARCbltton performs a search of all CLIP LIS&bs for entries that match the criteria entered, and
places the matching events in the Search Resultab.

8.15 THE NUMBER PAD

Not surprisingly, the number pad allows you to type literal numbers into the dataviewwindow, which may
be added to clip Memofields, used for searching, etc. Less obvious, perhaps, the number pad is also a
dream come true for working with 3Play’s TAGSystem.

For quickly populating Memofields for your marked events using tags, or locating clips using tags, ID or
timecode values, the number pad will almost certainly become your preferred input mechanism (detailed
discussion of all aspects of this matter can be found in in Chapter 13, TAGS, SEARCH, & More).

Also handy to know, in a Program-Preview workflow (Section 14.2), you can select a specific transition
(from among the nine currently listed in the Transition Palettefigure 145) by holding down SHIFBn the
Control Surfacend pressing a number between 1 and 9 on the number pad.

‘8.15.1 ESC & ENTER

Pressing the ESEscape) button cancels a popup dialog,
or exits from text input without applying changes.

As you’d expect, pushing ENTERonfirms or executes the

current operation. When editing Memo cells, pushing
ENTERpdates the cell using the current content of the
dataview

Figure93

Tip:Hold down SHIFT when pressing ENTER to cause all Memo cells for the current event row to

the same value.

take on






9 MONITORNG

] The word “monitor” comes from the Latin “monére”, meaning ‘to warn’.
The word has taken on additional meaning since Roman times.

As a verb, “to monitor” entails ‘keeping an eye’ on something, and
‘checking continually’, as when monitoring a process. As a noun, we
understand it to mean devices that permit one to do just that. 3Play’s
ample monitoring features are described in this chapter.

Fittingly, NewTek 3Play provides monitoring features that are just what you need to prepare and control
video replays in your productions.

Note: Anumber of importantontrols and features are locatedtime monitoring sectioffior
convenience Among others, these include tBeurce Connection Tyg&roc Amp, Genlocknd Audio
controls To give these features their due, thegre treated individually in Chapt@t which is entitled
I/0O Configuration Likewise, transitions, text, tags and search tools are dealt with elsewhere in this
guide.

9.1 OVERLAY OPTIONS

Not to be confused with DSKs (which allow you to overlay imagery system program output; see Chapter
15) 3Play viewports have various overlay options which are provided for operator reference purposes.

Title Safe

4:3 Safe

Center Cross
Checkerboard
VU Meter

Figure94 Figure95

Of these, perhaps only the Checkerboardption requires comment:

Certain source types for DSKoverlays support embedded transparency. For example, a team logo file in
32bit PNG format will allow the video it is applied over to appear behind transparent regions of the image.



9.2 INPUT MONITORS

® File Options Macros Workspaces

Figure96

Live input monitors for all sources configured for recording in the session are shown at left near the top
of the screen. These previews are often referred to as ISO, or Isolation monitors.

When a source is selected as the live source for ChannelB, it monitor viewport displays a thin green
border. If a green border is shown, the source is live on Channel A.

9.2.1 TITLEBAR FEATURES

Several other important features are associated with
each Input Monitor. When you move your mouse pointer
over an Input Monitor, the Configure button(gear)
appears at right in the label beneath.

Click this icon to open the Input Configuratiorpanel for
that source (see Section 7.2). Among other things, you
can supply a new name for the input in this panel, and it
also holds Proc Ammnd Audiosettings. Figure97

Tip:Drag the horizontal divider between the monitoring pane &hdP LIS¥anebeneathto re-size the
monitors.You can even completely hide the monitor pane if you wish to use a suitable Multiview 13
or external monitoring solution insteado eturn the monitor pane to its default location, double click

lyout

the divider barA similar adjustable divider separates the output monitors from the input viewports.

Input monitors also provide handy audio VU metergFigure 99). These are useful when initially adjusting
levels, as well as to ensure that excessive audio levels during production don’t cause clipping in captured
files. Right-click a monitor to toggle the VU overlay on or off, and to see the other overlay options
provided.



9.3 CHANNEL MONITORS (A, B)

-00.00.16.02 18.56.08.12 B -00.00.15.03 1

A
005-1: NEZ B34 Fumble W50 Recover 75% 017-2: W SL B19 Sack W7**

Figure98

NewTek 3Play supports two fully independent video and audio output sections, referred to as Channel A
and Channel B The corresponding output monitors could hardly be more important, since, they show
what you are currently sending to downstream devices and viewers.

When you roll the mouse over a monitor, a Configure buttorigear) button appears at right in the Channel
Infoarea below. Clicking this button opens a tabbed panel titled Output Configurationproviding controls
and options for OutputsAand B, and Genlak &Failsafe- see Chapter 7 for details on all of these options.

Tip: Doubleclicking a monitor will also open its configuration panel.

When the A or B delegate button is lit on the Control Surfaceyour actions determine which source is
assigned to the corresponding output. For example, if Ais delegated and showing a live source, clicking a
clip’s Memofield send that clip to Channel A

Tip:When play is stopped, clicking a clip in ©ElP LISIr PLAY LISTastwo consequencesfirst, the
clip is shown on the current output, and second, 8wurce Delegatis set to Clips dPLAY LIST
respectively.

Similarly, pressing the LIVECLIPSor PLAY LISButton on the CS sends the currently selected item from
the corresponding source to the currently delegated channel.

9.3.1 CHANNEL INFO

-00.00.16.02 18.56.08.12
005-1: NEZ B34 Fumble W50 Recover 75%

Figure99




The Channel Infarea below each output monitor provides a wealth of useful information about the video
stream currently assigned to the channel. It may include any of the following:

9 Name-the output channel name, as set in Output Configuratiorisee Section 7.1.1).
Delegat@ channel Normally, only one channel (the one delegated on the CS) displays a colored
background behind its Channel Infaarea. This identifies the channel being controlled at the
moment. A broad progress bar shown on the background marks the playhead position in clips.
In LINKmode, both Channel Inf®ackgrounds are colored, so a white border marks the delegated
channel.

Tip: Thespecificbackgroundcolorindicatesthe source supplying théelegatedchannel blue for the CIP
LISTgold for RAYLIST and green foLIVE @r Delayed source3. See Sectio8.3for more on Source
Delegates.

91 CLIP LIST or PLAY LIST details: CLIP mode — Clip ID and Memo
9 Time display:
a) LIVE or DELAYED play:
1 Timecodet the current frame
1 Behind Livéime (Delayedmode only)

b) CLIP$ode (Clipsbutton on Control Surfacé pressed):
9 Countdown to (or time past) clip Out Point
1 (Recorded) Timecode at current frame

c) PLAY LIST mode (PLAY LIST button on Control Surface is pressed):
9 Stopped: Countdown to clip Out Point
9 Playing: Countdown to PLAY LIShd.
1 (Recorded) Timecode at current frame

1 SpeedShows the T-bar position during play, as a percentage.

Tip:You can also choose the currently delegated channel by clicking the mbiuseCimannel Infarea.




10 RECORDINGND STORAGE

Recording audio and video from its inputs for review, instant replay or
other purposes is the core function of your NewTek 3Play® system.

This section provides helpful information about recording and storage
volumes, as well as explaining how recording is enabled and disabled.

Live, or previously recorded audio/video data, can be sent to 3Play’s outputs when Records off, but (like
Bookmark$event marking depends on recording being enabled.

10.1 RECORD CONFIGURATION

The first step toward recording is deciding which live inputs will be captured, and on which hard drives
the data from various inputs will be stored.

Storage Volumes

Input Primary
1,2 Local Drive (C\)
3,4 Local Drive (D:\)

Figure100—-4RU options shown

These important decisions are made in the Startup Screeat the time of first creating a new session. We
detailed all of the important aspects of session configuration back in Section 5.2.1.

Note: The Record Configuration options you choose are retained with the session, and cannot be
after launching it. To work with a different Record Configuration, create a new session.

10.2 STORAGE VOLUMES

The Record Configuratiooptions controls (Figure 100) list storage volumes that are currently mounted
on the system and available for capture purposes. The list may include suitable external drives along with
3Play’s internal drives, and also network-attached storage devices and volumes.

Drives that are clearly too small (or too full to accommodate further capture) are not shown.

Note that drives may be shown that are unsuited for capture purposes because of low transfer or disk
speed, or perhaps for other reasons. It is up to you when configuring external drives to ensure that the
drive (and the connection method it relies on) is suitable for capture.

altered



Note: Simply configuring inputs for capture in the Startup Screen motesngage recording. Recordin
is activeonlywhen the Record button on thieeplay Desktos lit.

10.3 RECORDING AND THE DESKTOP

It's worth noting that you aren’t actually required to
record all active video inputs. Sometimes, you may wish
to supply an input with video for some reference
purpose that does not call for it to be captured.

The Input Monitorstabs on the Replay Desktofand
Multiview) show connected sources, whether they are
configured for capture or not.

This may raise a question in your mind, though: If your
. Figurel01
setup includes some sources that are not recorded, how
can you distinguish between these ones and sources

that are captured?

One way to tell which inputs are configured for recording is to observe the CLIFLISTmonitors (enabled
in the Optionsmenu). Inputs that are simply being passed through without being recorded appear empty.

10.3.1 RECORD ON/OFF

RECORD 00:00:16:08

Figure102

Both the Replay Desktoffigure 102) and Control SurfacéFigure 103) provide Recordouttons. As you'd
expect, these controls do the same thing — that is, they toggle recording of audio-visual data on and off
(hold down SHIFTwhen pushing RECOREN the Control Surfaceo end capture).

Note: For any single session, recording stops and restarts automatically after 24 hovestéca new
sequential file.A fewframes may be dropped duringdimterval between ending and resumption of
capture (Timecode dropoutsanalso result in a break in the recorded files.)




INFORMATION DISPLAYS

The Replay Desktopersion of the Recordbutton is accompanied by two useful data displays, Time
Recordednd Left On Disk The former keeps track of the duration of all material recorded for the current
session. The latter shows an estimate of remaining storage space on the ‘most full’ volume currently
assigned to capture (this display takes a moment or two to initialize when recording is started.)

 AUTOMATIC RECORDING

Normally, you would manually enable Recordwhen your production begins. In the event you overlook
doing so for any reason, however, certain operations will automatically enable recording — for example,
pressing the (mark) IN or OUTbuttons enables Recordvhen necessary (see Section 8.10).

ReminderPreviously recordedata can be sent t@Play®utputs evenwith Record offFor live sources,
of coursepperations such asT®R orspeedchanges can only be applied whesecordng is active(this
permits the system to automatically switch to Delayed playback jnode

‘RECORD EVENTS’

Each time Records newly enabled, a special event row is automatically added to the CLIP LISThe ‘record
event’ has a single frame Duration and provides a convenient reference point.

Tip:TheRS T I dzf G aGrR A emiyis tRe Me®adcBlumns of record events can be edited in the
standardways

10.4 GRAB

Grab 5till Configuration

At times, you may find it very useful to grab still images from
the sources and outputs (whether for social media sharing

Base Name

purposes or for other uses.

This is the purpose of the Grab button, located in the ¥ De-interlace
Dashboardat the top of the Replay Desktap Grab stores Add to Export Media
images from every camera, plus those Outputs Aand B. ¥ Add to Clip List

Click the Configurebutton (gear) next to Grabto open the
Grab Still Configuratiopanel.

Figurel04
A default Base Naméor the files is supplied, or you can supply

a name of your own choosing. The name will be numerically incremented as required. Enable DelInterlace
if you wish to avoid a ‘comb’ effect caused by inter-frame motion in fielded sessions.



Enable the Add to Clip Lisiwitch to automatically include newly captured clips at the end of the current
CLIP LIS?&b, ready for immediate playback during the live production.

Close the Grab Still Configuratiopanel by clicking Close or clicking anywhere outside the panel. Then
click the Grabbutton to capture images to your hard drive. Image files are stored in a folder named for
the session inside the main Stillfolder (a sub-folder is created for the supplementary files captured from

each input).

I AYydY 5dzNARy3 | aSaaAirzys GKS WIANro O2dzyi SN
stored for the current base name entry.
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11 THECLIP LIST

The core functionality of your NewTek 3Play® is to capture multiple views
of live events, and allow you to quickly recall and display any portion of
that recorded footage with ease and accuracy.

The CLIP LIST is repository for newly created events, and also serves as the
library where production assets are organized and managed. It provides a
wealth of convenient features to help you find and display the perfect clip
on a moment’s notice.

The central band of the Replay Desktop between the upper monitoring section and the PLAY LISdane
below — is home to the QLIPLIST along with related controls and features (Figure 105).

Figurel05

The CLIP LIST the receptacle for timed eventsthat you mark during the course of your production. It
presents the different recorded camera angles for each ‘event’, marked by an In Pointand an Out Poin}
on one row of a spreadsheet style table.

11.1 TITLEBAR TOOLS

The CLIP LIStTtlebar contains several important tools and features, discussed next (see also Clip Angle
Previewmonitors under Options in Section 6.4.2).

11.1.1 TABS

Figurel06

The CLIPS LI&drmally comprises ten tabbed pages you can use to organize your media (sessions created
on an older 3Play model show 16 tabs). To display a specific tab, simply click it. Alternatively, you can
navigate tabs using left or right TAB buttons on the Control Surfacevith the Source Delegatsetto CLIP
LISTor, finally, type a number (0-9) and punch GO TO on the control surface to jump to a specific tab.



Tip:On smaller screens, use the < and > buttons at either end ofiéar tab rowto accesdabs at
that have scrolled out of view.

Newly marked events (and newly added media files) are added below existing rows on the current page.

11.1.2 TAB MENU

Right-clicking a tab displays a context menu holding just one item — Renameets you give each tab a unique
name to suit your needs.

11.1.3 EVENT MENU

A second menu (Figure 109) is shown when you right-click on any event field.

Cut

This menu allows you to Cut, Copy, Paste Deletethe entire event.

Copyand Pastebetween CLIP LIStRbs, or paste selected events -
(including multi-selections) into the PLAY LIST(Pasting into the Delete
PLAY LISHdds the entire event row — that is, all angles — into the Undo
target PLAY LIS3b.)

Audio Level +20 dB
In addition, you can Undoand Redo(also available using standard Add to Publish Quete +_1_C'dB
keyboard shortcuts), set the Audio Leel for all angles of selected y :; js
events, or add selected angles to the Publish Queue 6dB

Figurel07 -10 dB
|11.1.4 SEARCH RESULTS -20 dB

Figure108

Mute

This special tab, situated at right in the CLIP LIST, displays all events that match the criteria you have
supplied when performing Searcloperations. The results displayed in the tab are persistent, and remain
available for other operations to be performed until you perform another Search Conveniently, the active
search criteria are shown inside parentheses to the right of the Search Resultsbel.

Tip:See Sectioh3.4for more on using Search.

11.1.5 ADD MEDIA

It is possible to include video clips (and still images) in the CLIP LISTBuch files may have been imported
into the session using the Import Mediafeature in Startup(see Section 5.3.1), or perhaps are located on
another currently mounted volume, such as an external drive.



Figure109

An Add (Media) button sits at left below the first CLIP LIStBb (Figure 109). Click the button to open
3Play’s custom Media Browserwhich can be used to add video clips or still images to the current CLIP
LISTpage.

Notes:

1){ G I NInpektlRetliafeature storesfileswithin sessiorfolders but does not insert then into tH@LIP
LIST Use the Media Browser to add them as described abideelia added in this manner can be
played directly from th€LIP LIS®r be used in RLAY LIST

2) Add Media supports compatible thipairty asset management systems. Hold the keyboard Ctrl ke

\1%

downwhen clickinghe + sign to access these tools.

The keyboard shortcut to open the Media Browseis F5.

MEDIA BROWSER

Image Files

NTSC 1080i Demo

Figurel10

The left and right panes of the Media Browseare the Location Listnd File Pangrespectively.

Tip:Press the keyboard Tab key to cyhl®ughthe Location List, Filter and File Pdolelers

y



LOCATION LIST

The Location Lists a column of favorite “locations”, grouped under the headings Clips Stills and My
Media Locations A list of sub-headings corresponding to named sessions or other content locations
(discussed momentarily) can appear under these main headings.

Media files that were imported from the Startup Screewill be shown in the File Panat right when you
select a Lo@tion sub-heading under Clipsor Stills The third main header in the Location Lisk somewhat
special.

CUSTOM LOCATIONS

Clicking the Add Media Locatiobutton (Figure 111) at the bottom of the Location Listpens a standard
system folder selector.

Figurel1l

The name of any folder you select using this button is added to the Media Browser’s Location Listinder
the main-heading My Media Locations(These custom locations can be accessed in others sessions
opened by the same user as well.) File recursion for listings under My Media Locations limited to one
folder level below the folder (sub-heading) selected in the Location List

Note: Adding a custom Location or adding a clip or intagbe CLIP LIS¥oes notmport content (cop
it into a session folder). Rather, external files are added as Imkdd. Be aware that lardenked
files, highly compressed videlips or media storageleviceswith slow transfer speedan degrade
a2 aidsSy LIS NFaRvidbesyt@iRpbrt filek hef@r@hand whehe opportunity exists

BROWSE

The Browsebutton (Figure 111) allows you to navigate using a standard system file window to add files,
rather than the custom Media Browser

FILE PANE

Icons appearing in the File Panaepresent content located in folders under the sub-heading selected at
left in the Locations List

These are grouped under horizontal dividers named for sub-folders in the File Pangwhich allows related
content to be organized conveniently. Double click a file (or press OK to append it at the end of the
current CLIP LISJage. Conveniently, the File Panaupports multi-selection as well.




Figurell12

Filenames for media added to the CLIP LISdre initially shown in the Memofield columns for all camera
angles. (Since the Memofield is editable, you can modify these entries without breaking the link to the
file. This allows the Memoentry to serve as an alias if so desired).

The In Pointfor a video file is initially 00:00:00.00, unless the file has embedded timecode (in which case
the clip’s start timecode serves as for the In Poinj. The Out Pointand Durationinitially reflect the full
duration of the file on disk. Still image duration is initially set to the value selected in the Options menu
(default, 5 seconds) — see Section 6.4.2).

FILE FILTERS

Figure113

The File Pan@iew is filtered to show only relevant content. For example, the Media Browseis also used
in the PLAY LISdiscussed later) to let you choose a music file. In this case, only audio files are shown.

An additional userconfiguredfilter appears above the File Pane This is a ‘smart filter’ which quickly
locates files matching criteria you enter, doing so even as you type. If you enter “goal” into the filter field,
the File Panelisplays all files at the current location with that text string in their filenames, and so on.

CONTEXT MENUS

Right-click a Locationlisted under My Media Locationso show a context menu with two items in it.
Removeale-lists the location (but does not delete the folder and its contents from the hard drive or other
volume where it is located). Browselets you use the system file browser to add files.

Note:TKA& YSydz Aa SEOfdzaArAoSte F2NJ dzaS Ay (KS &
headings in the Location List.




Right-click on a file icon in the right-handpane to show a menu providing Renameand Deleteoptions. Be
warned — Deletereally doesremove content from the hard drive (this menu is not shown if the selected
item is write-protected).

11.2 MEDIA ASSET MANAGEMENT SYSTEMS

The integrated Media Browsernative to NewTek live production systems is a competent asset
management system, enabling to quickly locate and work with files related to your sessions, or external
files. Of course, more extensive media asset management systems provided by leading industry providers
are also available within the NewTek ecosystem.

To utilize your favorite (supported) third-party asset management systems, you need simply hold down
the keyboard Ctrlkey when invoking a file browser. For example, clicking ADD MEDIAvith Ctrldepressed
will show your compatible custom asset management interface, rather than the native Media Browser.

Hint: Alternatively, you can open a standard system file explorer, by holding down the Shift key ra

ther

than Ctrl when adding files.

11.3 CLIP LIST TABLE FEATURES

Fumble W50 Recover

0-13
Figurel14

By way of reminder (as discussed in depth back in Section 2.2.1), an event is not merely a ‘clip’. It can be
likened to a ‘time window’ on the complete recording — a synchronized segment of all of the captured a/v
streams. The CLIP LISprovides information about the events that have been marked, along with
numerous event organization and management features.

The CLIP LISTlaid out in tabbed, spreadsheet-style tables. Labels in the header above the table identify
the columns below.

The columns, in order from left to right, are as follows:

Event ID- an editable field showing the numeric event row identifier.
In Point- timecode when the marked event begins

Out Point- timecode when the marked event ends

Duration- the total time for the marked event

(Cameral ¢ Camerax) — the Memofields for recorded clips
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Tip:Camera columns can display custom labels when one is supgliedName feld of the Input
Configuration panel for the corresponding source.

11.3.1 EVENT ID

The Event IDzolumn shows a unique identifier based on the CLIP LIS&b number and event row number,
separated by a hyphen. Dragging an event row up or down to re-order it in the list automatically results
in a change of the row number for that event and, if necessary, those that follow it in the same tab. EVENT
ID numbers can also be directly edited, and this ability actually constitutes a very powerful content
management tool.

For example:

1 Select an EVENT IBeld, and change the (event row) number following the hyphen. The event
row is moved up or down in the current tab accordingly. This works just as well for multi-selected
event rows (the original order of the selection is preserved when moving multi-selected event
rows).

9 Use renumbering to locate certain types of events at easily remembered list locations (for
example, you might assign all of your imported graphics clips to the 900’s).

1 Multi-select several EVENT ID fields, and change the leading (tab) number — voila, the selected
events appear in the new tab.

(If there are existing event rows in the target tab with the same numbers as the new arrivals,
these are ‘pushed down’ and renumbered to make room for the new insertions.)

Note that individual clips (camera angles) each have their own unique numbers, too, though these aren’t
directly shown in the CLIP LISTlip D’s are in the format ‘tab # - event # - camera’. For example, the full
ClipID for an angle might be “0-127-3”. (This Clip IDnumber is displayed in the Clip Infoarea beneath
monitors when playing CLIP LISehtries.)

Tip: The first column of PLAY LIST w@ibplays aimilar, butnon-editable CLIP IDwhich includeshe
angle numberThese numbers are local to the PLAY LIST, andtaupdaied by changes in CLIP LIST
order, etc.

11.3.2 IN/OUT POINTS, DURATION (AND TRIMMING)

The initial values in timecode fields are established by your marking operations (using the IN and OUT
buttons on the ControlSurfacé. Afterward, they can be modified (within the bounds of actually recorded
footage) in several different ways:

T You can simply drag the mouse pointer left or right above a timecode field.



1 Or navigate to the field using arrow keys, etc. (snapping the current timecode value into the
FastCliplataviewbeneath the Output Amonitor), thenedit the existing value using the keyboard
and press ENTER

Another approach to trimming is to Jog(using the Control Surfageto a different timecode position, and
then hold down SHIFTwhile pressing IN or OUTto update the current In Pointor Out Pointrespectively.
(See also Section 11.4, Playing Clip.)

Of course, changing the value of the In Pointor Out Pointwill have an effect on Duration and vice versa.
(Editing Durationnormally affects the Out Poinf providing the desired length can be achieved by doing
that alone; in rare cases when the Out Pointreaches the end of the recorded footage, the In Pointis
adjusted as required).

Tip:The Jog control is normally restrictiedthe established length of the clip, as established by its In
Point and Out PointTo move ino framesbeyondthis range, hold dowSHIFT

Naturally, all clips for the current event are affected by trimming operation as above. Inthe case of multi-
selected events, only the displayed clip and associated clips for the same event are trimmed.

Tip:Individual clips that have been added t®BAY LISENn be trimmed independently, without alterin
the timing of the oiginal event in theCLIP LIS®r otherPLAY LIS Tips originally added from the same
event

11.3.3 MEMO FIELDS

Memo fields allow you to insert text notes or tags to accompany any clip for an event (for more
information about tagging, please see Chapter 13). These can identify a player and team, the type of
action marked, or any other sort of information that is useful to you.

To create a new Memo entry (or overwrite an existing entry completely), simply navigate to the desired
Memo field, add text to the dataview (by typing or using tags), and finally press ENTERo confirm the
entry and update the Mema. (To cancel without accepting changes, press the ESC key.)

There are several ways to add to or modify already existing text in a Memaofield. Click the Memocell with
the mouse, or navigate to it using the keyboard or Control Surfacethe existing text entry is snapped into
the dataview Then press ENTERbr F2 on the keyboard). The characters of the current entry are selected
in the dataview with the cursor placed to the right of the text, ready for you to make additions or edits.

11.3.4 MANAGING EVENTS

Events can be trimmed and named as described in prior sections (see Section 8.10). We’ve spoken, too,
about managing clip order and tab placement by editing the EventID (11.3.1). Events can also be re-
ordered by clicking anywhere in their row and dragging up or down.




Cut, Copyind Pastefunctions using the Control Surfacer keyboard shortcuts (Ctrl + x, Ctrl + ¢, and Ctrl +
v) work just as you would expect, and this offers another way to move events into other tabs.
Alternatively, you can access these features from a context menu opened by right-clicking. (This menu
also provides Audio Levedettings for the recorded evens.) See Section 11.1.3 for more.

The CLIP LIS&ble supports multi-selection as well.

9 Press SHIFTvhen clicking an item to select all items between the existing and newly selected item
Hold down Ctrl on the keyboard while clicking non-adjacent items to select only those individual
entries.

Pasted items within the CLIP LIS&nd PLAY LI$Will be inserted below the currently selected event row.
When dealing with multi-selected items, insertions are made in their original order.

11.4 PLAYING CLIPS

You can, of course, move through the currently displayed clip by pressing PLAYand STOPor by using the
T-Baror Jog Wieelon the Control Surfacésee Section 8.6 for more detail). As we’re discussing CLIPS LIST
features in this section, though, note that playback can also be initiated by double-clicking the Memofield
for a clip, or by clicking the onscreen Playbutton in the transport control group beneath the output
monitor for Channel Biosts.

11.5 SELECTION, CHANNELS, & DISPLAY

Generally, the highlighted clip in the active event row is shown on the current output (Aor B). Inthe case
of multi-event or multi-clip selections, the last-selected clip is the one displayed on output.

Tip:If aCLIP LISAsset is unavailable for any reason, it is shown withdaborder.

To view a different clip for the current event without jumping to the first frame )’
of the clip, press 1 - 4 on the keyboard Numpad.

The current list selection state is separately stored for each Channel Delegat@
and B), so it’s almost as if you had two CLIP LIST For example, if you select a
certain clip when the Channel Delegat& A, then press B and select a different
clip in another tab, when you return to Channel Ahe original item and tab for
that delegate are still highlighted.

Figurellt

11.5.1 PLAY INDICATOR

Clip selection (and consequently, display on output) normally follows Memo field selection, whether by
Control Surfagekeyboard or mouse operation — when no clip is playing. Moving into a timecode field




using the arrow keys or Previous/Nexbuttons results in the clip viewed being the one from the first
camera in the CLIP LIS&ble.

It is different when a clip is already playing. In this case, the new selection does not usurp the currently
delegated channel’s output display. To make it clear which clip will be affected by transport operations at
any time, the EventlDfield for a playing clip (or clip that would play if you pressed PLAYalways has a red
background.

11.6 ADD TO PLAY LIST

Selected clips can be added to the current PLAY LISBne in several ways:

I Pressthe ADD TO PLAYLIST button on the Control Surface.
9 Drag a clip selection onto the PLAYLISTpane with the mouse.

Tip:You can also add all clips from one or more everasRbAY LISh their natural ordein one easy
operation Simplyselect the Event ID field(s) and proceed as above.

The target insertion point for clips added to the PLA LISby dragging is shown by a white line before
releasing. The other methods insert the new clips below the currently select PLAY LIShtry.




12 THEPLAY LIST

At times you will likely wish to assemble and play a compilation of clips
forming a highlight reel, or prepare such a sequence for other purposes.
The PLAY LIST module supports these special playback features and more.

Multiple PLAY LIST tabs let you organize and switch from one compilation
to another with alacrity. PLAY LIST tabs can include imported media and

music; content can be re-ordered, trimmed, have its speed and audio levels
adjusted, and be rendered as a clip.

Figurel16

The PLAMISTis similar to the CLIPUST but offers a number of specialized features and has a different
columnar layout. The PLAY LISs a gold border when it is the active Source Delegat@ee Section 8.3).

Tip:Drag the upper border of tHeLAY LISIp or down to show more or less rodxubleclick this drag
bar to reset it to its default position.

12.1 TITLEBAR TOOLS

The PLAY LISiklebar contains several important tools and features, discussed next.

12.1.1 TABS

Figurell7

By default, the PLAY LISbmprises ten tabbed pages you can use to organize your media. To display a

specific tab, simply click it. Alternatively, you can navigate to a tab by pressing the left or right TAB buttons
on the Control Surfacevith the SourceDelegate seto PLAY LIST

12.1.2 TAB MENU

Right-clicking a tab displays a context menu holding two items:

 Rename; Give each tab a unique name to suit your needs.
9 Deleteg Tabs in the PLAY LISEn be deleted at any time.



Note: Thenumber of tabs in th®LAYLIST is not limited to ter¥ou can add new tabs eadily clicking
the + button at right next to the last tabOn smaller screens, use the < and > buttons at either end d
titlebar tab row to access tabs at that have scrolled out of view.

12.1.3 ADD MEDIA & EXPORT TO CLIP LIST

Figure118

The PLAY LIST’s Add Mediafeature works in identical fashion to its sibling in the CLIP LISTsee Section
11.1.5.

Tip:Hold the keyboard Shift key when clicking Add Media to use the system file browser.

The nearby Exportto ClipList button allows you to flatten the entire playlist, including audio, down to a
single clip. This clip is then appended to the current CLIP LISdage.

12.1.4 MUSIC TOOLS

At the opposite end of the PLAY LISTtlebar you will see controls that allow the addition of a background
music track for highlight reels (Figure 119). The common WAVE and MP3 audio file formats are supported.

Figurel19

Enable the MusicTrackswitch, and select Browsefrom the nearby drop-down menu to open the custom
Media Browser (After use, the menu lists your most recent selections for convenience.) The Media
Browserwas discussed back in Section 11.1.5, so we won’t review it again here.

f the

Tip:One useful thing to note is that because the Media Browser is context sengitereppened from
the Music menut automatically poinsto Audio locations in its le@iolumn(the Locations List).

The switch at left (of the MusicTracklabel) allows you to toggle playback of your selection on or off. The
duration of the file selected is shown at right.

Tip:Playback of files that are longer than the playlist duration will be automatically truncated (and
out) when PLAY LIST playback ends.

faded




 MUSIC CONFIGURATION

Figure120

More elaborate controls are located in the Music Configurationialog (Figure 120).

To open the Music Configuratiomanel, click the configuration button (gear) located to the right of the
MusicTrackmenu. The panel contains two controls as follows:

9 The numeric PlayStart Timecontrol allows play of the selected music file to be delayed until a set
time elapses from when PLAY LISlayback is first initiated.
This can be useful when, for example, an imported ‘bumper’ clip with its own audio precedes the
clips in your highlights reel. Click in the number field to manually edit it using the keyboard, or
simply drag the mouse pointer left or right above it.

9 The Volumecontrol allows you to adjust the output level of the selected music file.

12.2 THE PLAY LIST TABLE

Unlike CLIP LIS®ws, each PLAY LISdw contains just one clip (rather than all clips for a given event). As
you would expect, playback progresses playlist-style beginning at the currently selected row and

proceeding until the end of the playlist (or manual interruption).




Figue 122

The columns, from left to right (Figure 121 and Figure 122), are labeled as follows:

9 Clip ID- a non-editable display showing the numeric clip identifier. The hyphenated digit
identifies the source angle for the clip.

Note: The PLAY LIST Clip dased on the ID of the source added toBhe\Y LISHowever, PLAY LIST
clips are independent entities. Modifying the Event ID, Memo field, In/Out Points, etc., or even de
of a clip in the CLIP LIST does not affect its PLAY LIST counterpakewis®] kditing an item in the
PLAY LIST has no effect on CLIP LIST content.

Memo- an editable name or comment.

= =4

Audio 1, 2- this column contains a switch allowing you to enable or disable the audio from audio
channels 1 and 2 recorded with the clip, and a Volumeslider that allows you to adjust its level.
Audio 3, 4- as above, but for audio channels 3 and 4.

In Point-timecode field showing the In Point for the clip.

Out Point- timecode when the clip will end.

Speed- a numeric slider allowing you to preset the speed at which the clip will play back.
Transition- select a transition to introduce the next clip in the playlist.

Transition rate- numeric input field allowing you to specify the time for the transition.

=A =4 4 4 -4 4 4

Ends At the total time for the playlist until the end of play for the clip in the current row.
12.3 PLAY LIST PREPARATION

Clips are added to a PLAY LIS#&b from the CLIP LISH any of several methods, as discussed in Section
11.6. In addition, PLAY LIS®dws can contain recorded clips or still images imported Add Mediabutton in
the PLAY LISJee Section 12.1.3).

Once added to the list, PLAY LIS®ws can be freely re-ordered by dragging them up or down, or using
context menu tools (Section 12.4). These tools, along with standard Cut, Copynd Pasteshortcut keys
(Ctrl + xCtrl +cand Ctrl + yrespectively) allow you to move clips from one PLAY LIS3b to another, or
within the same page.

12.3.1 CLIP SELECTION

A clip can be selected (highlighted) by navigating to it using the Control Surfageeyboard, or direct mouse
click. Multi-selection is supported as follows:

letion



I Hold down SHIFWhile navigating (by any means) to another clip to select both clips and all others
between them.

9 Select the Memo cell for a clip, then press and hold Ctrlon the keyboard while clicking another
cell to multi-select clips that are not near one another.

Tip: When clips are mukselected, many operations will affect all selected @ipsnce For example,
you can turn the sound on or off for a number of clips in this manner.

 PLAY INDICATOR

Similar to the CLIP LISThe Clp IDcolumn in the PLAY LIShows a red background behind one entry
during play to denote the current playhead position in the list.

12.3.2 CHANGING A CLIP

Perhaps, after adding a clip to a playlist, you decide you want to show the same event from a different
camera angle. You could go back to the CLIP LISTbcate the event, and add a different clip to the playlist.
There is a better way to revise angles without changing timing though.

To do so, hold down the ANGLBbutton on the Control Surfacand use the 3 and4 buttons to change
cameras; alternatively, access a specific angle directly by selecting a number padoutton on the Control
Surfacewith Angleheld down.

Tip:Copy and paste a clip, then edit the copy in this fashion to inset a clip from the samegimens
into the Play List without removing the original.

12.3.3 MEMO

Initially, newly added clips show the same Memocell content as the corresponding CLIP LISEhtry. PLAY
LISTclips are independent once added, however. Comments can be changed (and the clips can be
trimmed) without affecting the original source event.

12.3.4 AUDIO 1,2 -3,4
You’ll recall that we discussed the music features offered by the PLAY LISbck in Section 12.1.3.

Those features pertain to a music bed, or ‘backtrack’ for your playlist. In contrast, the two Audiocolumns
hold controls governing audio embedded in the clip on the corresponding row in the PLAY LISThe
controls in the first column affect the first two audio channels, while the second column relates to
channels 3 and 4. Both columns have switches allowing you to enable or disable the associated channels,
and an adjustable volume slider.



Tip:Multiple selections are supported for togglisgundon and off, as well as for direct keyboard leve
adjustments.

12.3.5 IN AND OUT POINTS (TRIMMING CLIPS)

To change the timing of clips in the PLAY LISYou can use the same methods described earlier for the
CLIP LISTsee Section 11.3.1. Naturally, the value in the Ends Afield cannot be directly edited. Itis a
calculated field, showing the cumulative duration for the current clip and all entries in the list above it.

12.3.6 SPEED
Each clip can be played at its own speed — the range for the control is from 10% to 400%.

The numeric slider in the Speedcolumn can be modified in the same ways as the similar audio value
control. Even when playback is underway, if you select this cell you can also use the Control Surface
number pad to change the current value, pressing ENTER to complete the operation. (Multiple selections
are also supported for direct keyboard adjustments.)

Also when PLAY LISTayback is underway, you can use the T-bar on the Control Surfaceo further modify
Speednteractively. (This does not overwrite established clip speed settings in the playlist).

Tip: Adjustments made during playback are applied as multipliers for the playlist clip speed. For
example, if the set speed folPALAY LIS Tip is 50%, and you further reduce speed by pressing the 5(
Speed Preset on th@ontrol Surfacethe actualplayback rate is 25%.

12.3.7 TRANSITION

Like the two Audiocolumns, the Transitioncolumn controls allow you to switch the transition to the next
clip on or off, and set a value (in the by now familiar ways) — in this case, for the transition duration.

Figurel23

%



Tip:Multiple selections are supported flmggling the effect on and off, as well as for direct keyboard
effect duration adjustments (remember to press Enter to conclude).edits

The default transition is CUT. Click the cell to show a transition paletteallowing quick selection of a
different effect (Figure 123).

The CUT and FADE items in the transition paletteare always available. The other thumbnail icons can be
replaced with different transitions (including Animation Storeffects). To do so, move the mouse over a
thumbnail icon and click the + sign button that appears. This will open 3Play’s Media Browser.

Tip:Hold Shift on the keyboard when clickintp use the standard system file browsestead

The Transition ratecolumn holds numeric controls allowing you to specify the time for each transition.
Use the drop-down menu to select a preset time, or drag the mouse left/right over the current value.

12.4 CLIP CONTEXT MENU

The PLAY LISiso features a context menu (Figure 124). Not unlike its CLIP LISdquivalent, the menu
provides access to Cut, Copynd Paste Delete, Undand Redofeatures (also available using standard
keyboard shortcuts). It also has two important additional items.

Cut
Co Py
Paste

Delete

Redo

Export Playlist *
Add to Publish Queue

Figurel24

The ExportPLAY LISdption flattens the entire playlist, including audio, down to a single clip which is
appended to the current CLIP LISdage. (This is the same feature discussed back in Section 12.1.3.)

The Add to Publish Queutm relates to 3Play’s social media and file Publishfeatures, which provide both
batch process and automatic immediate upload functions (discussed in depth in Chapter 15).

12.5 PLAYBACK

To initiate PLAY LISdlayback, select a clip and press PLAY( u ) on the Control Surfacer Desktop
alternatively, double-click a clip’s Memo.




Figurel25

See Section 12.3.6 regarding the Speeddjustments during playback.
12.6 PLAY LIST EDLS

On exiting a session, 3Play® creates an EDL(Edit Decision List) file for each existing playlist. These files
can be used to reconstitute a playlist in NLE (non-linear editing) applications with EDL file import support.

3Play’s EDL files are created on the master Session Drivdor the session, in a folder located at
drivename\Media\EDL\session name



13 TAGS, SEARCK MORE

] “Instant replay” — just two words, but fraught with deep implications.
Consider the word “replay”: As a minimum, this requires a powerful audio
and video recording and playout system.

But “instant” demands even more — not merely storage and playback
technology, but a critical need to identify and recall key clips, and do so
very, very quickly indeed. This chapter will acquaint you with 3Play’s
innovative data management tools.

13.1 OVERVIEW

3Play provides powerful audio and video capabilities — but for its primary role, this is not enough. Marking
events and clips are likewise vital; unless you have an eidetic memory, and can mentally associate
hundreds of events with their timecode, getting that perfect clip on the screen on demand would be very
difficult.

Enter “metadata”: in this case, consisting of
descriptive comments and identifiers for your
clips, added to Memofields in plain text or using met-a-da-ta

your personal shorthand. I'meto dato/

In concert with 3Play’s powerful and easy to use
search features, Memo content lets you locate
that special clip in moments.

A set of data that describes and gives information about other data

Of course, Memo field content can also be used to help you quickly and easily organize, manage, or
publish your data in powerful workflows.

Entering metadata could be very tricky when you are busy marking events. Thankfully, 3Play’s potent
TAGSeature and FastClipvorkflow mitigate this burden, reducing complex Memaoentries to a few quick
button presses. TAGSare tightly integrated with the search tools, making for a combination of
functionality that you’ll find virtually indispensable.

13.1.1 TAGGING WORKFLOW

The TAGS pankets you pre-configure tabbed lists, each a table whose individual cells contain various text
entries. You will likely use tabs for different categories of clip identifiers, such as player names, action
types, and so on (the default tab names hint at this approach).



Figurel26 Figurel27

No matter what the content of a given tag cell might be, the cell itself is easily identified by its
spreadsheet-style coordinates — that is, its row and column number. For example, in Figure 126, the tag
cell at row 0 and column 2 has the text value “Visitors”. The tag numberfor that cell, “02”, is easily
understood — and equally easily entered.

Tip¢ KS a¢9! aé¢ GFo Ay GKS SEIFYLX S | OhGdz £ & dzas
need to enter the first digit. Simply pushing 2 on the number pad shagext valuex + A & A (tle NE
FastClip dataview
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Typing a tag numberon the Control Surfacaumber pad (with the TAGbutton lit) snaps the text entry in
the corresponding cell into the dataview You can easily build complete sentences with a few number
pad button presses using this method.

Finish the operation by pressing ENTERo add the final text to a clip Memo (or push the SEARCblutton
to use your entry as criteria to quickly find specific clips you have tagged previously.

13.2 THE TAGS BUTTON

3Play’s TAGSeature relies on the Control Surface number pads its primary input device. Numeric entries
made using the keyboard are always treated as literal numeric characters.

Similarly, if the TAGSbutton is not lit, Control Surfacentries are added to the dataview as simple
numbers. (It's possible to enter tags by directly clicking cells in the TAGSane with the mouse, but in
most cases you’ll find it faster to work with the Control Surfacée

13.3 THE TAGS PANE

Figurel28

Let’s explore the inner workings of the TAGS pane

QX

<o

o
N
QX

[N

No



13.3.1 TITLEBAR TOOLS

In a brand new session, the TAGSvane initially appears in the form of an innocuous bar (imaginatively
labeled TAGFacross the bottom of the Replay Desktaoprhis is a drag bar, and also provides several added
convenience features related to viewing or hiding the TAGSane.

To begin, double-click the bar (left or right of the TAGSabel) to expand
the pane just high enough to show the Tabs numbered column header
row (0-9), and the first row (i.e., row 0) of tag cells. This is the default

‘open’ TAGDar position.

Figurel2¢

When you move the mouse over the drag barthe pointer turns into a
double-headed arrow.

Click and drag to move the bar vertically to expose as much of the TAGS panas you wish to see. Double-
click the bar at any time to return it to its default (‘tabs plus one row’) height on the screen. You can also
drag the bar to the bottom of the screen to close the pane, but you might prefer another approach,
discussed next.

Figure130

The central label area of the drag bar is bounded by small triangles (Figure 130). The mouse pointer
appears as a pointing hand when it is in this zone. Click once here to minimizethe TAGS pane; click it
again to restorethe TAGSane to its last expanded state.

Tip Pushing SHIFT + TAGS on the Control Surface has the same eliidéhgghe TAGS bar in the
central minimize/restore zone.

 TABS

Figurel31

By default, the TAGSpane provides ten tabbed pages you can use to organize your media. You can
navigate through the tabs by pressing the left or right TABbuttons on the Control Surfacevith the SHIFT
button held down. (Alternatively, simply clicking a specific tab displays it.)



TAB MENU

Right-click a tab to show a context menu holding two items:

 Rename; Give each tab a unique name to suit your needs.
9 Deleteg Tabs can be deleted at any time.

Note: The number of tabs is not limited to ten. You can add new tabs easily by clicking the + butt
right, next to the last tab. On smaller screemsg the < and > buttons at either end of the titlebar tab
row to access tabs at that have scrolled out of view.

DN at

_EDIT TAGS

You will find the EDIT TAGSutton at the right-hand end of the TAG$ane
titlebar (Figure 134). Clicking this button allows you to create a list of tags

or modify the existing one (tagging functionality is de-activated). Figure13z

To create or update a tag, simply enable EDIT TAG8lick in a cell, and type. Pressing ENTERonfirms the
edit and moves the cursor to the next tag cell,ready to continue. When finished, turn off EDIT TAGS
resume normal tagging operation.

Tip: The first cel(0,0) ineach tabcellisnéghRA G 6f S | yR | f g &Figured3k2 ¢ &

Thisfixed celd SNIZS & | a thhat caw edzbpecBlussiyl in M AuteAdvance tagging workflow
discusseahext

AUTO ADVANCE

Often, you will want to quickly create a Memo comprised of add a short
series of tags. The Auto Advancéeature makes this s simple task. When it
Figure133 is active, the TAGS pane automatically advances to the next tab after a new

tag is added, then awaits further input.

13.3.2 ATAGGING EXAMPLE

Suppose, for example, that you have configured three TAGS tabss follows:

0  SKIP | Home | Visitors



PLAYER

0 1 p) 3 4

SKIP | Allan Squires | Andrews | Kane Allard

Price | Kennedy Perry | Duke Finch Berry

ACTION
0 1 p) 3 4

0 SKIP | bskintfernc | carry foul screen

|| 3sec | 5sec dbl-d pers foul | flop
9 The TAGoutton is lit on the Control Surface
9 Auto Advancés enabled in the TAGS panttlebar.

As play proceeds, a player commits a foul, and you press (Mark) OUTto add the event to the CLIP LISTo
build a complete comment for the Memo field for the new event, press the following buttons on the
Control Surface

10203 ENTER
That'’s it — you’re done! The current Memao cell now contains the text below:
Home Squires foul

Let’s break this example down, step by step, shall we?

S ———

LIVE 10.26.54.11

o

Figurel34

I “TEAM tab entries are both on the first row, so a single digit completes tag selection. Entering 2
added the tag “Home” (followed by a single space) to the dataview
9 Auto Advancémmediately presented the PLAYER tab, which awaited another valid entry.



1 The next entry (02) identified the second tag in the top row (Squires), and appended it to the
dataview

9 Auto Advance kicked in again, moving us to the ACTION tab, where entering 03 added “foul” to
the dataviewcontent.

9 Finally, pressing ENTER updated the selected Memo.

Tip:If you hold down SHIFT when pressing ENTER, the tag is sent to the Memo fields for all angles of the
current event, rather than just the current cell.

Experience has shown that the numbers of frequently entered tags soon become so familiar that it’s often
unnecessary to even have the TAGS pane open to add the desired metadata to clips.

13.3.3 SKIP

Suppose you want to bypass the TEAM tab in the steps above. You can move to a different tab using SHIFT
+ TAB (left or right) on the Control Surfacdt will often be much faster, though, to simply punch the 0
(zero) button (once or twice, as dictated by the number of active rows in the tab).

This selects the SKIRell at upper left in each tabbed pane and — with Auto Advancen — skips instantly
to the next tab, without pushing a tag to the dataview

13.3.4 INPUT HINTING

Notice that, while tagging, either the first columnor first
row of the TAGS pane is displayed with a bright green
highlight.

As mentioned earlier, it's not necessary to enter the row
number when entries in a TAGSab only use the first row
(row 0).

A single digit suffices to identify the desired tag in this case. -
Often, though, two digits are required to fully identify a Figure13t

specific tag.

The green highlighting in the TAGSables provide visual cues to tell you which number you need to enter
next. If the row numbers are highlighted, you know that a row number is required. After a row number
is entered, column numbers are highlighted. (In Figure 137, a row number — 3 — has been entered; the
TAGS pane patiently awaits a column number.)



13.4 SEARCH

Searching for something ... your glasses, car keys, your spouse (!) ... can be oh-so tedious. It’s hard to beat
the joy and relief when the search is successful, however — and sooner is always better than later.

In an instant replay setting, too, there is no time to waste (if you can’t find just the right clip faster than
your director can blink, you may just find yourself looking for a new job.) In recognition of the vital
importance of this matter, fast, innovative search-related functions are intimately integrated throughout
3Play’s workflow, interface and Control Surfaceperations.

13.4.1 DATAVIEW ENTRIES

crowd hilite

Figurel36

By this point in the manual, 3Play’s dataviewhas been mentioned over and over again, in many different
contexts:

9 Every character of textual and numeric input to the system, whether punched on the Control
Surfaceor typed on the keyboard, flows through the FastClip dataview

9 Likewise almost every snippet of legible information — be it an Eventor Clip 1D timecode value,
Memo entry, or tag — that appears on the Replay Desktopan be easily and quickly directed to
the dataviewby simply navigating to it using the Control Surfageeyboard or mouse click.

The benefits of this ‘metadata pipeline’ become abundantly clear in connection with 3Play’s Search
functions. In a nutshell, searching works as follows:

1. Post suitable search criteria to the dataview
2. Execute an operation using the criteria.

Let’s add some detail about those simple steps. First, let’s consider search criteria — what forms it can
take, where it comes from, and how it can be operated on.

ENTERING CRITERIA

Letters, numerals, ‘type-able’ symbols, words or phrases combining the aforementioned, can all serve as
search criteria. Timecode, Clipand Event IDsvork, too, for certain operations.

Of course, you can go ‘old school’ and just type your criteria into the dataviewusing the keyboard, but —
since simply selecting a cell on the Replay Desktognaps its value into the dataview (Figure 136), often
one need only navigate to (or click) a cell to supply search criteria without any typing at all. Similarly, the



TAGSfeature lets you quickly populate the dataview with multiple terms perfectly suited to many
searches.

TAGS AS CRITERIA

Earlier in the chapter (Section 13.2), we detailed various aspects of the TAGSeature, showing how it can
quickly be used to build (simple or more) complex Memoentries.

Figurel37

The TAGSeature can also be used to quickly add simple or more elaborate search criteria to the dataview
The workflow for adding tags is identical, the only change being that instead of pressing ENTER (which
would post a Memoentry) one presses the SEARCbHF GO Tbutton instead as desired.

Of course, with the TAGSutton on the Control Surfaceff, the Control Surfaceupports direct numeric
entry.

13.4.2 FINDING MATCHES

It’s helpful to know that 3Play’s search engine performs a logical OR operation using the criteria you
supply. Thus an exact match of every element of the search criteria is not required. Your search criteria
can include, for example, multiple words, or consecutive character strings, including numbers or common
symbols.

When a SEARCH operation is executed, event rows with are listed in the Search Resuftane (CLIRLIST
whenever of their cells contains elements matching anysearch criteria item tab.

Let’s consider some simple examples. Suppose you have made the following into Memo entries (Figure
138):




Figurel38

The table below illustrates which events will be added to the Search Resultab for a SEARCH operation
based on the criteria shown at left:

Search Criteria| Search Result(s)

a.

b. | hom 0-2

C.

d. | visitors 22 0-2 (04 0-5
e.

First, we can see that a ‘perfect match’ is not necessary. The first two SEARCbperations produce identical
results regardless of whether the criteria entered is “Home” or “Hom”.

Next, take a look at the example in row d. Notice that including “visitors” in the criteria did not suffice to
exclude Event # 0-2 from the result. Let’s consider how SEARCH processing produced this result to see
why not:

9 First, the SEARCHprocess checked to see whether the leading element in the criteria (i.e.,
“visitors”, without quotes) was found in any Memaofield. This cause the inclusion of Events # 0-2
and 0-5 in the Search Result

9 Next, the second element of the criteria (22) was evaluated. This resulted in Event # 0-4 being
included along with prior matches in the result.

We can see that 3Play’s OR type search processing included matches for any element included in the
criteria. It’s useful to observe, too, that quotation marks can be used to force the search to treat multiple
elements in the criteria as an inseparable unit.

For example, in the last two rows of the table above the criteria are identical, save for one thing: in the
second instance, quotation marks surround the two elements (i.e., “visitors 22”). The search treats the
enclosed items as a single object, and produces a corresponding result.

Numbers are treated like any other character when included in the criteria for a SEARCHut play different
roles when used with GO TQdiscussed next.




113.4.3 GO TO
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Figurel39

As discussed in Chapter 8 (The Control Surface), the GO T(utton has several functions. Pressed alone,
GO TQakes an Event ID number as input, and takes you to the matching event row in the CLIP LISNHhen
successful.

It’s not necessary to enter hyphens for many GO Tperations to work correctly. Thus GO Tperations
with “0-4” and “04” as input criteria produce identical outcomes. Partial entries can be useful too; recall
that entering a single digit and pressing GO TO jumps to the corresponding CLIP LIS&b). Use hyphenated
digits with an added number to specify the clip angle (for example, press 2-034-4 followed by the GO TO
button jumps to the fourth angle for clip 034 in Clip tab 2).

Pushing SHIFTwith GO TQperforms a ‘go to timecode’ operation (which, you'll recall, put 3Play into
Delayedlayback mode). Timecode entries are properly formatted as hh.mm.ss.fthour, minute, seconds,
frames), but —just as hyphens can be omitted for GO TO (Event ID #) operations, so punctuation is optional
for timecode entries.

Omit digits thoughtfully for timecode operations, however. GO TO timecode operations parse the search
value right to left. The entry 1130 (or 11.30) will be assumed to represent the timecode value 00.00:11:20
(11 seconds, 20 frames), rather than 11.20.00.00 (11 hours, 20 minutes).

Tip: Remembethat precise nmeric entries cabeW & y | lidta)h&iataview(and used for GO TO
operations)oy simply selecting In/Out Poicglls in the CLIP or PLAY LIST.

‘ 13.4.4 SEARCH RESULTS TAB

Figure140

The Search Resultab appears at right in the header of the CLIP LISM™Matches from SEARCH operations
are listed in this pane.

Items shown in the Resultstab can be added to other tabs using copy and paste techniques, as well as
(PLAY LISShly) using the ADD TO PLAY LIST button on the Control Surfacer simply by dragging them.



Tip:A redborder is drawn around theataviewwindow when an entry is deemed to be inappropriate
the SEARCH or GO TO operation you choose.

for

Naturally, you can also select cells in the SearchResultstab to snap their values into the dataview, and
then use the value for other purposes.

For example: Search Resultdoes not support CUToperations. This would seem to prevent actually
moving an item into a new tab (as compared to a copy/paste that results in a duplicateof the event).
However, you cansuccessfully move items as follows:

9 Select an Event IDn Search Results snap it into the dataview.
9 Punch GO TOwhich locates the original clip in its own tab.
 Press CUTand PASTIhe item into another location.

13.5 IMPORT TAGS

Imagine using everyday tools like Microsoft Excel® to enter and manage your tags. Simply save the
correctly formatted spreadsheet in .CSV format and import it into 3Play’s Tags pane.

B C D B F
1 2 3 4

20 Manu Ginobili
11 Jeff Ayres 21 Tim Duncan 31shane Battier

22 Tiago Splitter

23 Austin Daye 33 Boris Diaw

15 Matt Bonner
16 Aron Baynes
7 07 Justin Hamilgpn
8 08 Patty Mills
&.09 Tony Parker
2 3 4

20 Greg Oden 30 Norris Cole 40 Udonis Ha

¥skip
1 01 Chris Bosh 11 Chris AnderStg
2
3 03 Dwyane Wade

k2 James Jones

8 08 Michael Beasley
el >

1 o g, air ball
25 1 block L
26 2 flop
27 3 Three-point turnover Up and down
28
Figurel41

You can import just one new tab to your current Tags list (say, to import the players list for a visiting team),
or you might import an entire multi-tabbed list from in your favorite spreadsheet, managing its content
externally (Figure 141).



13.5.1 CSV EXAMPLE

Prepare the CSV file on a single sheet in your spreadsheet software of choice. Identify each tabbed TAGS
page by an entry in the first column. The example below illustrates the correct format for a table with two
tabs named “Home” and “Guests”:

Home |0 1 2 3 4 5|6 7/81(9
0 Skip 20 Ginobili

1 11 Ayres 21 Duncan |31 Battier

2 02 Leonard 22 Splitter

3 03 Belinelli 23 Daye |33 Diaw

4 04 Green

5 05 Joseph |15 Bonner

6 16 Baynes

7 07 Hamilton

8 08 Mills

9 09 Parker

Guests |0 1 2 3 4 5|6 7/819
0 Skip 20 0den |30 Cole |40 Haslem| |06 James 9 Lewis
1 01 Bosh 11 Andersen




22 Jones

3 03 Wade

15 Chalmers

8 08 Beasley

0 Douglas

Notes:

 Row and column numbers for each tabbed list must be entered as shown.
T Any entry made in the ‘Skip” cells will be ignored.







14 TRANSITIONS

3Play’s powerful transitions deliver sophisticated style and state of the art
capabilities to your replay output. They can even include custom graphics
and audio, adding powerful emotional impact.

This section explains the selection and use of appropriate transition effect,
various transition workflows that 3Play offers, and the included graphics
tools enabling you to author custom transitions.

Figurel42

Dynamic transition effects can be used to introduce replay clips with added drama and excitement. 3Play
supports different types of effects (including custom transitions) as well as more than one workflow
capable of effects.

14.1 PLAY LIST TRANSITIONS

Many replay systems provide the ability to play a prepared sequence of clips with transitions between
them for use as highlight reels. As a rule, using transitions in this manner requires you to dedicate not just
one, but two outputs toward achieving transition effects between clips.

3Play’s PLAY LISwodule, however, directly supports integrated transition effects, eliminating the need
to dedicate an extra output for this purpose. We’ve covered these tools in depth already (see Section
12.3.7), so we will not belabor the advantages of this workflow here.

14.2 PROGRAM-PREVIEW TRANSITIONS

Of course you might, instead, want to use 3Play’s colorful transitions apart from more elaborate PLAY LIST
preparation. For example, you might want to quickly run replays with dramatic effect specifically tailored
to the sport, team, or play that it will show.




To distinguish this workflow from PLAY LISisage, we borrow ‘program-preview’ terminology from the
traditional video switcher realm, which employs a very similar approach.

14.2.1 ‘PROGRAM OUT’

In this workflow, one output is assigned ‘program out’ duties. The ‘program output’ comprises the signal
path for principal replay output (i.e., the a/v stream selected on the ‘program bus’) to downstream
devices, whether for direct display or further processes such as switching, recording, etc. In this
alternative workflow, ChanneB serves as 3Play’s ‘program bus’.

14.2.2 ‘PREVIEW OUT’

A second channel (often referred to as the ‘preview bus’) serves a special preparatory role, allowing you
to queue up the source you intend to send to ‘program out’ next. ChannelA thus becomes 3Play’s
surrogate ‘preview bus’.

14.2.3 AUTO WORKFLOW

Using 3Play in a program-preview workflow could scarcely be simpler — or more powerful. Let’s consider
an example:

9 Channel B(‘program’) is sending a live camera feed to a downstream stadium display
1 With control delegated to Channel Ayou select a replay clip
9 Press the Autobutton on the Control Surface

Instantly, the currently selected transition introduces the replay clip from ChannelA (‘preview’). Replay
playback commences automatically from the clip’s In Point.

9 If LOORs enabled in the Transport controlsthe replay source will continue playing over and over
until you interrupt it, perhaps by a TAKEor another AUTQoperation.

9 Otherwise, it might play right past the marked Out Pointto the limit established by the Out Point
Paddingsetting (Optionsmenu — see Section 6.4.2), giving you a little leeway to safely transition
back to the original source (now on ‘preview’).

14.3 TRANSITION EFFECTS

3Play supports two distinct types of transitional effect. Standard effectsould be loosely lumped under
the description of wipes. In generally, this type of effect involves the pixels of the current scene being
progressively replaced by those of the incoming image.



Figurel43

In many cases, these transitions involve a blending of colors that follows some sort of pattern (Figure 143)
— whether a simple ‘full-screen’ fade, an animated ‘radar’ or ‘blinds’ pattern, or something more
elaborate. This said, some wipes in this class also perform translation (i.e., shifting of the imagery on x and
y axes during the effect) and even stretching, compression, and rotation effects.

3Play also offers a second type of transitional effect called (for reasons that will be obvious) Animation
Store effects. Even compared to the effects provided by typical broadcast video switchers, 3Play’s
Animation Storetransitions (Figure 144) constitute a powerful effect solution, eliminating the need to
combine separate animations, transition effects, and sounds on the fly.

Figurel44

Animation Storeffects can do everything that standard wipes can do, but usually also include embedded
full-color animated overlays (hence the moniker) and can even include audio effects.

A useful set of sample Animation Storeeffects are included with your 3Play but the real power of the
Animation Storeystem is that you can quite easily create custom effects using the supplied Animation



Store Creatoadd-on application. You can employ your own custom graphics, such as team logos, and
more elaborate overlay animations along and embedded audio.

Note: Audio embedded in Animation Store effects is not currently supported for the prpgraiew
transitions, but can be heard in PLAY LIST effects.

ANIMATION STORE CREATOR

The Animation Store Creatoapplication is launched from 3Play’s Startup>Home page.Complete
documentation for the application can be found using the Helpicon (also on the Homepage).

Briefly, to create an Animation Storeeffect, a black and white animated image sequence defines the
transparency. When warping is desired, you prepare this Wipe Sequencanimation using a supplied
gradient image to stand in for video imagery.

This Wipe Sequencenimation is then combined with a full-color Overlay Animation (Figure 144) to
produce the final effect, which you can then apply on demand simply by pressing the AUTO button

14.3.1 EFFECT SETTINGS

The settings for transition effects are very simple. Of course the most basic of these is the selection of a
specific effect.

Figurel45

Click the small thumbnail effect beside the AUTCbutton in the onscreen Transitioncontrolarea to reveal
a palette showing nine effect icons for quick access. The features and options provided in this palette are
identical to those discussed previously (Section 12.3.7) in connection the very similar PLAY LIS#ansition
effects.

Figurel46




Transition timing for the current effect is set using the menu located just to the right of the effect icon.
You can choose Jslow), M(medium) or Hfast) effect speed presets using the menu. Note that the default
preset times is automatically adjusted for certain effects, and will also update depending on which effect
type you choose. You can also click the value shown to edit it directly with the keyboard, or drag the
mouse right or left over it to raise or lower the current value.






15 DSKS (OVERLAYS)

] 3Play offers two fully independent DSK (Downstream Keyer) overlay
channels — one for each primary output. Both provide integral alpha
channel support and independent Positioner controls (including edge
cropping). Video and graphics overlays can be scaled and cropped, and
placed anywhere within the video frame.

Overlay channels can be used creatively to layer video sources for
compelling highlights and much, much more. The combined power of
overlay layers and replay open up endless new opportunities.

15.1 OVERVIEW

Conventional replay systems are unable to show two
synchronized angles of an event on a single output.

Not only does 3Play let you overlay an alternate, fully & -
synchronized angle of instant slow motion replay on another —|¥
and send it to output, you can also overlay live video onto

another source (live or recorded) or vice versa.

Figurel47

Figure1l48

DSK allow you, for example, to continue to display live action while _

playing highlights, show replays or ads in an insert, or display two I
. . . - lgurelas
live video angles at once. The combinations are almost limitless,
providing incredible flexibility to design workflow solutions

tailored to very specific requirements previously requiring multiple systems.

Enabling the DSK display is as simple as clicking the DSK Ar DSK Button.

15.1.1 OVERLAY OUTPUT A OR B

In addition to being able to overlay one angle onto another, you can also overlay the entire alternate
output on top of your display. For example:

9 Show the video from Output A— even including DSK Aabove it — on top Output Bto produce a
‘picture-in-picture-in-picture’ composition - then transition between them.



I Use DSKposition tools to create a ‘squeeze-back’ of the assigned source. You can cover two
independent events simultaneously in this manner; show live gameplay while playing a highlight
reel, or a commentator during an instant replay, and much more.

Note: When workingvith a ProgramPreview transition workflow (See Chapidy, the DSK channels
swap each time a Take or Auto is performed.

15.1.2 OVERLAY GRAPHICS AND TELESTRATION

Not only can you overlay highlights, clips and live cameras, but you can also use overlays to display
graphics, with full key and fill support. For many creative and potentially rewardingapplications, a single
operator can run the replay system and also display timely graphics and overlays. When combined with
single click stinger capabilities, the ability to perform colorful custom transitions to and from live video
and to flexibly overlay other graphic and video inserts at the same time, your 3Play can serve as a complete
house production system.

You can even mark up your replays with output from a telestrator overlaid on your video output. Or, with
ReverseKeyenabled, show markup behind the action over the (keyed) playing field or court (see the
heading NDI Telestrator in Section 15.2.4).

15.1.3 OFFICIATING AND OVERLAYS

Replays are also obviously important for referee and coaching use. Instant
replay for officiating purposes is increasingly a mandatory requirement of
numerous leagues.

A dedicated camera capturing the clock in sync with other camera angles can

easily be overlaid over outputs for absolutely guaranteed synchronization with
the actual game time. Too, the ability for coaches or referees to view two angles
of a play at the same time is truly invaluable.

Figurel5C

If that is not enough, since 3Play’s dual outputs can be operated in “gang” mode, officials can easily review
separate angles, whether on a single screen or side by side on two simultaneously (each with their own
synchronized clock overlays). And because the clock cams are overlaid, rather than embedded in the
angle shots, they can be freely cropped, scaled, and even re-positioned at any time if they should happen
to the action.

15.2 SOURCE OPTIONS

A huge and diverse list of potential sources is available for each of 3Play’s two DSKs (DSK And B).




The various alternatives are accessed via drop-
down menus supplied for each DSK, and include
the following: Cameras r

Clip List Preview *
9 Cameras- any connected live video source * Buffer b Buffer 1 1%
9 Clip List Preview- a selected angle from the current
CLIPS LISdlection (not available in 3Play Mini)

9 Buffer— Buffers can be either still or specially prepared

Metwork Input Buffer 2
Output B Buffer 3
Black Buffer 4
Buffer 5
Buffer &

Buffer 7

animated graphics overlay sources — see Section 15.2.3

1 Network Input — An array of optional video sources served
across a network can be configured as DSK sources — see Section 15.2.4.

9 Output A/B—The video program stream from the ‘other’ 3Play output — A
or B, as appropriate

9 Black— Not to be overlooked, the Black overlay option can serve as a handy
source for ‘fade to black’ operations.

Buffer &
Figurel51

15.2.1 CAMERAS

Select any connected live video source as a Buffersource, and you can (for example) employ it in a picture-
in-picture composition. You might use this, for example, to show a shot of a commentator overlaid on a
clip he is discussing — or vice versa.

15.2.2 CLIP LIST PREVIEW

Clip List Previegelections correspond to the different angles available for the currently select event row
in your CLIP LISTThis permits you, for example, to show different angles of an event as a picture-in-
picture composition scaled down in similar fashion.

Note that this selection actually displays the same (reduced resolution) clips shown in the small clip
preview monitors at the top of the CLIP LIST panel. Generally, they will be quite adequate for use in many
compositions, but may look ‘soft’ if used at larger sizes.

15.2.3 BUFFERS

3Play’s powerful Buffersystem provides especially convenient graphics and animation sources for its two
DSKchannels. Buffer content is retained in memory for immediate recall and display. Thus Bufferscan
often be even more useful than similar imagery stored in CLIPS LISTE&ice they free the CLIPS LISip to
display other content.

Hint: Up to 8 different graphics or animated buffers can be loaded into the DSK source menu for quick
access later.




Using a buffer as a DSKsource also eliminates the risk of accidentally displaying the wrong graphic (as
might otherwise happen if the current CLIPS LISdlection was not the one intended).

éSELECTING AND MANAGING BUFFERS

When you move the mouse over a Bufferentry in the source menu (e.g., Buffer J) a gear gadget appears
next to its label. Click the gear to display 3Play’s Media Browsel(see Section 11.1.5), and then pick a
suitable file to populate that buffer preset.

Note: Buffers are linked to the original source file on disk. Not surprisingly, the link will fail if the orjginal
file is moved, or deleted from the hard drive.

The Browserallows selection of files in most still image formats (including those with embedded
transparency), along with special animation effects Examples of the latter type are supplied, but you can
convert custom animation sequences created in your favorite application to this format using the supplied
Animation Store Creatosdd-on application (see the sub-heading Animation Store Creator in Section
14.3). Animation effectgan be of either looping or auto-run type. The type is determined in the supplied
Animation Store Creatartility when the effect is generated. Next to the gear you will observe a Remove
(X) gadget. Click this to clear the current entry, freeing up system graphics memory resources at the same
time. Still image Buffershave another very valuable ability, discussed next.

WATCH FOLDERS

The Frame Buffeffolder is actually a “watch folder”, and you can optionally share it across a network.
Share Media Folders and Bufférgasily enabled or disabled even during a live production using the File
menu at the left-hand end of the Dashboard

For still image buffers, when you save an image into the correct location the corresponding buffer
immediately updates, even if it is currently displayed. This lets you refresh overlays virtually instantly
from any computer on the same network, using suitable graphics applications such as Photoshop®.

The files which serve individual buffersare located in clearly named sub-folders of the FrameBufferfolder
for each session. These folders are arranged as follows:

Sessiondriv&3Play\Sessions\sessionnamérame Buffer\Buffer (#)
e.g., D: \3Play \Sessions\MySession\Frame Buffer\Buffer 3

The FrameBufferfolder for the current session is accessible on the network when sharing is enabled.



Note: Thespeciakht C NJ Y S shadzfiaing asbignment is dynamic. Netksharing is activated and
the current Buffer path is automatically updated whenever you enter a session with the option eng
This ensures that applications on networked systems can remotely access and update buffer grap
the current TriCastesession.

\bled.
hics for

9 still image Buffersare normally stored using the popular 32 bit PNG (Portable Network Graphics)
format, but other formats are also supported.

9 Specific filenames are not important in the buffer workflow. (Actually, multiple media files with
different names can reside in buffer folders. The system always shows the ‘newest’ file — that is,
the one with the most recent modification date.

15.2.4 NDI® SOURCES

The ability to bring NDI® (Network Device Interface) signals into 3Play as DSKsources is the gateway to a
truly staggering range of potential opportunities. Consider just a few of these:

I Use NewTek’s LiveText™ titling application to supply graphics and titles to 3Play.

Many third party products, too, can send and update scoring, timing, statistics, and similar
displays to 3Play’s network input.

9 Insert sponsor messages to add dynamic visuals and generate revenue.

9 Overlay displays from (Windows® or OS X® based) computer systems (via iVGA™).

9 Use a network-connected telestration system to provide real-time markup over (or under) video.

D5K A Network Input

Connection Local (Black)

Figurel52

Click the gear next to the Network Inputentry in the DSKsource menu to access Network Input
Configurationdialog (Figure 152). The Connectiordrop-down menu lists all qualified network sources
that have been detected.

Note: Gigabit networking should be considered mandatorynfost purposes

Let’s consider some of the available network source types in a little more detail.



NDI SCAN CONVERTER

NewTek’s NDI Tools pack is supplied without cost, and includes a Scan Converter utility supplied to let you
use data directly from the screens of networked computers. NDI Scan Converter has a tiny footprint, and
is supplied for both Microsoft Windows® and Apple OS X®.

 LIVETEXT

As we noted earlier, a companion workstation on your 3Play network LIVE Output
with LiveText standalone installed can serve as a dedicated CG and
title solution for your live presentations. When connected, LiveText
is listed in the Connectiormenu. For more information on installing
and using LiveText, please refer to its manual.

3PLAY®& TRICASTER™

3Play’s own network Output Aand Output Bare available as sources
to other NewTek live production systems, appearing in the source Figure152
selector menus for network inputs as “3Play(A)” and “3Play(B),”

where “3Play” is the network name for the system. 3Play 3P1 also supplies ‘clean’ versions of the A and

B outputs over NDI — free of overlays.

This means that a video feed from another 3Play (or TriCaster) on the network can be utilized in a DSK
channel without tying up one of the main video inputs.

NDI TELESTRATOR PRO

NewTek’s powerful Windows®
application NDI Telestrator Pro™
is included with 3Play 3P1.

Running on an external system
(perhaps a unit with a touch
screen), NDI Telestrator Pro can
supply dynamic markup to
enliven and explain your replays.

The application provides two-
channel NDI output, with full

support for transparency, and
thus can serve your artwork to Figure154
both DSKs on your 3Play system.
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Figurel55

You will find the Telestrator application installer on your 3P1 in the folder at C:\\3Play\Etras. Having
installed NDI Telestrator Pro on a suitable external host, expand the video source control at upper-right
and choose one of the two ‘clean’ NDI output from a 3Play 3P1 system.

The application will automatically connect to the 3P1 system and assign the “Clean Out” 1 and 2 outputs
as background sources to Telestrator Pro’s A and B drawing canvasses.

Hint: The A and B buttons in this Telestrator control group allow you to switch from one drawing canvas
to the other.Click the (i) button in the Tools panel at the bottom of the Telestrator screen to show Help.

The next step is to assign Telestrator Pro’s output channel(s) —which consist of your drawing only, without
the background - as source for one or both of 3P1’s DSKs (assign the “Telestrator 1” channel as the source
for DSK A, and “Telestrator 2” to DSK B).
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Figurel56

Note that, having connected the Telestrator and 3P1 in this fashion, using the controls at lower right you
can control Ply, Stop and playhead position for a clip shown on the 3P1 channel (A or B) associated with
the current canvas.



Figurel57

The drawing tools palette and color wells at left in the Telestrator provide many different brush types,
including support for animated gifs (Figure 157). The most recent brush choices are represented by preset
icons in the upper row of the toolset.

Click the stamp button (Figure 158) at lower-left to work with bitmap images, or the drawing tool button
above to reveal freehand and shape drawing tools (Figure 160).

Figurel60

Note that you can click the Librarybutton (9-small squares)
to open the Brush Libraryrigure 161).

Click an icon in the Libraryto update the currently active
drawing tool preset. To add an item to a slot in the Library,
click the + sign in its upper-right corner. Supported bitmap file
formats for stamps are JPEG, PNG, and GIF.

Finally, let’s consider how the Telestrator takes advantage of
3P1’s unique Reverse Kefgature.

Figurel5¢




REVERSE KEYING

Output Configuration

Cutput A Output B Genlock & Failsafe

Output B
Mame Audio Volume

B 0dBE

Enable Reverse Key

Tolerance 2

Lumakey (i

Color 84 130 54 Smoothness 2
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Figurel61

3P1’s Reverse Kefeature is found in the Output Aand Output Btabs. Let’s talk about the underlying
technology of this feature, which is generically called “chromakeying”, or simply “keying”.

Keying has become an essential tool in video and film production. Typically, foreground footage is shot in
front of a blue or green screen, and then that background color — the keycolor —is treated as transparent,
allowing another image to be inserted. For example, when you see a television meteorologist in front of
a weather map, that person is usually posed in front of a green screen. The green background is ‘keyed
out’ and replaced by computer generated imagery.

3P1 uses a more advanced version of this technology, referred to as ‘Reverse Keying’'. Using a designated
background color as the key color, 3P1’s Reverse Keytlows a DSKsource (such as a Telestrator output or
graphic) to be ‘sandwiched’ behind foreground-colored pixels, but (unlike the weatherman application) in
front of the original background — rather than replacing it completely.
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in front of the source assigned to the output when the DSK is displayed.
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The controls in the Reverse Kegroup allow you to toggle the feature on/off, and define and adjust the
key color values applied to the video output. These settings are discussed next.



COLOR

The key (background) color is chosen using the Colorbutton. Click the Colorsample box and keep the
mouse button depressed. Drag the eyedroppettool over one of the video monitors to choose the color
you wish to removeand then release it. The neighboring ‘color well’ is updated to show the color selected.

Hint: Enable the Lumakey switch to disregard hue, and base the effect solely on luminance.

TOLERANCE

No video background is ever comprised of just one color. Shadows, uneven lighting and other factors
result in color differences. For this reason, 3P1 supplies a numeric slider labeled Toleranceyst beneath
the Colorpicker.

The Tolerancesetting allows you to broaden the range considered as the key color, including ‘near-
neighbor’ colors to be included. A low tolerance removes only color values close to the primary or key
color. As you raise the tolerance, you extend the range of values on either side of the primary color that
will be treated as transparent. You don’t want to use too high a Tolerancevalue, however, lest foreground
hues become partially transparent in the result.

SMOOTHNESS
Smoothnessgefines a further tolerance factor, and a very useful one. We want our key to blend smoothly
into the un-keyed area rather than to stand out in hard relief.

SPILL SUPPRESSION
The term ‘Spill’ refers to key color unintentionally reflected or ‘spilled’ onto the foreground subject. For
example, a little green spill often appears on the shoulders of someone in a greenscreen shot.

Spill Suppression

Tolerance 26.9 % Smoothnes

FIGURE 15-162

The Spill Suppressiatontrols let you remove key color spill in your scene by reducing the amount of that
color in the foreground, where it doesn’t belong. The net result is that the impression of spill color is
eliminated, or at least reduced to the point where it is not objectionable.

Use the Toleranceand Smoothnessontrols under Spill Suppressidn similar fashion to the controls by
the same name discussed earlier. Endeavor to subdue spill without overdoingit, which could result in an
unsightly gray fringe around offending edges of your foreground.

FINE TUNING
You'll find the Reverse Kasasy to configure with a little experimentation — but a few handy workflow tips
follow below.

You may find it useful initially to turn Smoothnes®ff or nearly so. Likewise begin with a low value for
Tolerance- perhaps just 5-10, or so. Put the video source on Previewor Program Outpubefore you do
so, to provide a larger view to help you assess your settings.



Pick your primary Color but — before releasing the mouse button — slide the eyedropper around to
different parts the background. Watch the monitor as you do so to see how the area of transparency is
affected by different Color choices. Release the mouse when you find the color that produces maximum
results. It’'s often preferable to pick an ‘average’ color from a location fairly close to the boundary between
the background and foreground regions.

Now you can start to ramp up Tolerance Bring it up slowly until most of the background color has been
eliminated, cutting away most of the background to within a few pixels of the foreground/background
boundary. Now raise Smoothnesso fine tune that edge region, and you’re nearly done.

Before considering your settings final, make sure to test the result using a moving source. This will
sometimes reveal that overly aggressive settings cause small ‘blocks’ of pixels in the edge region to appear
to snap on and off during motion - as they either qualify or disqualify for inclusion in the resulting matte.
(A little reduction in Tolerancend increase in Smoothnessvill usually resolve this problem.)

Hint: It can be useful to zoom in using Position controls when fine tuning LiveMatte.

THIRD-PARTY APPLICATIONS

DEVELOPER NETWORK

The NewTek Developer Network comprises a large and ever-growing ecosystem of companies and
products. Many world-class organizations have developed applications and systems with support for
NewTek’s live production systems.

In particular, there is a great variety of solutions for specific needs that take advantage of 3Play’s NDI
support (as well as the Macro and automation features). Refer to the webpage at
www.newtek.com/solutions/newtek-developer-network.html for the latest details of solutions that can
facilitate and expand your own particular workflow.

15.3 CONFIGURATION

Each DSKlayer has its own settings, accessed in the Network Input Configuratiopanel. Click the gear
gadget at right beside the Sourcemenu for either DSKchannel to open this panel.

DSksettings are organized into several groups from top to bottom as follows:

1. Fade
2. Position
3. Edges



The Fadecontrol group allows you to enable or disable a

D5SK A Configuration

crossfade transition effect that is optionally used to show
or hide the DSKdisplay. The nearby menu allows you to
set the duration of the crossfade. Naturally, when the
fade is disabled, the operation of displaying or hiding the
DSK occurs as a cut.

Use Fade transition

Reminder: Display or hide DSK channels by clicking t
buttons labeled DSK A& DSK B.

15.3.1 POSITION

Click and drag on the Positionbutton to relocate the
associated DSKlayer vertically or horizontally within the
frame.

Dragging left or right directly on either of the two nearby
numeric controls adjusts the position on a single axis
only.

Figurel6:

Hint: You can also constrain mouse actions to one axis by holding down the Ctrl key before dragging.
Dragging a numeric control with the Ctrl key pressed increases accuracy by 5 times.

Dragging the cursor on the Scalebutton (magnifying glass) affects the size of the overlay. Again, if you
drag just one of the nearby numeric sliders you can adjust just one dimension of the corresponding DSK
layer — width or height.

Hint: If you click a numeric fie{dr right-click it), you can type a value into the gadget using thd&ard
¢ press Enter to complete the editing action, or Esc to cancel it).

15.3.2 EDGES

Edgecontrols for DSKlayers allow you to independently crop the sides of the DSK channels. Restore
default settings to all parameters of the Positionor Edgecontrol groups by clicking Reset



16 EXPORT MEDIA

—— The Exportfeature provided in 3Play’s Replay Desktopllows the operator
to selectively publish clips and still images to local or networked storage,
and upload directly to popular social media sites, on the fly. This process
can be performed even while the action and replay marking continue.

Networks, corporate users and others with sophisticated website and
distribution needs can deliver all the action moments after it occurs, with
valuable benefits.

16.1 OVERVIEW

Quick and convenient distribution of media for post-production and archival purposes is a common need.
Too, in today’s multi-screen world, a single program feed is often supplemented in many and important
ways. Consumers ingest media from multiple sources simultaneously.

A live online presence may even be the primary broadcast medium for some productions. For others,
distribution of supplemental content on popular Internet channels including Facebook®, YouTube®, and
Twitter®, provides opportunity for brand extension and additional monetization.

The Exportfeature provided in the live Replay Desktoprings all of the above into easy reach.

16.2 THE EXPORT MEDIA PANEL

EXPORT

Figurel64

9 Roll your mouse pointer over the Exportbutton in the Dashboardt the top of the Replay Desktop
and click the gear gadget at right to show the Export menu

9 Select Export Mediao open the corresponding panel (Figure 165), which is where you will create
a list of files to be processed.

The Export Mediganel layout is easy to comprehend. It shows a queue (batch processing list) consisting
of clips and still images you add — whether by using the clip context menu (CLIPS LIShd PLAY LIST
automatically when grabbing stills, as by clicking the Addbutton in the panel’s footer.



Export Media

Media Duration Comment Preset

Tumover Enter comment here .. Export Media File

End Run Home Enter comment here .. Export Media File

PLAYLIST(1) PLAYLIST(1) Export Media File

Remove Duplicate Export

Figurel65

Tip: Remember that you can Add and even upload files while recording is underway.

All of the entries you add appear in the export

EXPORT GRAE RECORD 00:00:00;00

gqueueat right. Information about the clips
and stills is displayed in columns, including Export Media ...
Duration a Title, Commentand export Preset Export Media File

) ) o Transcode Preset
The values in these columns can be edited; click in the

column to enable keyboard entry, or navigate to it and
simply start typing. Titleand Commentcolumn entries are

New Preset Transcode ...
Facebook ...

3
FTP ...

Figurel6€
relevant for social media uploads.

Imgur ...
The Presetcolumn is home to a menu that lets you selectively checkmark upload Linkedin ...
targets for the files in the queue. To add a new item to the Presetsnenu, use the New SMTP ...
Preset item at the bottom of the same menu you used to open the Export Mediganel Twitter ..
(Figure 168). Vid.me ...

Vimeo ...

Click the Uploadbutton at the bottom of the panel to initiate processing. A progress
bar column tracks upload progress.

YouTube ...
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processingf the export queu&egins as soon as files are addedt {dy any meansy without needing
to open the panel.




16.2.1 SOCIAL MEDIA SITES

The Exportfeature can upload media to numerous social media sites, including Facebook®, Twitter®,
Vimeo®, YouTube® and more. Other connections may be supported as it becomes possible to do so.

Selecting a social media service from the options shown when you choose New Presetvill open a dialog
that allows you to configure the settings and credentials required by that service. In some cases you can
also choose whether the preset should be applied to both clips and still images (such as grabs), or just one
or the other of these.

16.2.2 TRANSCODE

Transcoderesets provide very useful output alternatives, effectively providing a live distribution method
and conversion options that does not force you to wait until production ends to use them. These features
can be invaluable for collaboration, whether local or remote. Numerous Encodingptions ensure you can
find a file format suited to your needs. The options are similar to those discussed in Section 5.3.1.

16.2.3 WATERMARKING

To avoid misuse of private or copyrighted media, you may want to add a watermark before publishing it
to public sites. The Watermarkfeature, provided as an option for most export presets, allows you to
select a suitable custom image to overlay on your output.

The image you select will be overlaid on shared video or still image files. It should be a 32 bit still image
file (supported formats include PNG and Targa) that positions the watermark correctly in the frame taking
into account the resolution and image aspect of exported files.

PUBLISHING CLIPS

Cut
Co Py
Paste

Delete

Audio Level s

Add to Publish Queue

"

Figurel67

The last menu item in the clip context menu (opened by right-clicking in either the CLIRLISTor PLAY LI$T
is Add toExport Media This provides a convenient way to add entries to the ExportMediaqueue.



PUBLISHING A GRAB

The Grabfeature makes it even child’s play to publish still images. You can grab every active live source
and both outputs with just one click. When Add toExport Medids enabled in the Grab Still Configuration
panel (see Section Grab), the grab from the currently delegated channel (A or B) is added to the export
queueeach time you grab a still.

Tip: Ifthe Dashboard Export button is libe transfer toselected presets is initiated immediately.




17 MACRORND AUTOMATION

—— Macro capabilities smooth out your workflow, reducing complex
operations to a single button press, and make it easy to produce
sophisticated programs.

Macros provide many opportunities for both workflow streamlining and
creative applications. (As well, macros can reduce or eliminate
embarrassing operator errors.)

Keeping up with the action, having just the right angles on tap with little or no notice, preparing media for
highlight reels and post production all calls for near superhuman performance from instant replay
operators.

Macros can provide a great deal of help in this context. Record any sequence of events as a macro and
play it back with one click. Alternatively, trigger it with a single keystroke or hardware control surface
operation.

Options Macros porkspaces

Figure168 '

Macros can do almost anything; preload frequently used media, play clips, modify playback speed,

automate complex operations or perform all of this synchronously. The compelling usefulness of macros
justifies the prominent Macros menu placement in 3Play’s
Dashboard

Angle Previews fwi B YW Click the Macrosbutton to show a menu (Figure 171) containing
Tl T e T el a list of ‘Favorite’ macros, along with a Configure Macrogem.

Select the latter item to open the Macro Configuration Editor
which is where you can create and manage macros.

Configure Macros...

Figurel69

17.1 SYSTEM MACROS

The largest part of the (resizable) Macro Configuration Editatonsists of the Macro List which displays
the content of the folder selected in the left-hand column.

The folder list includes an entry labeled System Commangsnd another just beneath it named Session
Macros You can manually create new folders for you macros using a button below the folder list.



Macro Configuration

ALT + B

CTRL + B

CTRL + SHIFT + B
F3

CTRL + F

CTRL + |

CTRL + O

F5

CTRL + G

Triggers

1 AIT+B

New Folder

Figurel70

TheSystem Commandslder includes commands identical to those actually called by the user interface
and Control Surfaceo operate your 3Play — specifically those commands which have default shortcut
keystrokes assigned to them. Expand this entry by clicking the triangle at left to see these items.

Hint: Notice that keystroke shortcuts for macro entries are shown at rigte small stars also appearir
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menu Eigurel?71) for quick access. Clicking a star toggles the status of the macro entry in a given

It's worth noting a few unique aspects of SystemCommands First, System Macrosare specially
safeguarded within the system. RenameDelete Cloneand Pastefeatures are disabled, nor can you alter
the order of entries in the list. Also, be aware that un-checking the enableswitch at left for the entire
System Macrosolder (or individual entries within it) will naturally result in the failure of all related
keystroke shortcuts. This does not affect Control Surfaceperations, however.

17.2 SESSION MACROS

The second folder is initially empty. Any macro you place in this folder (by creating it there, cut and paste,
or drag and drop operation), will be available in your current session only. Among other things, this
provides a useful way to provide variants of your macros that are tailored to unique event types, or have
different shortcuts for individual users.

17.3 RECORDING MACROS

Creating a new macro is simple. Click the NewMacrobutton to add a new macro entry.



Continue to define the macro by clicking the nearby Recordbutton. Then just go ahead and perform the
sequence of operations you wish to include in the macro. You can use mouse, keyboard, and Control
Surfaceoperations when doing so.

When finished, click the Stopbutton to complete recording. Test the new macro by clicking the Play
button.

17.3.1 MACRO PLAYBACK SPEED

You'll notice that an animated bar in the background of the macro’s entry in the list tracks playback
progress. You can modify the playback rate for your macro using the menu in the footer of the Macro
Configurationpanel. You can even set macros to loop using the button at right.

 SNAPSHOT MODE

One option in the speed menu — Snapshot, bears further explanation. When you choose Snhapshots the
macro’s ‘speed’, you essentially force it jump to its end result. Operations that are ultimately irrelevant
in achieving that end may be simply omitted. You will often Snapshoimode very useful for designing
macros that configure 3Play to a particular state.

Hint: You can record a macro that includes other macros. Depending on your order of operations
may neel to re-highlight the newly recorded macro in the list to show its Stop control (to end macra
recording).

‘17.3.2 MANAGING MACROS

The Macro Configuratiorpanel has management features such as folders,
rename, clone, and hotkey assignment, as well as Import and Export(share

Play

macros with other 3Play users). Record

. THE CONTEXT MENU

Entries in the lister have a context menu, shown when you right-click an item.
Macros can be recorded, as we’ve seen, of played, renamed, deleted, copied, Copy
cloned, or exported. Clone
The folder context menu supports, in addition, Play All Stop All Paste and
Importoperations. Importand Exportare noteworthy features. These can be
used to share macros with multiple users and systems, but provide another

Import
Export

Important Opportunlty Reset Shortcuts

. . Figurel71
A good deal of time can be spent preparing complex macros. It would be a

shame for these to be lost through some mishap.

you



For this reason, we encourage you to use the Exportfeature to prepare a backup archive of your
painstakingly designed macros. (This is quite easy to do, since Exportof entire folders is supported, as is
multi-selection.)

17.4 SHORTCUTS AND TRIGGERS

Macros may be executed by menu, keystroke shortcuts, MIDI controller or GPI trigger.

Figurel72

You can readily see the first shortcut assigned to a macro at right in its entry in the lister. (As mentioned
earlier, you'll also see a ‘star’ gadget at right. Click this to add the macro to the Favoritesmenu, shown
when you click directly on the Macrocontrol in the Dashboard)

Figurel73

To set a new shortcut or modify an existing one, click one of the Shortcutfields in the footer of the Macro
Configuration Editopanel; it will display a “Listening ...” tag. Then press the desired keystroke (or control
surface Macrobutton combination).

Hint: For clarity, lowecase characters are shown as capitals. True uppse letters are displayed in th
form [Shift + (character)].

Shortcuts are ‘per user’, allowing you to employ your personal favorites without conflicting with the
shortcut preferences of other users. Speaking of conflicts, note that assigning a single shortcut
combination to multiple macros is supported.

e



17.4.1 CONFLICTED SHORTCUTS

Figurel74

By the way, assigning identical shortcut combinations to multiple macros is supported, and deliberately
so. Still, as you may wish to avoid conflicts, a yellow triangular gadget referred to as a ‘bang’ (or, if you
are in a certain mood, a ‘conflict nacho’) is shown in this case.

Bangs appear at right for all macro entries in the Macro Configuratiomanel lister with shortcut conflicts.

Figure 175

Of course, when multiple shortcuts are assigned, the first shortcut for a macro —i.e., the one displayed at
right in the Macro Configuratiorpanel lister — may not actually be the one that is conflicted; too, there
might be several conflicts for a single macro.

In such a case, select the macro in the list to show the corresponding Shortcutggroupentries at the bottom
of the panel (Figure 175). Conflicted ‘Listen’ controls will all show bangs. Clicking a bang automatically
jumps to the next conflicted entry, so you can advance quickly through them, resolving conflicts as you

go.

(Obviously, you can resolve a conflict by assigning a different keystroke to conflicted macros. Or you can
disable macros if you like, using the checkmark switch.)
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example, the shocduts assigned to entire folders of macros designed for various sessions or purposes can
conflict with shortcuts in another folder., but keystrokes for any inactive folders are ignored.

DELIBERATE ‘CONFLICTS’

Otherwise, pressing the conflicted shortcut key will perform all macros sharing that keystroke assignment.
On the other hand, your ‘conflicts’ may be deliberate; running multiple macros with just one button press
or gesture may be just what you had in mind.



17.5 MIDI CONTROLLERS

A useful (and often very affordable) macro trigger option is MIDI (Musical Instrument Digital Interface).

s

Figurel76

MIDI devices are often used in the audio and events
industries, but can be found in other realms as well.
Literally thousands of devices and systems of this sort are
available.

The Macro Configurationpanel system can ‘listen’ for
button presses from most MIDI controllers, just as it
recognizes input from the keyboard or native control
surface (see Section 17.3.2). Too, a wide variety of MIDI
software and extensions are available for other devices,
including mobile devices such as tablets and smart
phones. These can be used to create unique custom

control alternatives.

MIDI Configuration Add-On:

The Add-Ongroup in 3Play’s Sessiopage
(Startup) includes a link named Ableton
Novation Launchpad This link opens a
simple configuration application that
allows you to alter the colors used to
illuminate buttons on this popular MIDI
device.

Simply choose a specific device from the
menu at upper left, choose a Fill Color
and click a button on the screen with the
fill bucket mouse pointer. (Alternatively,
each button has a right-click menu you
can use to select the color for that
button.)
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device drivers. Generally, adding device drivers to NewTek products is discouraged, since these may not
have been prepared with the rigorous demands of liaelpction in mind.

If you install a driver and encounter unintended consequences, you can resolve the problem by rg
to factory defaults and, if necessary, updating to the current software version appropriate for your

system.

17.6 NDI CONNECTIONS

Not surprisingly,

implementations. Various systems and software (both native and third-party) also take advantage of NDI
connections to support transfer of things like metadata, control instructions and tally (on air) notification.

NewTek products typically have extensive NDI

(Network Device

Interface)

storing



For example, connecting one of 3P1’s NDI outputs to a TriCaster® input provides the necessary link to
send shortcut commands to the 3Play, or trigger 3Play macros from the TriCaster.

17.6.1 EXAMPLE — CONTROLLING 3PLAY
Let’s consider a simple example taking advantage of the potential this ability offers.

Using TriCaster’s Macrosystem, it is easy to send instructions from TriCaster to 3Play systems whose NDI
outputs are connected to the Switcher

Such a macro could actually perform sequential operations on both systems, and be assigned to a
TriCaster shortcut keystroke or other macro trigger for convenient execution with a single user
interaction.

There is no need for complicated configuration. TriCaster ’knows’ which NDI sources are connected to its
network inputs, and can initiate the necessary communications.

For example, 3Play network outputs typically appear in TriCaster’s Network Inputsource selectors as
something like “3PlayA)” and “3PlayB)”. If you select “3Play(A)” as the active source for TriCaster’s
Switcherinput 1, communication between TriCaster and 3Play can be established.

Unique “Net#” entries in the macro identify the target system the instructions specified are directed to.
When examined in TriCaster’s Macro Editora typical macro entry of this type might look as follows:

Delay (ms) Shortcut  Value Key 1 Value 1

0 netl clip_play Speed )

The shortcut “netl” targets the macro to address the NDI source connected to TriCaster’s Input 1.
Additional entries on the same line supply the instruction to be performed when the macro is executed.

9 The Value“clip_play” commands the target source to play the currently selected clip (in our
example, the current clip selected on 3Play’s channel A)

1 The Key lentry “speed” sets the playback speed to the value which follows next on the line, “.5”
in our example. This will cause playback to occur at 50% speed.

It is entirely possible to create more complex macros that combine commands in this manner.



17.6.2 REMOTE COMMANDS

As mentioned earlier, the macro shortcut entry “net1” addresses a controllable network source connected
to the first network input on a NewTek live production system. A second NDI connected to input 7 would
be addressed using the shortcut entry “net7”.

At present, 3Play 3P1 supports the commands discussed next, included in the NewTek product macro
system.

_CLIP_STORE

Delay (ms) Shortcut Value Key 1 Value 1

(time) net# clip_store | index ID

This command stores a custom local reference ID for the current clip (the one currently visible at on the
network input). The value ID can be a string. ID is global and shared across your system (it is not stored
per system output, if you have multiple).

For example:

Delay (ms) Shortcut Value Key 1 Value 1

(time) net# clip_store | index

The entry above will ‘remember’ the current clip with the name “AAA1”. (The default for ID is an empty
string, which is a valid storage target.)

[CLIP_RESTORE

Delay (ms) Shortcut Value Key 1 Value 1

(time) net# clip_restore | index ID

This command cues up content previously stored with a specified ID value on the upstream source channel
assigned to the network input designated.

For example:

Delay (ms) Shortcut Value

(time) net# clip_restore @ index




The clip previously indexed as “AAA1” (using clip_store) is restored on the source system output channel
connected to network input designated. The playhead is set to the beginning of the clip. (If the indexed
clip is not located, nothing occurs.)

(CLIP_ SELECT

Delay (ms) Shortcut Value

clip_select index

Select a page (or clip) defined by the value assigned to index. This may be a number specifying a particular
page or at times, another property.

For example, sending a “clip_select” command to 3Play with a suitable numeric value assigned as the
“index” key selects a specific Play List tab by index (assuming Play List mode is active. On the other hand,
in Clip List mode, if the value for “index” was “0-023” the clip referred to would be selected.

For example:

Delay (ms) Shortcut Value

(time) net# clip_select index

This would select the fourth Play Listab on the 3Play output (A or B) connected to the Switcherinput.

[CLIP_ MOVE

Delay (ms) Shortcut Value Key 1 Value 1

(time) net# clip_move  distance #
Move the specified number of pages forwards or backwards from the current page.

For example:

Delay (ms) Shortcut Value Key 1 Value 1

(time) net# clip_move distance -1

The entry above would select the previous clip on the source connected to the network input designated.




(CLIP_ PLAY

Delay (ms) Shortcut Value Key 1 Value 1 Key 2 Value 2

(time) net# clip_ play speed # position #

You can specify “speed”, “position” or both keys (the order of keys is not important).

When “position” is not specified, play begins at the current frame. The value for position is specified in
seconds, while speed is expressed as a playback rate value (1.0 = 100%).

For example:

Delay (ms)  Shortcut Value Key 1 Value 1 Key 2 Value 2

(time) net# clip_ play speed

This entry would play a clip backwards at 50% speed from a position 10 seconds into the clip.

[CLIP_ SCRUB
Delay (ms) Shortcut Value Key 1 Value 1

clip_scrub  distance

This command will move the playhead backward or forward by a distance of # seconds. For example:

Delay (ms) Shortcut Value Key 1 Value 1

(time) net# clip_scrub distance

The entry above would advance the playhead five seconds further into a clip displayed on the source
connected to the network input designated.

NOTES: The software associates values with their key name, thus key can be entered in any order. The
followingaNBE @I f AR F2NXIF (a4 FT2N) ydzYIOME@ SYiNARSAY gbnodmé >

AMP stands for Advanced Media Protocol. The original implementation by Odetics Broadcast
Corporation® provides a variety of commands, which over time have been applied and extended by other
developers according to their requirements.




3Play responds to a number of AMP of commands received across a network connection from external
devices.

17.7.1 CONFIGURING AMP

3Play’s AMP support is not unlike the macro implementation just described, but AMP does not enjoy the
same ‘auto-magic’ communication configuration advantages. Thus you will generally need to configure
the external controller to communicate with 3Play by providing its IP address (which you can locate, for
example, by exiting to Windows and using the system Network and Sharing CenjetYou will also need to
configure the external control system to address one or both of 3Play’s A and B output channels.

In all likelihood, the developer of your external system will have documented AMP configuration and
usage, but the next section provides details of the 3Play implementation for your interest.

17.7.2 AMP SHORTCUTS

AMP commands sent to trigger native 3Play shortcut commands of the same sort used by the user
interface and Macro system. These shortcuts consist of two parts: a prefixthat identifies the target 3Play
output channel (A or b); and a suffixconstituting the command to be executed. The AMP instruction may
also include values, such as unique clip identifiers, similar to 3Play’s Clip IDs.

The supported prefixesare amp_vtrl and amp_vtr2. These address 3Play’s Output A or B respectively.
Supported suffixes are listed in the following table:

Suffix Value Description

_loop bool Changes looping playback status for the playout channel.
If no value is specified then looping is toggled.

_play void Play at 1X speed
_stop void Stops playback
_query void Query returns a result (string) identifying the content

currently on output and stores it for a subsequent _cue

_cue String Populates a special playlist tab named EXT VTR with a clip
or playlist previously identified by a query. (If the value is
void, performs a ReCue operation.)

_eject void Clears the current EXT VTR content




17.8 GPI CONTROLLERS

GPI, or General Purpose Interface, is long serving analog control signal system based on simple contact
closure. GPl inputs and outputs are very common on professional production equipment.

The macro system in NewTek live production devices can take advantage of intermediary devices, such as
the eBOX™ network/GPI hardware interface from JLCooper Electronics, to support both GPI signal input
and output.

17.8.1 CONFIGURATION

For an external GPI device to communicate with a NewTek live production system, it must be manually
defined by text entries in the file named gpi_setup.xml. This file can be located in the directory at
C:\3Play\Configuration\. The entry for a given GPI control device must contain an IP address and port,
password, and custom name, entered as follows:

< devicename="name" ip="### M A port="##"' password=""/>

At the time of writing, the xml ‘element name’ signified above by the placeholder deviceshould be
“jlcooper”, without the quotation marks. The value for the “name” attribute that follows is a custom name
of your choosing.

Hint: Normally, connected GPI devices are identified by uniqgue names in this file; otherwise (if GP

devices share a single name) GPl commands are issued to them simudtgneou

s N “

The remaining configuration attributes (“ip”, “port” and “password”) are set at the external hardware
device (refer to the vendor’s documentation for details); the corresponding values need only be
transferred into the XML configuration file.

A typical entry might look like this:

<jlcooper name="JLCooperl" ip="192.168.128.102" port="23" password=""/>

17.8.2 LISTENING FOR GPI TRIGGERS

Configured and connected GPI interface devices can trigger macros just like a keyboard shortcut, control
surface, or MIDI button operation can. To assign a GPI trigger to a macro, simply click a ‘gesture field’ in
the Shortcutsgroup at the bottom of the Macro Configuratiompanel; then send the desired external GPI
trigger to the system. The ‘listening’ control will recorded the GPI signal, and a suitable shortcut entry will
be displayed (see Section 17.3.2).



17.8.3 SENDING GPI COMMANDS

A special macro command allows you to send GPI signals to external devices and systems via network-
connected GPI interface devices (such as the eBOX™ from JLCooper Electronics). GPl macro entries are
formatted as shown below:

Delay (ms) Shortcut  Value Key 1 Value 1 etc.

HHH gpi name GPI_pin# boolean

91 Delay- the interval, in milliseconds, between the time when the command on the prior line (if
any) was issued to the system, and execution of this line.

9 Shortcut— Use the entry “gpi” in this field to send a GPI signal.

9 Value- The shortcut value is the name of the GPI device (defined earlier in gpi_setup.xml) that
you want the signal defined on this line to address.

1 Key # (G- n) — The value you enter in this field identifies a target pin on the external DVI device
to receive a signal defined in the following field. The entry should be formatted as “pin#’ (e.g.,
“pinl”, without quotation marks).

1 Value # (0- n) — This value controls the contact closure state (on or off) for the GPI device pin
identified by the preceding key. The value can be entered variously as “1” or “0” , “on” or “off”,
“true” or “false” (without quotations).

A typical entry might look like the following:

Delay (ms) Shortcut Value Key 1 Value 1 etc.

500 gpi jlcooper pinl2 1

112}

Hint: Multiple GPI pins can be targetted simultaneously by key/value pairs entered on a single lin

Alternatively, some GPI devices require a GPI ‘pulse’ of a specified duration. In such cases, you might send
an “on” command on one line, followed after a suitable delay by an “off” command sent to the same pin.

17.9 EDITING MACROS

Often you will wish to modify values assigned to the various steps in an
existing macro, rather than re-recording it; or perhaps you want to
experiment with other possibilities. Click the Editbutton to open the Macro 3

Editorfor the currently selected macro. Figure177




Figure 178

This deceptively simple editor presents the shortcut sequence your macro contains, along with all of its
values in a simple to comprehend ‘spreadsheet-style’ interface. Right-clicking opens the editor’s context
menu (the keyboard shortcut Ctrl + i also inserts a row). Standard copy and paste keyboard shortcuts are
supported as well. When done editing a macro, click Apply(or Cancelto close the editor without saving
your changes).

Hint: Use the Record button ine footer of the Editor to insert newly recorded entries into the current at
the selected line.

17.10 AUTOMATION AND INTEGRATION

More advanced 3Play control methods, including TCP/IP are discussed in the comprehensive Automation
and Integration Guide, which can be found at https://www.newtek.com/downloads/.
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APPENDIX AHOW DO | e ?

] In this section, we’ll consider the most common questions NewTek 3Play®
operators may have (and of course we'll provide the answer, too).

The answers are intentionally brief — perhaps just a reminder of one or two
steps required to perform some operation. For this reason, we’ll also point
you to explanatory information elsewhere in this manual whenever that
would be useful.

If you’ve largely mastered your NewTek 3Play® system, but have a specific question, this may be the best
place to look first. The headings that follow list related questions and answers together, along with cross-
references and other helpful remarks.

Tip: The NewTek website includes a comprehensive FAQ database containing a wealth of useful
information on all of its products please see httfywww.newtek.com/faqg/
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A.1 CONNECTIONS

A.1.1 CONNECT CAMERAS?

1. Connect traditional SDI video sources to the appropriately labeled BNC input connectors on the
NewTek 3Play baclplate — see Section 3.3. Or simply connect NDI video sources to the network
your 3Play is connected to.

2. Open a 3Play sessior{or create a new one) from the 3PlayStartup Screerand launch the Replay
Desktop



3. Double-click the preview monitor on the Replay Desktofor the source you want to set up, or
click the Configurggear) button that appears below in its monitor label.

4. Choose an appropriate Sourcefor your camera in the Input Settingsab (see Sections 3.3 and
7.2.1).

A.1.2 COLOR CORRECT MISMATCHED CAMERAS?

Your 3Play system permits the use of sources that do not match the current session format. You might
connect an SD camera during an HD session, for example. The official broadcast standard for SD video is
Rec. 601, but HD video conforms to Rec. 709 — and NewTek 3Play output color space is governed by the
session format.

When the natural color space for a connected source does not match the current output specification (in
this example, Rec. 709), 3Play automatically attempts to compensate — but it’s always best to refer to
downstream scopes for critical accuracy.

1. Asrequired, connect external Waveform and Vectorscope monitors to 3Play outputs
Your downstream scopes should be configured to conform to the broadcast color specification
for your current session.

3. Calibrate your sources one by one using the Proc Amptools for individual inputs (see Section
7.2.2))

A.1.3 CONNECT MONITORS?

REPLAY DESKTOP MONITOR

With the power off, connect an external computer monitor to the port labeled Interface on 3Play’s
backplate. Use a suitable adapter if necessary for your monitor.

MULTIVIEW (SUPPLEMENTAL) MONITORS
Supplemental monitors connect to video ports on 3Play’s backplate.

4. Connect the external device to an output on the backplate using an appropriate cable (and/or
adapter, if required).

5. Launch a 3Play session (or create a new one) from the Startup Screen
6. Double-click one of the output monitors to open the Output Configurion panel.

7. Select your preferred display for the target device.



8. Select Display Color Settingsnd — in the appropriate tab —set Resolutionto match the native
resolution of the external display.

NOTE: Changinmgsolution can cause frames to be dropped briefly. dd/aotrecommend changing thi
setting during live production.

192}

A.1.4 IMPROVE THE QUALITY OF MULTIVIEW OUTPUT?

It is possible for to choose settings that will have a negative effect on Multiview video output image. For
best quality, be sure that the Resolutioryou choose corresponds to that of the monitor connected.

NOTE: Changing Resolution can cause frames to be dropped briefly. Thusoivedommend
changing this setting during live production.

A.1.5 CONNECT THE GENLOCK REFERENCE SIGNAL?

1. Connect the reference signal to the Genlocknput (BNC connector) on the backplate.
2. See Section 3.7 for details on configuring Genlocksettings.

A.1.6 CONNECT THE 3PLAY CONTROL SURFACE?

Connect the USB cable from the Control Surface to one of your NewTek 3Play’s USB ports. Do not extend
the supplied cable if possible.

SUPPLEMENTARY QUESTION:

Q: My system has suddenly stopped responding to the Control SurfacéNhat can | do?

A: The foremost reason this might happen is if the cable (or extender cable) you are using between the
Control Surfacand 3Play failed to deliver sufficient current consistently. In the short term (if you are in
the middle of a show), you can generally resolve this issue by simply unplugging and re-plugging the
Control Surface.

However, please note that the use of so-called "USB extenders" is not recommended. Whenever possible,
use a single USB cable of the correct length. Each added connector on the signal path is a potential
connection problem, and also causes signal ‘reflections’. Such an arrangement may seem to work for a
while, then fail unpredictably.

If you are using a very long USB cable (or a poor quality cable), you should supply a powered hub at the
end of the cable nearest the Control Surface, then complete the connection with a short USB cable from
the hub to the Control Surfacéan unpowered hub will be of no help).



A.1.7 CONNECT AN EXTERNAL HARD DRIVE?

Connect a suitable cable from the external hard drive to a (blue) USB 3 port on the system’s backplate.
Note that in general, for use with large video files the hard drive should be formatted using the NTSF file
system (the FAT file system chokes on exported files exceeding 4 Gigabytes, as will often be the case).

USB 3 ports support transfer speeds fast enough for live recording to suitable external media. USB 2 ports
should not be used for recording, but may be useful for transferring files to and from the system (it is
always best to import media for use in live sessions).

|A.1.8 CONNECT TO A NETWORK?

Please refer to Section 3.10.

|A.1.9 ENABLE TERMINATION FOR VIDEO INPUTS?

NewTek 3Play provides full-time video termination. If you need to loop through (or t-off from) upstream
video devices (such as an external monitor) in your video pipeline, you should ensure termination is turned
OFF for earlier devices.

A.2 SESSIONS

SUPPLEMENTARY QUESTION:

A.2.1 What is a session?

A: Sessions can be thought of as ‘top-level presets’. They store all of the settings, playlists, device
configurations, and so on for a given live production. See Section 5.1.

A.2.2 DELETE A SESSION (AND ITS CONTENT)?

1. Right-click the name of the session in the Homepage of the Startup screen

2. Select Deletefrom the menu.

This will delete the session, and any content that is local to the session (external data that has not been
imported and data on drives that are not mounted at the time will not be deleted). See Section 5.2.2 for
more information.

A.2.3 RENAME A SESSION

1. If necessary, close the Replay Desktopy choosing Exitin the Filemenu.



2. Return to the Home page

3. Right-click the name of the session you want to rename in the list shown at right to open the
context menu.

4. Choose Renamédrom the menu that appears.

A.2.4 MANAGE SELECTED CONTENT INSIDE A SESSION?

1. Click the name of the session containing the content you wish to manage in the Homepage of the
Startup Screen

2. Under Browseat (right on the Sessiorpage), click the link for the type of content you wish to

manage (see Section 5.3.1).

A.3 EVENTS AND RECORDING

A.3.1 START RECORDING?
1. Press the REGutton on the Control Surface
or..
2. PressIN or OUT on the Control Surface.
or ..
3. Press the Recordbutton in the Dashboardt the top of the Replay Desktop.
A.3.2 END RECORDING?
1. Press SHIFT + REC on the Control Surface
or..
2. Press the Recorcbutton in the Dashboardt the top of the Replay Desktop second time.
A.3.3 MARK AN EVENT?

There are two principle methods for marking events:

ONE-BUTTON METHOD

1.

Watch the input monitors, and press the OUTbutton on the Control Surfacevhenever a notable
event occurs (see Section 8.10).



2. This creates a new event in the CLIP LIS3etting an Out Pointat the current timecode, and an In
Pointas required to fulfill the default duration set in the Optionsmenu (see Section 6.4.2). Of
course, you can trim the event afterward any time you wish.

TWO-BUTTON METHOD

1. Press the IN button on the Control Surface at any convenient time. This creates a new
‘incomplete’ event in the CLIP LIST

2. (Optional) If nothing noteworthy occurs in the next while, feel free to press IN again from time to
time, updating the In Point of the event.

3. Press OUTto complete the event when something interesting occurs (see Section 8.10).

A.3.4 PLAY A CLIP?

1. Inthe CLIP LISdouble-click the Memofield for the input (clip) you want to play
or..

2. Navigate to a clip using the Control Surfacer keyboard and press PLAY

3. Or, simply move the T-Barforward (from 0%).

RELATED QUESTIONS:

Q: | pressedlFAY so why is my output frozen?

A: Check to see if the Control Surfac@-Baris at the 0% position (stopped).

A.3.5 PREPARE A HIGHLIGHT REEL?

1. Select clips for events you want to include in the CLIP LISAnd press ADD TOPLAY LIS® add
them to a page in the PLAYLISTmodule.

2. Drag clip entries up or down in the PLAY LIS&ble as necessary to place them in the order you
want them to play.

3. Optionally, re-trim the clips, to taste.

4. Adjust level controls for embedded audio in the Audiocolumns (see Section 12.3.4), Transition
Rate(Section 12.3.7) and Speed12.3.6) for individual or multi-selected clips.



5. (Optional) Enable the MusicTrackswitch in the PLAY LISTtlebar and load a music file using the
nearby menu (see Section 12.1.4). Adjust its level by clicking the Music Configuratiorbutton
(gear) at right.

A.3.6 SELECT A DIFFERENT PLAY LIST CLIP FOR THE SAME TIME PERIOD?

1. Hold down the ANGLButton on the Control Surface

2. Press a number on the Control Surfaceaumber pad, or use the left/right TABbuttons to access
the available clips for the current time segment.

A.4 FILES

‘ A.4.1 MANAGE FILES?

Please refer to the item (How do |) Manage Selected Content inside a Session? (Section A.2.4).

|A.4.2 IMPORT MEDIA FILES?

Importingfiles implies copying them into the session folders, making them local(rather than externa) to
the system and session. To import media files:

1. Open (or create) a 3Play session.
2. Click the Import Mediabutton (below the Browse> Sound and Muslink at right).

3. Click Add and use the system file explorer that opens to select the file(s) you wish to import into
the current session; then click the Openbutton.

Selected files are automatically copied to the appropriate folder (Clips, Stills, etc.) according to their file
type (see Section 5.2.6, Import Media).

Tip:External files can be used in a session without being imported, by adding tHemRd_ISIsing the
Add Media buttorand Media Browset see Sectioiil.1.5 However,t should be noted thathe
transfer speed afostexternal devices is too slow for reliable flagk of media content, making it wis
to usethe Importfeature insteadvhenever possible.

D

A.4.3 PREPARE CLIPS FOR THE PLAY LIST USING APPLE® FINAL CUT PRO?

We are often asked what format to use for export from Final Cut for best compatibility in 3Play, especially
for HD clips. Really, in most cases you can simply take advantage of 3Play’s Import module — see Section
5.3.1.



Alternatively, you might install NewTek’s free Quicktime™ codecs (available on the ‘Product Updates and
Downloads’ page on the NewTek website), with a view to rendering to one of these directly on your FCP
system.

Actually, FCP does not natively provide broad Quicktime export options, but Compressor™ does; and FCP
can use the latter as its encoder. After creating a Compressor preset that uses one of the NewTek
SpeedHQ codecs, you can click on Final Cut’s Filemenu, choose Send To > CompresgGbmpressor will
open automatically), and proceed as usual. See the documentation for Apple® products for more detail.

A.4.4 EXPORT FILES TO AN EXTERNAL DRIVE?

There are several approaches to exporting media files from within 3Play sessions. By far the simplest is
to use the Exportfeature — see Chapter 16.

A.4.5 IMPORT/EXPORT FILES LARGER THAN 4 GIGABYTES?

This question may arise if you are using external media, perhaps portable hard drives or USB ‘thumb’
drives. These are commonly prepared using the FAT32 file system, which does not support files larger
than 4GB. As video files will often exceed this size, FAT32 is not very suitable for use in that context.

You should reformat these drives using the NTFS system to eliminate this limitation (or you might consider
transferring larger files over a network connection).

A.4.6 AVOID THE ERROR “... COPY THIS FILE WITHOUT ITS PROPERTIES?”

Windows shows this error message when you export a media file to an external volume that does not use
the NTFS file system. The warning is not really a concern (although we highly recommend using NTFS
formatted storage, as noted in Section A.4.5). The files will copy just fine regardless.

NewTek 3Play generates metadata attributes for media files for internal use. This metadata is only
retained when you export to storage formatted as NTFS. That being said, the metadata is automatically
regenerated if you use the files with NewTek 3Play again later, so its loss poses no issue.

A.5 SOFTWARE, MAINTENANCE AND UPDATES

A.5.1 IMPROVE PERFORMANCE?

1. Click the Utilitiesicon on the Homepagein Startup

2. Click the DefragmentHard Drivelink at right (see Section 5.2.4), and follow further directions
provided. This process can take considerable time, so it’s best not to commence unless time
(before a production) permits.



A.5.2 RESOLVE SERIOUS INSTABILITY OR DROPPED FRAMES?

If the system should ever become seriously unstable or drop frames (after the warm-up period), consider
a full 3Play Restoreoperation — see item A.5.6.

A.5.3 UPDATE NEWTEK 3PLAY SOFTWARE?

1. Connect 3Play to a valid Internet connection.
2. Click the Utilitiesicon on the Home page in Startup

3. Click Update3Play and follow directions provided (see Section 5.2.4).

A.5.4 INSTALL VIRUS PROTECTION?

Virus and malware protection applications can dramatically impact system performance (this is true even
for Windows Defender™, which is deliberately disabled for this reason). In general, once additional
software or services are enabled on the system, real-time performance cannot be guaranteed. In a perfect
world, we'd love to recommend that you do not install virus and/or malware protection software on
NewTek 3Play.

Certainly you should alwaystake sensible precautions to avoid introducing infected files by rigorously
virus-checking media you plan to connect or import before ever connecting it to 3Play. Realistically
though, in some settings you may feel the need for protection outweighs the risk.

If you really feel you mustinstall virus protection, switch all of its ‘active scanning’ operations off so that
nothing can occur in the background during live production. Anything that provides full-time protection
will dramatically reduce memory and disk speed on your system, so you should disable those features.
Then, only when you need to do so (perhaps on a daily or weekly schedule), perform a manual scan.

Never let scanning continue into a live switching event, and do not assume that you can now omit pre-
checking files and external media for nasty surprises.

Tip:In the unfortunate event thanalware everdoes evade defensive measuyesi employyou can
always usehe Restorefunction to completely rehabilitate your system.

A.5.5 INSTALL MY FAVORITE SOFTWARE (OR CODEC)?

NewTek 3Play is not a ‘general purpose’ computer. The installed software suite is finely tuned to provide
reliable performance and amazing features. Anything you install apart from official updates places these
important goals at risk. Doing so is strongly discouraged.




Regarding codecs, NewTek 3Play supports many popular image, audio, and video formats for playback.
That said, hardly a day passes without another new one appearing on the scene. If a file you would like
to use does not play back well (or at all), consider converting it to a friendlier format. The Import Media
module makes this very easy to do.

If you feel the format is so popular that it should be supported, please submit the details as a feature
request.

A.5.6 RESTORE THE SYSTEM TO ORIGINAL ‘AS-SHIPPED’ CONDITION?

We firmly expect you will never need it, but isn’t it good to know that comprehensive software Restore
features are available in the event of an unforeseen problem? You can use one of two methods to access
Restoredepending on your situation.

To restore your system software after the system launches normally:

1. Click the Utilities icon on the Home Page of the Startup Screen.
2. Select the link labeled Backup or Restore System
3. The system will restart. When it does, select the Restore Fetory Defaults bootup option

If 3Play should ever fail to boot up properly, you may need to try a different approach to restore your
system software, as follows:

1. Select the menu item labeled Restore Factory Defaulfsom the black boot screen that appears
shortly after powering up. (If this screen does not automatically appear, reboot and press F8 a
few times in quick succession, say once per second, immediately after powering up.)

Either method described above will ultimately present you with powerful system backup and restore
tools. The management screen initially presents you with 3 options as follows:

1 Restore System Partition to Factory Defaudtgerwrites the C partition (only) on the existing
system drive from the disk image in its local Restore partition.

Note: Following a Reset to Factory Defaults operation, the Windows® system software must be re
activated. To do this, you will need the operating system serial number, which you will find on a sticker
affixed to the exterior of your system.

This procedure restores your system drive (“C:”) to its ‘as-shipped’ state. However any software
updates you performed earlier will be overwritten. When you do restore, remember to update
the 3Play software afterward.

1 Create User Backup Drivgeate a bootable clone of the entire system drive (as it exists at the
time) on either an external HDD or a drive mounted in a removable hard drive bay.



The clone operation includes:
0 The existing (factory-prepared) Restore partition
0 The complete C partition

In cases of catastrophic drive failure requiring drive replacement, a service technician can connect
the User Backufxlone’ drive in place of the original internal system drive and you’ll be back in
production (prudence would call for creating a new User Backupdrive as the first order of
business.

1 Restore System Partition from User Backup Deoia@writes the C partition (only) on the existing
system drive with the C partition on the external user backup drive. This allows you to insert a
User Backuprive into a removable drive bay (or otherwise connect it), and regain a functional
system partition as stored on the clone drive.

Note: This feature it is intended to allow a restore operation of the system drive that the clone was
preparedon.ltisnotA Y i SYRSR G2 I ff2¢ NBDG2 N YEGrgFFINBY
t I NIAGAZ2Y TN Yin thaldtétmanheOilldandosbebidai@hSciuse multiple problems.

In a dire emergency, however (such as if a system drive fails when ndddkap from the same unit
has been prepared) a User Backup created on a similar model 3Play can be helpful, as follows:
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It may be necessary to-ativate Windows, then renter the registration unlock code, and possibly
update the 3Play software after the restoratioropess in this case. Be aware that the approach abo
not encouraged, since minor hardware differences between the two units involved may well result
issues in the resulting Windows installatioks well, the new system drive will no longer havectofy
restore partition. Still, it might be better than nothing in a crisis.
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A.6 REGISTRATION AND TECH SUPPORT

|A.6.1 REGISTER THE NEWTEK 3PLAY SYSTEM?

Please refer to Section 3.2, Registration.

| A.6.2 CONTACT TECHNICAL SUPPORT?

Visit the NewTek Website, at www.newtek.com and select Supportfrom the main menu at the top of the
page. This page always contains the latest support information for your NewTek products, including FAQs
and documentation. It also lists the Customer Support Department’s hours of operation and contact
details.



A.6.3 FIND HARDWARE/FIRMWARE REVISION NUMBERS?

Click the Helpicon and select About 3Playin Startup Doing this opens an information panel that lists
significant version numbers (at the bottom).

A.7 MISCELLANEOUS

A.7.1 SET UP REMOTE DESKTOP CONTROL OF 3PLAY?

Attempts to run screen sharing or remote desktop software on 3PLAY are strongly discouraged (this
includes NewTek’s own iVGA client). Applications of this type require significantsystem resources. At the
same time, 3PLAY’s primary functions require unhindered CPU and GPU access. Adding the resource
demands of additional software of this type would almost certainly cause 3PLAY to drop frames on output,
and should simply never be done.

A.7.2 DEAL WITH CLIPS OR IMAGES THAT SEEM BLURRY?

When paused or stopped, the system performs motion removal (to avoid unwanted flicker). This can
make the image seem slightly blurred when paused, but it should look perfect during playback.

A.7.3 ACCESS WINDOWS™?

1. If necessary, close the Replay Desktopy clicking the [x] button at the right-hand end of the
titlebar.

2. Click the Shutdownicon on the icon ring in Startup

3. Click the Exit to Windowsink at right (and confirm the warning dialog).

A.7.4 RETURN TO THE STARTUP SCREEN FROM THE WINDOWS™ DESKTOP

Double-click the 3Playicon on the Windows™ desktop to return to 3Play’s Startupscreen.

A.8 MORE QUESTIONS AND ANSWERS

A.8.1 WHY ARE MY CLIP DURATION AND COUNTDOWN TIMES DIFFERENT?

At times, the duration shown for a clip in the CLIP LIST may not perfectly match the HUDs countdown
timecode. This Durationvalue is based on the original clip framerate. However the HUDcountdown
timecode is based on the project framerate.






APPENDIX BKEYSTROKE SHORTCUTS

B.1 TABLES AND NAVIGATION

Toggle CLIP LIST Angle Previews Ctrl + m
Previous row Up arrow
Next row Down arrow
Previous cell Left arrow
Next cell Right arrow
One page up Page Up
One page down Page Down
First cell in row Home

Last cell in row End

First cell in table Ctrl + Home
Last cell in table Ctrl + End

B.2 EDIT LISTS/TEXT

Cut Ctrl + x
Copy Ctrl+c
Paste Ctrl +v
Remove event/item Del

Append to current Memo value Enter
Confirm edit Enter

Copy Memo text to all angles of an event Shift + Enter
Exit text edit without saving changes Esc

Add Media (to CLIP LIST) F5




B.3 MARKING

Mark In Alt +i

Mark Out Alt+o

Reset In Point Alt + Shift +i
Reset Out Point Alt + Shift + o
Bookmark (set) Ctrl+b
Bookmark (jump to previous) Ctrl + Shift + b

B.4 SEARCHING

Execute Search F3 (or Ctrl +f)
Go To (Clip #) Ctrl+g
Go To (timecode) Ctrl + Shift + g

B.5 CONTROL
Delegate Channel A (Control) Ctrl + [
Delegate Channel B (Control) Ctrl +]
Link Channels (toggle) Ctrl + =
Source Delegate — LIVE Ctrl + | (lower case L)
Select input or angle Alt + Numpad (1-8)
Previous input or angle Alt + (left arrow)
Next input or angle Alt + (right arrow)
Go to first frame of clip Alt + Home

Go to last frame of clip Alt + End




APPENDIX CRELIABILITY TESTING

We know our products play vital roles in the productions of our customers. Durability and consistent,
robust performance are much more than just adjectives for your business and ours.

For this reason, all NewTek products undergo rigorous reliability testing to ensure they meet our exacting

test standards. For NewTek 3Play, the following standards are applicable:

Test Parameter Evaluation Standard

anlelggele i tslefll 0°C and +40°C

Ambient
Operating

Humidity Mil-STD 810, IEC 60068-2-38

Ambient Operating

Ambient N[0]gN 20% to 95%
Operating

Vibration
Sinusoidal Exceeds ASTM D3580-95 Paragraph 10.4: 3 Hz to 500Hz

Random

Electrostatic Dischargeieysulo/e[oX ]

Air Discharge

Contact 4K Volts







INDEX

3Play
Register, 18, 180

A

Apple® Final Cut Pro, 176
Asset Management (third party), 101
Audio

CLIP LIST menu, 107

Configure, 71

Connections, 21

LTC Connection, 74

Music, 110

PLAY LIST, 41, 112,113

VU meters, 93
Audio 1, 2 & Audio 3, 4. See PLAY LIST
Auto. See Transitions

Bookmark, 13, 87
Buffers, 140

C

Channel Delegate, 65, 77, 78, 81
Channel Info, 8, 66, 78, 94
Clip
Trim, 114
CLIP LIST, 6, 13, 33,99
Add to Playlist, 41, 88, 108, 175
Banks and pages, 109, 119
Cut, Copy, Paste, 107
Media Browser, 101
Add Media Location, 102
Filter, 103
Menus, 103
Memo, 36, 106
Navigation, 34
Play indicator, 107
Re-order, 106
Selection, 107
Table, 104
Titlebar, 99, 109

Transport, 107
Trimming, 105
Codecs, 178
Connect the Genlock source, 172
Connections
Cameras, 19, 69, 170, 171
Control Surface, 172
External Drive, 173
Genlock, 20
LTC Timecode, 20
Output, 20, 171
Control Surface, 6, 172
Add to Playlist, 88, 108, 175
Fast Jog, 83
IN, 85
Jog wheel, 83
Navigation, 82
One-button marking, 86, 174
OUT, 86
Transport, 82
Two-button marking, 175

D

Delayed playback. See Playback mode:Delayed
Developer Network, 147

Downstream Key. See DSK

DSK, 5, 11, 91, 137, 138, 147, 148, See also Reverse Key

E

EDL, 116
Eject, 48
EULA. See3Play: Register
Event, 6, 104
Cut, Copy, Paste, 107
Marking. See Control Surface
Re-order, 41, 106
Trim, 40, 105, 113, 175

F
FAQ, 169
Fastlog. See Control Surface
Files
Export, 177




Import, 54, 176
Final Cut Pro, 176

G

Genlock
Configure. Seel/O Configuration
Connect. SeeConnections
GPI
Configuring devices, 164
Receive, 164
Send, 165

H

Hard Drive
Defrag. SeeStartup Screen: Utilities
Hard drive (external), 173
Highlight Reel, 112, 175
Home Page. See Startup Screen

1/0 Configuration
A/V Passthrough, 69
Audio, 27
Clipping, 71
Failsafe, 69
Genlock, 66, 68
Proc Amp, 12, 46, 73
Video Input, 26, 69
Connection Type, 70
Video Output, 24, 65
Input Connectors, 19
Installing Third-Party Software, 178

J
Jog. See Control Surface

K
Keyboard, 17

L

Link, 81
Live Desktop
Workspace Presets, 63

Live playback. See Source Delegate:Live

LiveMatte, 146
Spill Suppression, 146

LiveText 142
Loop, 83
LTC. SeeConnections

M

Macros, 153
Conflicts, deliberate, 157
Macro Configuration pane, 157
Resolving conflicts, 157
Sending GPl commands, 165
Triggering
GPI, 164
Marking. See Control Surface
Memo. SeeCLIP LIS$eeCLIP LIST
Monitors
Clip List previews, 13, 62
Dual Displays, 60
Interface, 17, 171
Replay Desktop, 11
Music. See PLAY LIST

N

Navigation. SeeControl Surface and CLIP LIST

NDI Telestrator, 138, 142

Network, 10, 27

Network Input, 141, 142
iVGA, 142

Network Sharing, 140

O

Open Session. SeeStartup Screen
Overlay. See DSK

PLAY LIST, 41, 109
Audio, 113
Loop, 83
Memo, 113
Music, 110, 111
Play Indicator, 113
Render, 42, 115
Selection, 112
Speed, 42, 114
Table, 111
Trimming, 113,114

Playback mode
Delayed, 5



Power conditioning, 18

Proc Amp. See I/O Configuration
Production Time, 75

Publish, 16, 41, 61, 63, 88, 115, 149

R

Record, 6, 12, 32, 48, 95
Register. See3Play: Register
Rename Input, 59
Render. See PLAY LIST
Replay Desktop, 8, 23, 24, 57
Dual Displays, 60
Restart. SeeStartup Screen:Shutdown System
Restore 3Play, 53, 179
Reverse Key, 138, 145

S

Sessions, 21, 45, 47,50, 173
Session Volume, 50
Share Media, 149
Shutdown. SeeStartup Screen:Shutdown
Social Media, 16, 41, 61, 63, 88, 115, 149
Software
Installing Third-Party, 178
Source Delegate, 31, 34, 79, 80, 93, 99, 109, 119
Clip, 5
List, 5
Live, 5
Spill Suppresion. SeeliveMatte
Startup Screen, 7, 21, 45
Home Page, 7, 21, 46
Open Session, 50, 173, 174
Session Page, 21, 23, 53

Shutdown, 51
Exit to Windows51
System Utilities
Restore 3Play, 179
Utilities
Defragment, 52, 177
Update 3Play, 178
Storage (external), 173
Support, 180

T-Bar, 84

Technical Support, 180

Telestrator, 138, 142

Timecode, 20, 85, 97, 103, 104, 105, 112
Configure, 74

Transitions, 5, 9, 14, 53, 79, 89, 114, 131, 132, 134

)
UPS, 18

V
Video Standard, 49
Virus Checker, 178
VU Meters, 71, 93

W

Watch Folders, 140
Windows™
Exit to. See Startup Screen:Shutdown See Startup
Screen:Shutdown
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This product uses the following libraries, licensed under the LGPL license (see link below). For the source, and the ability to change
and recompile these components, please visit the links provided:

- Freelmage library http://freeimage.sourceforge.net/
- LAME library http://lame.sourceforge.net/
- FFMPEG library http://ffmpeg.org/

For a copy of the LGPL licence, please look in the folder c:\3Play\LGPL\
Portions use Microsoft Windows Media Technologies. Copyright (c)1999-2008 Microsoft Corporation. All Rights reserved.

This product uses Inno Setup. Copyright (C) 1997-2010 Jordan Russell. All rights reserved. Portions Copyright (C) 2000-2010
Martijn Laan. All rights reserved. Inno Setup is provided subject to its license, which can be found at:
http://www.jrsoftware.org/files/is/license.txt. Inno Setup is distributed WITHOUT ANY WARRANTY; without even the implied
warranty of MERCHANTABILITY of FITNESS FOR A PARTICULAR PURPOSE.

All other software with the 3Play not expressly noted as free is proprietary and subject to NewTek's copyright rights or those of
its licensors.

Trademarks: NewTek, NewTek VMC1, NewTek VMC1 IN, NewTek VMC1 OUT, NewTek NC1, NewTek NC1 IN, NewTek
NC1 1/0O, TriCaster, TriCaster TC1, TriCaster Advanced Edition, TriCaster XD, TriCaster 8000, TriCaster TCXD800O,
TCXD8000, TriCaster 860, TriCaster TCXD860, TCXD860, TriCaster 460, TriCaster TCXD460, TCXD460, TriCaster 410,
TriCaster TCXD410, TCXD410, TriCaster Mini SDI, TriCaster Mini, TriCaster 40, TriCaster TCXD40, TCXD40, TriCaster
855, TriCaster TCXD855, TCXD855, TriCaster 455, TriCaster TCXD455, TCXD455, TriCaster EXTREME, TriCaster 850
EXTREME, TriCaster TCXD850 EXTREME, TCXD850 EXTREME, TriCaster 450 EXTREME, TriCaster TCXD450 EXTREME,
TCXD450 EXTREME, TriCaster 850, TriCaster TCXD850, TCXD850, TriCaster 450, TriCaster TCXD450, TCXD450,
TriCaster 300, TriCaster TCXD300, TCXD300, TriCaster PRO, TriCaster STUDIO, TriCaster BROADCAST, TriCaster DUO,
MediaDS, MDS1, 3PLAY, 3Play, 3Play 3P1, 3Play 4800, 3PXD4800, 3Play 440, 3PXD440, 3Play Mini, 3Play 820,
3PXD820, 3Play 425, 3PXD425 3Play 330, 3PXD330, TalkShow, TalkShow VS 4000, TalkShow VS100, Network Device
Interface, NDI, NewTek Connect, NewTek Connect Spark, NewTek IsoCorder, ProTek, ProTek Care, ProTek Elite,
iVGA, SpeedEDIT, IsoCorder, LiveText, LiveGraphics Creator, LiveGraphics, Datalink, LiveSet, LiveGraphics, TriCaster
Virtual Set Editor, Virtual Set Editor Advanced Edition, TriCaster VSE, TriCaster VSE Advanced Edition, LiveMatte,
TimeWarp, VT, VT[3], VT[4], V[T5], Video Toaster, Toaster, Inspire 3D, 3D Arsenal, Aura, LightWave, LightWave 3D
and LightWave CORE are trademarks, service marks, and registered trademarks of NewTek. All other brand names,
product names, or trademarks belong to their respective holders.



N NewTek

www.newtek.com

3Play is a trademark of NewTek, Inc.

Copyright © 208 NewTeknc. All rights reserved.



